" KOKODA

KOKODA

ELASTIC SIDED (140mm)
WOVEN PULL-LOOPS
200) STEEL TOE-CAP

FULLY-LINED INTERIOR

PENETRATION RESISTANT MIDSOLE

DESCRIPTION

140mm ankle-height elastic-sided
pull-on boot.

Black (as shown), Brown or Wheat.

4 -14 (6.5 - 11.5in half sizes).

Generous and comfortable wide-fit.

200J Safety Steel.

Buffalo water-resistant waxy leather and
stitched with nylon thread.

This boot is lined with Polymesh which is
a soft, non-abrasive, hydrophobic material

that wicks perspiration away from the foot,

enabling the skin to remain cool and dry.

MANUFACTURER'S WARRANTY ~ ©

TOUGH B0OTS
FOR TOUGH Jo58

SIX MONTHS

Directly moulded Polyurethane midsole
for greater shock absorption. Anti-static
Thermoplastic Urethane (TPU) outsole
for superior wear properties.

Penetration Resistant steel midsole.

Heavy-duty, flexible anti-bacterial
non-woven insole.

A full length footbed that is inserted into
the footwear to offer additional support
and comfort. This footbed is made from
soft EVA that will retain its shape and
thickness throughout the life of the boot.

Australian Standard AS/NZS 2210.3: 1 S2
SRB - European Standards EN 1SO 20345: 1
S2 SRB * American Standards ASTM F 2413:
M 1/75 C/75 SD.

WWW.HOWLERBOOTS.COM

Built to last, these tough boots are made for pra—
the toughest jobs. If you have a manufacturing issue (and these boots were correctly fitted and f . in
maintained) the 6 month Manufacturer's warranty ensures your boots are replaced or refunded.

TOUGH BOOTS



