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Revision No : 0  

Date : November 18, 2009  

Brand : WORKSafe  

Product Code : WSWGN29530  

Manufactured By:  

PDS International Pte Ltd  

10 Pandan Crescent,  

#05-03/04 (LL2), 

UE Tech Park,  

Singapore 128466 

Telephone: (65) 6776 6200  

Facsimile: (65) 6776 6882  

E-mail : pds@safety.com.sg  

Website: www.safety.com.sg    
 

1. Product Features 
- Polychloroprene - well balanced properties in relation to chemicals and mechanicals resistance  

- Perfect combination of flexibility, strength and durability.  

- Glove is silicon free  

2. Application/Usage  
- Fertilizer production  

- Industrial glue production  

- Surface treatment industry  

- Leather processing  

- Industrial cleaning  

- Chemical industry  

3. Product Description  

 

Unsupported Neoprene Rubber Flocklined Gloves  

 

Main Component :  
Natural Rubber, Chloroprene, Zinc Oxide, Sulphur, Zinc Diethydithiocarbamate, Zinc 

Dibuthyldithiocarbamate, Dithiourea, Diphenyl Guanidine, Titanium Dioxide, Calcium Carbonate, 

Crown Clay, Antioxidant, Pigment, Wax.  

 

Finishing - External : Non-Chlorinated  

 - Internal : 100% Cotton Flocklined  

 
Palm Pattern : Pebble Grip  

 

Colour : Midnight Blue  

 

Length : 330 +/- 10 mm  

 

Thickness : 0.75 +/- 0.08 mm  

 

Glove Size 7 8 9 10 11 

EN Size 7½ 8 8½ 9 10 

Palm Width 98 100 111 120 130 
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4. Physical Properties  

 

Before 

Aging 

Tensile at break (MPa) : min 20 

Elongation at break (%) : min 700 

After 

Aging 

Tensile at break (MPa) : min 12 

Elongation at break (%) : min 650  

 

5. Performance Requirements (for individual use) AQL  

 

Item Related Defects Inspection Level AQL 

Visible 

defects 

Major : Break Up, Hole, Mix Size, Scratch, 

Miss Pairing and Dirt 

Minor: Foreign matter, Coagulum, Sticky, 

Crease, Stain, White Spot and Wet 

G1 

 

G1 

0.25 

 

1.0 

Dimensions Width, Length, Thickness S-2 4.0 

Physical 

Properties 

Before and After Aging ISO 37  

 

 

6. EC Type Examination Certification  
 

To refer certificate no: GB09/78916  

7. Stamping  
 

Stamping at the back of gloves  
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8. Packaging  

 
a) Packing style  

- Full length bulk packed.  

- 12 pairs in inner polybag   

- 6 inner polybag in a master carton.  

- 72 pairs in a master carton  

 

b) Carton Marking  

-WORKSafe  

 

c) Carton Dimension  

-Length: 400 mm x Width: 260 mm x Height: 350 mm.  

 

d) Container Capacity  

-1 x 20ft  : Approximately 1215 cartons (87 480 pairs)  

-1 x 40ft  : Approximately 2511 cartons (180 792 pairs)  

 

 

 

9. Chemical resistance test  
 

To refer test report no: CP210704A/KH 

 

 

 

 

 

 

 

 

                       Controlled by:                                                     Approved by : 

 

                                                          
                       ____________________                                                                         
                       Quality Assurance Dept                                     Managing Director 
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Chemical Permeation BTT (min) / Permeation Index

CAS No
1-methoxy-2-propanol 107-98-2 >30 2
1-methoxy-2-propylacetate 108-65-6 >10 1
Acetic Acid 99% 64-19-7 >480 6
Acetone 67-64-1 >30 2
Acetonitrile 75-05-8 >30 2
Acrylic acid 79-10-7 >60 3
Acrylonitrile 107-13-1 >10 1
Allyl alcohol 107-18-6 >120 4
Ammonia 10% 1336-21-6 >240 5
Ammonia Acetate 631-61-8 >480 6
Ammonia Chloride 12125-02-9 >480 6
Ammonia hydroxide 25% 1336-21-6 >480 6
Ammonia Nitrate 6484-52-2 >480 6
Benzene 71-43-2 <10 0
Benzoylchloride 98-88-4 <10 0
Biphenol A 80-05-7 >480 6
Bromopropionic acid 590-92-1 >480 6
Butyl acetate 123-86-4 >10 1
Butyl alcohol 71-36-3 >480 6
Butylglycol 111-76-2 >120 4
Calcium Chloride 10043-52-4 >480 6
Calcium Hydroxide 1305-62-0 >480 6
Calcium Hypochlorite 7778-54-3 >480 6
Calcium Nitrate 10124-37-5 >240 5
Carbon disulfide 75-15-0 <10 0
Carbon Tetra Chloride 56-23-5 <10 0
Chloroform 865-49-6 <10 0
Citric Acid (Pure) 77-92-9 >480 6
Coal tar 8007-45-2 >10 1
Crude oil 8002-05-9 >10 1
Cyclo-hexane 110-82-7 >30 2
Cyclo-Hexanol 108-93-0 >480 6
Cyclohexanone 108-94-1 >30 2
Dibutyl Phtalate 84-74-2 >60 3
Diesel Oil 68334-30-5 >240 5
Diethylamine 109-89-7 <10 0
Diethylether 60-29-7 <10 0
Dimethyl sulfoxide 67-68-5 >480 6
Dimethylformamide 68-12-2 >30 2
Distillate hydrotreated light 64742-47-8 >10 1
DOP 117-84-0 >480 6
Ethanol 64-17-5 >240 5
Ethyl acetate 141-78-6 >10 1
Ethylamine 75-04-7 >60 3
Ethylbenzene 100-41-4 <10 0
Ethyl glycol 107-21-2 >60 3

Chemical Name

®
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Ethylene Glycol 107-21-1 >480 6
Ethylglycol acetate 111-15-9 >30 2
Formaldehyde 30% 50-00-0 >480 6
Formic Acid 90% 64-18-6 >480 6
Freon TF 76-13-1 >10 1
Gamma Butyrolactone 96-48-0 >120 4
Gasoline 8006-61-9 >10 1
Glutaraldehyde 50% 111-30-8 >480 6
Glycerine 56-81-5 >480 6
Glycol 111-46-6 >480 6
Heptane 142-82-5 >30 2
Hexamethyldisilazane 999-97-3 >30 2
Hexane 110-54-3 >60 3
Hydrochloric Acid (30%)  7647-01-0 >480 6
Hydrofluoric Acid (14%) 7664-39-3 >480 6
Hydrogen Peroxide 31% 7722-84-1 >480 6
Iso-Octane 540-84-1 >120 4
Iso-Propanol 67-63-0 >240 5
Isophorone 78-59-1 >30 2
Kerosene 8008-20-6 >120 4
Maleic acid 110-16-7 >480 6
Methanol 67-56-1 >60 3
Methylene Chloride 75-09-2 >10 1
Methylethylketone (MEK) 78-93-3 >10 1
Methyl Isobutyl Ketone 108-10-1 >10 1
Methyl acrylate 96-33-3 <10 0
Methylamine 40% 74-89-5 >480 6
Methyl Methacrylate 80-62-6 <10 0
Methyl-t-butyl ether 1634-04-4 <10 0
Mineral oil 8012-95-1 >10 1
Monochlorobenzene 108-90-7 <10 0
Monoethanolamine 141-43-5 >480 6
Naptha VM&P 8030-30-6 >30 2
Naptha desulfurize heavy 64742-82-1 >10 1
Naptha hydrotreated light 64742-49-0 >10 1
Nitric Acid 20%  7697-37-2 >480 6
Nitrobenzene 98-95-3 <10 0
N-methyl-2-pyrolidone 872-50-4 >10 1
Octane 111-65-9 >30 2
Oleic Acid 112-80-1 >480 6
Oxalic Acid (Pure) 144-62-7 >480 6
Paraffin oil 8012-95-1 >480 6
Peracetic acid 39% 79-21-0 >480 6
Perchloroethylene 127-18-4 >10 1
Phenol  108-95-2 >480 6
Phosphoric Acid (85%) 7664-38-2 >480 6

®
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Propanol 71-23-8 >480 6
Propionitrile 107-12-0 >60 3
Propylacetate 109-60-4 <10 0
Propylene glycol 57-55-6 >480 6
Potassium Nitrate 7757-79-1 >30 2
Potassium Phosphate 7758-11-4 >480 6
Pinerazine aq solution 110-85-0 >480 6
Pyridine 110-86-1 <10 0
Sodium Carbonate 497-19-8 >480 6
Sodium Nitrate 7631-99-4 >30 2
Sodium Sulphate 7757-82-6 >480 6
Sodium Hydroxide 50% 1310-73-2 >480 6
Sodium Hypochlorite 10% 7681-52-9 >480 6
Sodium Phosphate 7601-54-9 >480 6
Stoddord solvent 8052-41-3 >240 5
Styrene 100-42-5 <10 0
Sulphuric Acid 98% 7664-93-9 >120 4
Tetrahydrothiophene 110-01-0 <10 0
Tetrahydrofuran (THF) 109-99-9 <10 0
Thionylchloride 7719-09-7 <10 0
Toluene 108-88-3 >10 1
Trichloroethylene 79-01-6 <10 0
Tricresyl phosphate 1330-78-5 >480 6
Triethanolamine 102-71-6 >480 6
Triethylamine 121-44-8 >10 1
White spirit 64742-88-7 >60 3
Xylene 1330-20-7 >10 1

< 10 minutes 0
> 10 minutes 1
> 30 minutes 2
> 60 minutes 3
> 120 minutes 4
> 240 minutes 5
> 480 minutes 6

Important Note: 
The data provided in the recommendation list was based on the test at the laboratory 
conditions (new gloves, no mechanical exertion, room temperature) and the judgement 
of the data available at the time. This data is served only as a guide and advisory 
when selecting the appropriate gloves for chemical protection, real conditions of use 
are impossible to be simulated exactly and controlled at lab. Thus, the suitability of a 
glove for a specific job shall be determined through the evaluation of the user.    

Permeation Index
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