
WESTLAKE  Drilling, Milling & Tapping Machine

Z406C

Manual Feed Drilling Machine

Drilling & Tapping Machine

SWJ-6 Tapping: 6mm
SWJ-6 Spindle taper: B12
SWJ-6 Motor: 370W, 230V
SWJ-6 Weight: 43kg

SWJ-12 Tapping: 12mm
SWJ-12 Spindle taper: B6  
SWJ-12 Motor: 370W, 230V                 
SWJ-12 Weight: 48kg                     

JZB-16/JZB-25

JZB-16 
Drilling: 16mm
Spindle taper: MT2
Motor: 750W, 230V
Weight: 125kg

JZB-25(A) 
Drilling: 25mm
Spindle taper: MT3
Motor: 1500W, 415V
Weight: 188kg

Drilling & Milling Machine

ZX-40A
ZX7025
ZX7032

ZXD-40

ZX7025
Drilling: 25mm
Milling: 13mm
Spindle taper: MT3 / R8
Motor: 750W, 230V
Weight: 220kg

ZX7032
Drilling: 31.5mm
Milling: 22mm
Spindle taper: MT3 / R8
Motor: 1500W, 415V
Weight: 285kg

WES

Belt Driven Type Geared Head Driven Type

JZS-16 / JZS-25

HHM-56

Model JZS-16 JZS-25
16 25
85 102
93 130

180 230
425 750

Max distance spindle nose to base 610 990
Spindle taper MT.2 MT.3

160 – 1820 160 – 1880
Spindle speeds 9

27×28 34×36
24.5×24.5 26×26

Overall height 105 156
750 1500

Gross weight / Net weight (kg) 122 / 108 220 / 193 

Max tapping capacity (mm)
Diameter of column (mm)

Spindle travel (mm)
Distance spindle axis to column surface (mm)
Max distance spindle nose to worktable (mm)

Spindle speeds range (rpm)

Dimension of worktable (cm)
Dimension of base worktable surface (cm)

Motor (watt)

Drilling Machine
with auto feed system

Model Z406C ZHX-13 ZQ4116 Z4120 ZQ4125 ZQD4125 ZQD4132
6 13 16 20 25 25 31.5

50 48 70 85 85 85 85
65 50 85 125 110 110 110

140mm 103 180 240 200 200 200
— 220 367 485 490 490

225 300 432 630 670 1240 1240
Spindle taper B10 B16 MT. 2 MT.2 MT.3 MT.3 MT.3

1400 – 5600 515-2580 400 – 2420 365 – 3150 200 – 2260 200 – 2260 150 – 2270
Spindle speeds 3 5 5 5 9 9 12

— 165×162 Φ300 280×300 280×280 280×280 Φ360
200 × 200 140×178 220 × 220 315×335 Φ360 300×300 300×300

60.6 58.1 95.6 112.7 110.9 168 168
250 150 370 750 550 550 750

48 / 38 23/21 66 / 63.5 162 / 129 112.5 / 107.5 125 / 120 125 / 120

Max drilling capacity (mm)
Diameter of column (mm)

Spindle travel (mm)
Distance spindle axis to column surface (mm)
Max distance spindle nose to worktable(mm)

Max distance spindle nose to base (mm)

Spindle speed range (rpm)

Dimension of worktable surface (mm)
Dimension of base worktable surface (mm)

Overall height (cm)
Motor power (Watt)

Gross weight / Net weight (kg)

Tapping Machine
SWJ-6 / SWJ-12

ZXD-40
Drilling: 40mm
Milling: 28mm
Spindle taper: MT4 / R8
Motor: 1100W, 415V
Weight: 400kg

ZX-40A
Drilling: 40mm
Milling: 28mm
Spindle taper: MT4
Motor: 1100W, 415V
Weight: 275kg

Z4120ZQ4116ZHX-13
ZQD4132

Drilling & Milling Machine

ZQ4125


