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Note
Working with WEICON Stripping Tools is only permitted on zero-potential, non-current-carrying cables and conductors.

WEICON GmbH & Co. KG
(Headquarters)
Germany
phone +49 (0) 251 9322 0
info@weicon.de

WEICON SA (Pty) Ltd
South Africa
phone +27 (0) 21 709 0088
info@weicon.co.za

WEICON Middle East L.L.C.
United Arab Emirates
phone +971 4 880 25 05
info@weicon.ae

WEICON South East Asia Pte Ltd
Singapore
phone (+65) 6710 7671
info@weicon.com.sg

WEICON Inc.
Canada
phone +1 877 620 8889
info@weicon.ca
www.weicon.ca

WEICON Czech Republic s.r.o.
Czech Republic
phone +42 (0) 417 533 013
info@weicon.cz
www.weicon.cz

WEICON Kimya Sanayi Tic. Ltd. Şti.
Turkey
phone +90 (0) 212 465 33 65
info@weicon.com.tr
www.weicon.com.tr

WEICON Ibérica S.L.
Spain
phone +34 (0) 914 7997 34
info@weicon.es
www.weicon.es

WEICON Romania SRL
Romania
phone +40 (0) 3 65 730 763
office@weicon.com
www.weicon.com.ro

WEICON Italia S.r.l.
Italy
phone (+39) 0102924871
info@weicon.it
www.weicon.it

Stripper No.2 Cat

WEICON Stripping Tools enable the fast and safe stripping
of all common round cables. The product range of stripping
tools includes different types, which provide easy handling and
accurate results.

The Stripper No. 2 Cat ensures the safe and convenient stripping
of all insulated PVC data cables (e.g. Cat5, Cat6, Cat7, twisted-
pair cables) with a diameter of 4.5 - 10 mm. Adjusting the cutting
depth manually is not necessary. The precise adjustment of
the blade removes the outer jacket accurately. With the second
blade, the foil shield is slit open carefully and can then be easily
removed.

Technical Data

Cable Type Cat5, Cat6, Cat7, twisted-pair cables

Range of application outer diameter 4.5 - 10 mm

Inner blade built-in, not replacable

Material fibreglass-reinforced polyamide

Approval/Certificate safety tested by TÜV NORD

Length 115 mm

Weight 28 g


