


Max Payload Weight
Stages Length Retracted Extended ( KGS ) ( KGS )

VM3-2.6-M/E/H 3 1.0m 1.12m 2.6m/2.6m/2.4m 100/100/100 56/61/66

VM3-3.2-M/E/H 3 1.2m 1.32m 3.2m/3.2m/3.0m 100/100/100 61/66/73

VM3-4-M/E/H 3 1.5m 1.62m 4.0m/4.0m/3.9m 100/100/100 68/73/83

VM3-4.6-M/E/H 3 1.7m 1.82m 4.6m/4.6m/4.5m 100/100/100 73/78/90

VM3-5.5-M/E 3 2.0m 2.12m 5.5m 100/100 80/85

VM3-6.9-M/E 3 2.5m 2.62m 6.9m 100/100 92/97

VM4-3.4-M/E/H 4 1.0m 1.18m 3.4m/3.4m/3.2m 75/100/100 75/80/85

VM4-4.2-M/E/H 4 1.2m 1.38m 4.2m/4.2m/4m 75/100/100 82/87/94

VM4-5.3-M/E/H 4 1.5m 1.68m 5.3m/5.2m/5.2m 75/100/100 92/97/107

VM4-6.1-M/E/H 4 1.7m 1.88m 6.0m 75/100/100 100/105/117

VM4-7.3-M/E 4 2.0m 2.18m 7.2m 75/100 110/115

VM4-9.1-M/E 4 2.5m 2.68m 9.1m 75/100 128/133

VM5-4.2-M/E/H 5 1.0m 1.24m 4.2m/4.2m/3.9m 50/100/100 82/87/92

VM5-5.2-M/E/H 5 1.2m 1.44m 5.2m/5.2m/4.9m 50/100/100 90/95/102

VM5-6.5-M/E/H 5 1.5m 1.74m 6.5m/6.5m/6.4m 50/100/100 102/107/117

VM5-7.5-M/E/H 5 1.7m 1.94m 7.5m/7.5m/7.4m 50/100/100 110/115/127

VM5-9-M/E 5 2.0m 2.24m 9.0m 50/100 121/126

VM5-11.3-M/E 5 2.5m 2.74m 11.3m 50/100 140/150

VM6-5-M/H 6 1.0m 1.30m 5.0m/4.6m 50/100 100/110

VM6-6.2-M/H 6 1.2m 1.50m 6.2m/5.8m 50/100 112/124

VM6-7.8-M/H 6 1.5m 1.80m 7.8m/7.6m 50/100 132/147

VM6-9-M/H 6 1.7m 2.00m 9.0m/8.8m 50/100 145/162

VM6-10.8-M/H 6 2.0m 2.30m 10.8m/10.6m 50/100 165/185
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