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Features: 

 

HDMI 2.0 introduces support for 4K (2160p) @50 and 60 FPS, 3D playback at 4K 
resolution, up to 32 audio channels (up from a paltry eight), and some interesting features 
such as “dynamic auto lip-sync” and the ability to deliver dual video streams to multiple 
users on the same screen. The max throughput of HDMI 2.0 is a beefy 18Gbps (up from 
10Gbps) 
HDMI 2.0 has improved the per-channel bandwidth from 3.4Gbps to 6Gbps, allowing for 
higher-resolution audio and video to be transferred. 
HDMI 2.0 also introduces support for the 21:9 aspect ratio, up to 1536KHz audio sampling, 
and  
It combines both audio and video into one convenient cable. With this HDMI V2.0 cable, 
you can easily play your Xbox 360, PlayStation 3, Blu-ray player, satellite dish, or other 
HDMI devices on your big screen HDTV or computer monitor. From small mobile, home-
entertainment, gaming device to large HDTV or projector, playback just got more 
impressive! A superb cable with excellent audio-visual transfer properties that delivers 
signal without compromising purity and balance. 
 
24K gold-plated connectors and shielded reduce abnormal conductivity, providing highest 
level of signal. 
 
Shielding at Connector: Copper Foil wrapped 360˚ around Connector housing and Soldered 
360˚ - provides efficient shielding from electromagnetic interference (EMI, RFI) 
 
This cable uses ferrite cores which are small magnetic blocks wrapped around the end of a 
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cable to suppress EMI/RFI electronic noise on the cable by absorbing the unwanted high 
frequencies and dissipating them as very low-level heat. 
 
Transfer digital audio / video signals at warp speed of 18 gigabytes per second, no more 
waiting for transmission. 
Backwards compatible with previous HDMI standards, connect all type of HDMI devices. 
Soft PVC outer jacket for durability. 
Perfect for connecting HDMI monitors, AV receivers, HDTV, game console and etc. 
 

Specifications: 
 

• Backwards compatible with earlier HDMI standards 
• 4K Ultra HD @50/60Hz - i.e. 2160p@50Hz and 2160p@60Hz - four times the clarity 

of 1080p@60Hz 
• Supports HDCP2.2 
• Connector Overmold: Copper Foil wrapped around Connector housing to reinforce 

EMI, RFI protection. 
• Up to 32bit uncompressed digital audio channels (compared to HDMI 1.4 - 8bit) 
• Transfer digital audio/video signals at warp speed of 18Gbps 
• Up to 1536kHz audio sampling 
• Simultaneous delivery of dual video streams to multiple users (on the same screen) 
• Simultaneous delivery of multi-stream audio to multiple users (up to four) 
• Supports 3D/Ethernet Channel/ARC 
• Support for 21:9 aspect ratios 
• Dynamic synchronization of video and audio streams 
• CEC extensions provide more expanded command and control of consumer 

electronics devices through a single control point 

General: 

• Cable type: HDMI A-type male to A-type male 
• Connector: 24K gold-plated with locking 
• Cable length: 8m/10m/15m 
• Connector Type: HDMI male to HDMI male 

• Cable Color: Black  

• Triple Shielded Cable 

• Integrated Strain relief protects against wire damage  
• Abrasion-resistant, flexible PVC jacket maintains integrity, even when bent. 
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• Cable gauge: 26AWG 

• OD: 8.2mm 
• Ferrite Core: wrapped the end of a cable to suppress EMI/RFI electronic noise 

• Compatibility: Devices with standard HDMI ports, like HDTV, Blu-Ray/ Ultra Blu-Ray 

player, A/V receiver, audio/video source, setup box, cable box, dish unit, DVD player, 

PS4, Xbox, Roku, PC, Mac, monitor & projector. 

Package Includes: 

1x HDMI V2.0 Cable 

Product  Diagram:

 

Warranty: 3 Years 

Warranty is from the date of original delivery. 

This warranty shall be void if a serial number has been removed from the product. 


