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Specifications 

Material : Sheet steel 

Weight (kg) : 3.1 

Version : S0 - with blank cover 

 
 
 
 
 

 
Diagram 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Dimensions : Millimetres 
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Cable Reel MP-HT300K 
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Cable Reel Holder  
 
 

 
 
 

Part Number MP-HT300K: Cable Capacity Guide 
Reel Bend Radius = 89mm   

Cable Type Nominal Cable Dia (mm) Capacity (m) 

3 x 1.0mm² HO7RN-F 9.30 63 

3 x 1.5mm² HO7RN-F 10.30 52 

3 x 2.5mm² HO7RN-F 12.00 38 

3 x 4.0mm² HO7RN-F 14.10 27 

      

3 x 1.0mm² 3138Y/HO5VV-F 7.10 109 

3 x 1.5mm² 3183Y/HO5VV-F 8.20 82 

3 x 2.5mm² 3183Y/HO5VV-F 10.10 54 

3 x 4.0mm² 3183Y/HO5VV-F 11.70 40 

      

3 x 1.0mm² YY 6.26 141 

3 x 1.5mm² YY 7.54 97 

3 x 2.5mm² YY 9.04 67 

3 x 4.0mm² YY 10.90 46 
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