
RS Stock number 457-027 

Specifications: 
 
 

*Value applying at rated voltage (DC) 

Rated voltage: 24VDC 

Operating voltage 1.5-28VDC 

Rated current:* ≤20mA 

Sound output at 30cm:* ≥95dB 

Resonant frequency: 3500±500Hz 

Tone: Continuous 

Operating temperature: -20ºC to +60ºC 

Storage temperature: -20ºC to +70ºC 

Weight: 15g 

Drive Type: Internal 

Leads: Flying lead connections 

RS, Professionally Approved Products, gives you professional quality parts across all products categories. Our range has 
been testified by engineers as giving comparable quality to that of the leading brands without paying a premium price. 

        

ENGLISH 
 
 

 
 

 

http://uk.rs-online.com/web/p/piezo-buzzer-components/0457027/?searchTerm=457027&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D34353730323726
http://uk.rs-online.com/web/p/piezo-buzzer-components/0457027/?searchTerm=457027&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D34353730323726
http://uk.rs-online.com/web/p/piezo-buzzer-components/0457027/?searchTerm=457027&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D34353730323726


Dimensions: 
 
 
 

Dimensions Unit: mm 

Tolerance: ±0.5mm 
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