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Red, Amber,
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Multi-color : 7 colors
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（Excluding M2LJ type）
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Mounting

��
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Number 
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Φ��
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���℃~+��℃
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Temperature

*When using 12V DC: 80dB

*

① ② ③ ④ ⑤ ⑥

φ40mm
Model Code

φ50mm
Model Code

φ60mm
Model Code

φ70mm
Model Code

① Tiers
1 = 1 tier
2 = 2 tiers
3 = 3 tiers
4 = 4 tiers
5 = 5 tiers

② Rated Voltage
02 = 24V DC
M2 = 100 - 240V AC *1

④ Flashing/Buzzer
B = With Flashing/Buzzer
N = No Flashing/Buzzer

⑤ Body Color
W =  O�-white
U =  Silver ※3

③ Mounting/Wiring
WJ = Direct Mount/Cable
LJ = Pole Mount with L-bracket/Cable
PJ = Pole Mount with Circular Bracket/Cable
QJ = Pole Mount with Folding Bracket/Cable ※2

Model

L R 4 - 5 0 2 W J B W - R Y G B C Z

⑥ Luminous Color
R =  Red
Y =  Amber
G = Green
B =  Blue
C  =  White

① ② ③ ④ ⑤ ⑥
① Tiers
1 = 1 tier
2 = 2 tiers
3 = 3 tiers
4 = 4 tiers
5 = 5 tiers

② Rated Voltage
01 = 12V DC
02 = 24V DC

④ Flashing/Buzzer
B = With Flashing/Buzzer
N = No Flashing/Buzzer

⑤ Body Color
W =  O�-white

③ Mounting/Wiring
WJ = Direct Mount/Cable
LJ = Pole Mount with L-bracket/Cable
PJ = Pole Mount with Circular Bracket/Cable

Model

L R 5 - 5 0 2 W J B W - R Y G B C Z

⑥ Luminous Color
R =  Red
Y =  Amber
G = Green
B =  Blue
C  =  White

① ② ③ ④ ⑤ ⑥
① Tiers
1 = 1 tier
2 = 2 tiers
3 = 3 tiers
4 = 4 tiers
5 = 5 tiers

② Rated Voltage
02 = 24V DC
M2 = 100 - 240V AC *1

④ Flashing/Buzzer
B = With Flashing/Buzzer
N = No Flashing/Buzzer

⑤ Body Color
W =  O�-white
U =  Silver ※3

③ Mounting/Wiring
WJ = Direct Mount/Cable
LJ = Pole Mount with L-bracket/Cable
PJ = Pole Mount with Circular Bracket/Cable
QJ = Pole Mount with Folding Bracket/Cable ※2

WC = Direct Mount/M12 Connector ※2

Model

L R 6 - 5 0 2 W J B W - R Y G B C Z

⑥ Luminous Color
R =  Red
Y =  Amber
G = Green
B =  Blue
C  =  White
M  = Multi Color

① ② ③ ④ ⑤ ⑥
① Tiers
1 = 1 tier
2 = 2 tiers
3 = 3 tiers
4 = 4 tiers
5 = 5 tiers

② Rated Voltage
02 = 24V DC

④ Flashing/Buzzer
B = With Flashing/Buzzer
N = No Flashing/Buzzer

⑤ Body Color
W =  O�-white

③ Mounting/Wiring
WJ = Direct Mount/Cable

Model

L R 7 - 5 0 2 W J B W - R Y G B C

⑥ Luminous Color
R =  Red
Y =  Amber
G = Green
B =  Blue
C  =  White

※1 For WJ, LJ and PJ type only    ※2  For 24V DC and Off-white type only    ※3  For 24V DC type WJ, LJ and PJ type only

※1 For WJ, LJ and PJ type only     ※2  For 24V DC and Off-white type only    ※3  For 24V DC type WJ, LJ and PJ type only

⑦

⑦

⑦

⑦ Globe Type
Blank =  Colored
Z    =  Clear

⑦ Globe Type
Blank =  Colored
Z    =  Clear

⑦ Globe Type
Blank =  Colored
Z    =  Clear

Model Number Configuration

WD Compatible
(pg. 13)
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