
 

 

 
Specification 

AQM 2 Safety Helmet 

 

 

COMPONENT MATERIAL FEATURES 

Shell HDPE 
Strong intermolecular forces and 

tensile strength 

Six Point Key Slot  HDPE Easy Snap-in, Comfort & secure 

Short Peak HDPE Facilitate Better Upper View 

Rim Groove N/A Hold & channel Rain Water 

Chin strap anchorage  N/A Fits all type of Chin Strap 

Six Point Harness (Inner Liner) LDPE Flexibility, Soft & Comfortable 

Sweat Band Black Sponge Soft & comfortable 

Chin Strap with Chin Cup Nylon & LDPE Secure & hold Helmet in Position 

Universal Slot N/A 

Facilitate the installation of Face 

shield, Earmuff and others 

accessories. 

Size N/A 53 to 64cm 

 

COLOR & HARNESS OPTIONS 

Color options White, Yellow, Red, Blue, Green, Grey, Orange 

Harness Options Plastic Slip Ratchet, Plastic Wheel Ratchet & Textile 

Strap with Wheel Ratchet 

 

SPECIAL FEATURES 

� Short Peak provided a better view for jobs above eye level. 

� Provide a variety of color for different workplace.  

� HDPE is heat resistant and resist many different solvents. 

� Harness facilitated the installation of eye shield.  

� Slotted for installation of accessories such as Face Shield and Earmuff 

 

Meet 

 

CE EN 397: 1995 & SS 98: 2005 standards 

 

NEITHER THIS NOR ANY STATEMENT MADE BY QUEBEE HEREIN IS A WARRANTY THAT THE PRODUCT IS FIT FOR A PARTICULAR PURPOSE 

AND QUEBEE SHALL NOT BE LIABLE TO ANYONE WITH RESPECT TO THIS INFORMATION. 

 
For more details, please contact: 

QUEBEE Safety Technologies (International) Pte Ltd 

TEL: +65 67452966  FAX: +65 68412966 


