ARICAS Geared Head Drilling & Milling Machine

GEM-400G
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Precision Geared Head Drilling Machine
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GEM-400GCT
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AR
Specifications GEM-400G GEM-400GCT
40mm Cast Iron 40mm Cast Iron
Max Drilling Capacity
32mm Steel 32mm Steel
Spindle Taper 3MT 3MT
Spindle nose to base 1100mm 620mm
Spindle nose to worktable 480mm 580mm
Diameter of column 110mm 115mm
Quill Diameter 75mm 75mm
Quill Travel 120mm 120mm
Swing 550mm 550mm
Head Tilting 90 deg (R/L) 90 deg (R/L)
Motor 1HP 1HP
Spindle Speeds (rpm}P 50, 100, 170, 370, 1250 |50, 100, 170, 370, 1250
Dimension of worktable surface 730 x 210mm 585 x 190mm
Overall height 1090mm 1880mm
T-Slot Size 16mm 14mm
G.W./N.W. 340/ 310kg 360/ 325kg
High Quality Precision Machine for drilling, tapping & milling
No. 3 Morse Taper Spindle
Single or Three Phase 1.5hp Motor
Geared Head Tilts 90° right & left
Forward and Reverse Operation
Accessories Include, Arbor, Draw Bar, Tool Box
SOURCE Tapping Machine SOU
Model W-3 Ww-4
§ : Mild Steel M 2-6 M 4-10
Tapping capacity
Non-Ferrous Metal M 2-8 M 4-14
Spindle Taper JT #2 JT #6
Numer of Speeds 2 3

Spindle Speed RPM 50 Hz 750/980 260/420/660
60 Hz 625/817 217/350/550
Spindle Stroke 35 mm 48 mm
Swing 230 mm 358 mm
Diameter of Column @59 mm @73 mm
Diameter of Working Table @ 250 mm @ 310 mm
Spindle of Table Distance 295 mm 490 mm
Spindle of Base Distance 460 mm 702 mm

Dimension of Base

390 x 245 mm 455 x 270 mm

with Power
Feed Fiture Motor Yahp x 1P Y2 hp x 1P
Overall Height 887 mm 1202 mm
-288 &1-328 Weight 46 kg 81 kg
Bench Type
Model 1-28 B 128 M 1-32 B 1-32 M
Drilling capacity @28 mm @28 mm @32 mm @32 mm
Quill movement 135 mm 135 mm 150 mm 150 mm
Tapping capacity (steel, cast iron) M 16 M 20 M 18 M 22
Morse taper MK MT 3 MK MT 3
Motor power (50 Hz) 0,65 0,9 kw 0,90 kW 1,20 kW
Motor power (60 Hz) 0,80 kW 1,1 kW 1,10 kW 1,50 kw

Spindle speed (50 Hz)

105-210-350-445-700-890-1450-2900

75-160-265-440-535-890-1490-3010

Spindle speed (60 Hz)

130-260-420-840-535-1070-1745-3480

90-190-320-640-530-1060-1790-3610

Feed speed (mm / inch per rev.)

0,10/0,004 -0,15/0,006 - 0,30/ 0,012

0,10 /0,004 - 0,15/ 0,006 - 0,22 / 0,009 - 0,30/ 0,012

Size of table 500 x 400 mm 500 x 400 mm 500 x 400 mm 500 x 400 mm
Net weight 130 kg 200 kg 235 kg 260 kg
Power feed (M)

When the set drill depth is reached, the spindle will automatically return to the starting point. The feed gear box is provided with an automatic overload protection device, which

intervenes when the drill pressure is too high. The feed can also be interrupted ma

Safety

nually.

The machine is supplied with a thermal switch, no-volt release and emergency stop.
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