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Product data sheet
Characteristics

S540052
Socket-outlet, Odace, 2P + E, 16A, French,
flush earth pin, screwless terminals, matt,
anthracite

Main
Range of product Odace
Product or component
type

Socket-outlet

Device presentation Mechanism with fixing frame
Socket number 1
Number of terminals per
pole

2

Condition of use Indoor

Complementary
Device mounting Flush
Outlet poles configuration 2P + E
Cover type Flush earth pin
Outlet standard French
Fixing mode By screws
Colour tint Anthracite (RAL 7021)
Surface finish Matt
Rated current 16 A
[Ue] rated operational voltage 250 V
Network type AC
Network frequency 50 Hz
Connections - terminals Screwless terminals
Height 71 mm
Width 71 mm
Depth 45 mm
Resistance to chemical agents Resistant to alcohol (70 %)

Resistant to alcohol (96 %)
Resistant to A-Lactic Acid
Resistant to diluted quaternary ammonium
Resistant to diluted bleach
Resistant to diluted ammonia
Resistant to soapy water
Resistant to crystal cleaner
Resistant to hydrogen peroxide 10 volumes
Resistant to hexane

Environment
IP degree of protection IP20

Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Height 4.000 cm
Package 1 Width 7.000 cm
Package 1 Length 7.000 cm

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page


2

Package 1 Weight 48.000 g
Unit Type of Package 2 BB1
Number of Units in Package 2 10
Package 2 Height 5.500 cm
Package 2 Width 17.500 cm
Package 2 Length 37.000 cm
Package 2 Weight 596.000 g
Unit Type of Package 3 S04
Number of Units in Package 3 120
Package 3 Height 30.000 cm
Package 3 Width 40.000 cm
Package 3 Length 60.000 cm
Package 3 Weight 8.020 kg

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant EU RoHS Declaration
Mercury free Yes
China RoHS Regulation China RoHS Declaration
RoHS exemption information Yes
Environmental Disclosure Product Environmental Profile
WEEE The product must be disposed on European Union markets following specific

waste collection and never end up in rubbish bins

https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2207015EN

