
Datasheet
RS Pro 1/2” Drive Hexagon Sockets

rspro.com

EN

RS 
CODE NO

L
mm

 d1
mm

 d2
mm

t
mm

gr

1923750 8 38 13.2 21.7 14 44 
1923751 10 38 15.0 21.7 14 45 
1923752 11 38 16.2 21.7 14 47 
1923753 12 38 17.6 21.7 14 47 
1923754 13 38 18.6 21.7 14 48 
1923755 14 38 20.2 21.7 15 49 
1923756 15 38 21.5 20.7 14 50 
1923757 16 38 22.7 21.7 15 55
1923758 17 38 23.7 21.8 14 60 
1923759 18 38 25.4 22.8 15 71 
1923760 19 38 25.7 22.8 17.7 62 
1923761 20 38 27.7 23.9 16.5 75 
1923762 21 38 27.7 24.8 16.9 80 
1923763 22 40 29.7 26.1 16.5 98 
1923764 24 42 31.7 27.8 19.0 114 
1923765 27 43 35.7 29.9 21.9 146 
1923766 30 46 39.7 33.8 24.0 201 
1923767 32 46 41.7 35.9 25.0 218 

Product features:

• DIN 3124, ISO 2725-1
• Standard hexagon sockets with 1/2’’ drive 
• Profi le enabling high transmission of force to nuts and bolts without
  damaging the heads.
• Hexagon profi le
• Knurled body
• Not suitable for use with airtools
• Chrome Vanadium steel
• Mirror chrome fi nish


