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RS PRO Stainless Steel Single Non 
Return Valve 

RS Stock No.: 720-9273, 720-927, 720-9282 

RS PRO Professionally Approved Products bring to you professional 
quality parts across all product categories. Our product range has 
been tested by engineers and provides a comparable quality to the 
leading brands without paying a premium price. 

• Low pressure drop.

• Simple and compact
design.

• Stainless steel body
material

• Thread size of 3/4 in
BSP (British
Standard Pipe)

• Maximum working
pressure of 25 bar

• Single type

Features 
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The RS PRO all stainless-steel disc check valve has a compact design and 
was specially designed for use with steam and hot condensate.  
Connections are female screwed 

Options Soft sealing: EPDM (E), NBR (N), VITON (V), PTFE (T). 
Use Inconel springs 

Saturated  steam, water and other gases (Group 2) compatible 
with the construction. 

Available models 
Sizes DN 3/8” to DN 2” 
Connections Female screwed ISO 7/1 Rp (BS21) 
Installation Horizontal or vertical installation See IMI, installation and 

maintenance instructions. 
Rating PN 25 
Notes RS 720-9279 is the standard version with metal-to-metal 

sealing, without soft seats. 
The max. operating temperature is therefore 220°C. 

PMA – Max. Allowable pressure 32 bar 
TMA – Max. Allowable temperature 250 ºC 
PMO – Max. Operating pressure 21 bar 
TMO –Max. Operating temperature 220 ºC 

General Specifications 

Product Description 
ATTRIBUTE 1

Operating Environment Specifications 
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