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    Most Economical Tube/Label Printer

 

Specifications and design of the products are subject to change without advance notice for products improvement

 

 

                  by manually guiding

           Print up to Ø10mm tubing size

 

 

DRK 1800

DRK Tube/Label Printer

 

 



High-speed marking Cutting Depth Adjustment

DRK 1800 provides you with marking speed at Selectable automatic half-cutting, no cutting or

35pcs per minute. ( 20mm per piece ) lines printing, cutting depth can be adjust

  

Maximum printing size Various Types of font styles

Simhei, Arial, Arialbd, Calibri, Calibribd

TUBE Supperscript, Subscript, Frame, Underline

TAPE Horizontal and Vertical Printing

 

Built-in Large Memory Storage Marking Materials

Maximum 1,200,000 characters

Ø2 mm to Ø6 mm Heat-shrinkable tube and

PVC tubes are applicable. DRK 1800 tapes

of 6mm, 9mm and 12mm width are available.

SPECIFICATIONS Consumables

ITEMS CONTENTS

Name DRK 1800 TUBE/LABEL PRINTER

Dimensions LxWxH : 320mm x 276mm x 100mm

Weight 3.0kg

Printing method Thermal transfer method (300dpi)

Display LCD White Backlight, 2 Line editing able

Printing speed 35 piece /min ( half cut, 20mm/piece )

Max. Printing size Tube : Ø6.0mm, Tape : 12mm width

Max. characters to input 100 File / 200 segments ( 1. 2m Characters )

Character size Tube : 1-5, Label : 1-7

Repeat 1 to 200 times

Usable tube Ø2 mm - Ø6 mm (PVC & Heat Shrink Tube)

Usable tape Width 6, 9, 12mm (DRK 1800 Label Tape)

Tube cutting method Auto half-cut, End full cut

Operating environment 15 to 35℃

  

Distributor :

100

Power supply

New Model Enhancement 

DRK 1800

Ø2 mm - Ø6 mm

DC 12V 3A (both connection wire & adapter 

had passed through 3C certification)

DRK Manufacturer

6, 9, 12mm width

DRK 1800

Rows per file 200

Maximum files


