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Datasheet 

RS Pro Panel Filter, Glass Fibre Media, G3 Grade, 495 x 
622 x 20mm 
RS Stock No: 730-2909 

                       

 

 

 

RS Pro panel filter measures 495 x 622 x 20 mm. This G3 grade filter in green colour, has glass fibre media for an 
efficient filtration. This disposable filter offers a basic level of filtration or pre-filtration suitable for HEVAC 
applications. The media is made by bonding a pad of glass fibre media into a water repellent AquaKote board 
frame, which has superior dry and wet tear resistance. The glass fibre has a graduated density for even dirt loading 
which provides greater dust holding and longer filter life. 
  

Features and Benefits 
•   Eurovent approved 
•   Basic filtration level 
•   AquaKote case 
•   Glass fibre media 
•   G3 grade 
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Specifications: 

Actual Depth 20 mm 

Actual Dimensions 495 x 622 x 20 mm 

Actual Height 495 mm 

Actual Width 622 mm 

Case Material AquaKote 

Colour Green 

Filter Grade G3 

Filter Type Panel 

Final Pressure Drop 150 Pa 

Initial Pressure Drop 18 Pa 

Maximum Air Flow 1689 m³/h 

Media Material Glass Fibre 

Nominal Depth 1 in 

Nominal Dimensions (Height x Width) 20 x 25 in 

Nominal Dimensions 20 x 25 x 1 in 

Nominal Height 20 in 

Nominal Width 25 in 

  
 

 


