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RS, Professionally Approved Products, gives  you professional quality parts  across all products categories. Our range  has been  testified by      
engineers as giving  comparable quality to that of the leading brands without paying a premium price. 

Datasheet 

RS Pro White Hook and Loop, 50mm x 100mm 

RS Stock No: 890-4219 
                       

 

 

 

RS Pro hook and loop strip in white colour, is backed with high performance acrylic adhesive for high strength 
bonding. The strip measures 50 x 100 mm. This self adhesive strip is ideal for use with PVC, flexible vinyl and 
permanent bond applications. The AC1 adhesive system provides high adhesion, excellent tack and shear strength 
together with excellent moisture and weather resistance. Additionally, it offers very good adhesion to cold, damp 
surfaces as well as low surface energy products such as PVC and polyethylene. The all round high performance of 
this AC1 adhesive makes this product highly beneficial in many applications and offers an incomparable alternative 
when faced with extreme conditions. 
  

Features and Benefits 
•   Backed with an high performance acrylic adhesive 
•   Ideal for use with PVC, flexible vinyl and permanent bond applications 
•   Measures 50 x 100 mm 
 
 
 
 
 
 
 
 
 

 

Product Details 
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Specifications: 
Colour White 

Format Strip 

Hook Type Hook & Loop 

Length 100 mm 

Width 50 mm 

  
 

 



AC1 Premium Acrylic Adhesive System 

  
  

  
The AC1 adhesive system provides high adhesion, excellent tack and 
shear strength together with excellent moisture and weather 
resistance. Additionally it offers very good adhesion to cold, damp 
surfaces as well as low surface energy products such as PVC' and 
polyethylene's. 
  
The all round high performance of this AC1 adhesive makes this 
product highly beneficial in many applications and offers an 
incomparable alternative when faced with extreme conditions. 
  
  
  
  

Adhesive Polyacrylic modified, permanent (solvent free)  

Adhesive thickness 0.24mm  

Adhesive weight 230g/m²  

Carrier PES/PVA Diagonal Scrim  

Liner Glassine Paper yellow 90g/m² double sided siliconised  

Peel adhesion 34N/25mm  

Dynamic shear resistance 0.15N/mm²  

Tack 23N/25mm  

Service temperature resistance. -40c  to  100c 
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