
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

ABS Plastic Instrument Enclosures 
 

Key Features 
 

   Designed to house P.C. boards - for instrument use. 

   Moulded in light grey or translucent black general purpose ABS plastic with a light texture (front 

& rear panels are smooth). Material carries a UL flammability rating of UL94 HB. 

 Two-part clam shell construction. Bottom half includes moulded in standoffs for easy P.C. board 

installation. Larger enclosures also include P.C. board standoffs on the top half (see photo tables for details). 

Four short M3 screws included 

   Front & rear panels are interchangeable and easily removable for modifications. 

   Tongue and groove construction provides protection against dust & water. Designed to meet 

IP43. 

   Includes two (or four) assembly screws (depending on size). 
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       Part Number 

            Beige 

Part Number 

Translucent Black                 
         

         Length 
 

       Width 
Enclosure 

Depth 

 (Assembled) 
1981383 1981384 105 80 25 

1981380 1981381 105 80 33 

1981378 1981379 105 80 40 

1981387  130 100 30 

1981386  130 100 50 

1981385  130 100 70 

1981390  190 140 30 

1981389  190 140 50 

1981388  190 140 70 

1981393  250 180 50 

1981392  250 180 75 

1981391  250 180 100 

* Dimensions in MM 
 


