
 

  

 

  

 

  

  

  

 

  

 

 

 

Datasheet 

RS Pro Pneumatic Pressure Switch 18D 
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Specifications 

Medium: For neutral, gaseous and liquid fluids, non-combustible Operation: 

Diaphragm 

Port Size: G1/4, Flange 

Operating Pressure Range: -1 to 30bar 

Approvals: TUV (technical inspection agency) approval: EX 8 03 01 11122 007 

Zone 2 Category: Ex II 3 G Eex NA/C IIC T6 

Zone 22 Category: EX II 3 D IP 65 T 80°C 

Temperature: Fluid: 0* to +80°C(FKM); Ambient: 0* to +80°C(FKM) 

Operating Viscosity: Up to 1000 mm2/s 

Repeatability: +3%, for vacuum +4% of final value (depending on regulating 

pressure) 

Switching Element: Microsoft with gold plated contacts 

Degree of Protection: IP65 for DIN EN 175301-803, IP67 (M12x1) 

Mounting Position: Optional  

Electrical Connection: Acc. to DIN EN 175301-803, form A; Acc. to IEC 947-5-2 

(M12x1) 

 

Materials:  

Housing: Aluminium 

Sealing: Viton/Brass 

O-Ring: NBR 

RS Pro: 136-6275, 136-6276, 136-6277 
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