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TSH Load cell, 200kg-~5t

Features:

® Stainless stegl

® Profection class IP68 as laser welding
sealed '

® High accuracy ,

® txcellent durability

200,300,500,1000,2000,

Rated capacity kg N 3000’5000_ =
Rated oufput mVAY ~ 2$0002
Non repeatbility %R.C. <0.010

Hysteresis %R.C. <0.017

Non linearity %R.C. <0.017

Creep(30min) %R.C. <0.017 )
Zero balance %R.C. <1

Temp. Compensated range C -10~+40

Operating temp. Range C -40~+65

Temp. coefficient on output %R.C./°C <0.002

Temp. coefficient on zero balance %R.C/°C <0.002

Input resistance Q 386+5H

Output resistance Q 350+ 1

Insulation resistance MQ > 5000(50V DC)
Recommended voltage V(DC/AC) 5~16 B
‘Max. excit. voltage V(DC/AC) 20

Safe overload %R.C. 150

Ultimated overload %R.C. 300

Protection class IP68

Cable length m 5

1) The cable color code of TSH load cell please refer to our data sheet SB...

Prices and 8pecifications subjsct fa ¢hangs witiout iolice



Stamp


TSH 200,300,500,1000,2000,3000,5000kg

Capacity(kg) L(mm) H(mm) W{mm) T(mm)
200,300 62 80 30 M10x1
500 62 80 30 MI2x1
1000 70 90 30 M12x1
2000- 70 90 45 M16x1.5
3000 80 100 50 M18x1.5
5000 92 130 58 M20x2

For the coupling of TSH please refer to the coupling of TSC/TSB

Prices and spaciiications subject 1o ¢changs withdul natice,
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Stamp


