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Mitutoyo operates a policy of continuous improvement that aims to provide the customer with the benefit of the latest technological advances.
Therefore the company reserves the right to change any or all aspects of any product specification without notice.

Thickness Gages
SERIES 184

•	Metric thickness gages are available with 
tapered leaves.

•	Each leaf is marked with its thickness.
•	Each leaf is detachable if necessary.

SPECIFICATIONS
Metric

Order No. Range Composition of leaves Remarks
184-313S

0.05 - 1mm
28 leaves: 0.05 - 0.15mm by 0.01mm, 0.2 - 1mm by 0.05mm —

184-303S 28 leaves: 0.05 - 0.15mm by 0.01mm, 0.2 - 1mm by 0.05mm Long leaf
184-304S 0.05 - 1mm 20 leaves: 0.05 - 1mm by 0.05mm Long leaf
184-305S

0.05 - 1mm
13 leaves: 0.05 - 0.3mm by 0.05mm, 0.4 - 1mm by 0.1mm —

184-301S 13 leaves: 0.05 - 0.3mm by 0.05mm, 0.4 - 1mm by 0.1mm Long leaf
184-306S

0.05 - 0.8mm
10 leaves: 0.05 - 0.2mm by 0.05mm, 0.3 - 0.8mm by 0.1mm —

184-308S 10 leaves: 0.05 - 0.2mm by 0.05mm, 0.3 - 0.8mm by 0.1mm Long leaf
184-307S

0.03 - 0.5mm
13 leaves: 0.03 - 0.1mm by 0.01mm, 0.2 - 0.5mm by 0.1mm, 0.15mm —

184-302S 13 leaves: 0.03 - 0.1mm by 0.01mm, 0.2 - 0.5mm by 0.1mm, 0.15mm Long leaf

184-304S


