WESTLAKE BENCH
DRILLING MACHINE

s MIMEBEARIUTWMERRE,
o HUAREHME M. FRIN/Do
s NIMEEBEAREIHRIPER, RIPLEHRR,

CHARACTERS:

e |t uses machinery friction clutch make the spindle
positive and negative rotation.

e | ittle impact and libration.

e Machinery friction clutch was equipped with over
loading protection mechanism. It can protect tap.

FHh%E5E Spindle speeds range

T {E& ™R~ Dimension of worktable surface
25 Overall height

E 5141 Motor

EH/EHE G.W./N.W.

1% R~f Ship measurement

SWJ-6/SWJ-12

Lok SWJI-6/SWJ-12
&AWL HZ (5459 14) Max.tapping capacity(Cast iron/Steel) M6/M5,M12/M8
FHhrhi & = TR T EEE Distance spindle axis to column surface 127mm
FHiHE TEA SR KEESE Max.distance spindle nose to worktable 261/250mm
TEERATFEITIE Worktable travel 40/45mm
F 44 Spindle taper B12/B16

iF: 480,850rpm/260-750rpm
R : 580,1050rpm/320-930rpm

196 x 196mm/230 x 230mm
815/825mm

370W

63/43kg,72/48kg
61x44x93cm

TAPPING MACHINE

SWJ-6A/SWJ-12A

SWJ-6B/SWJ-10

SWJ-6B/SWJ-10 SWJ-6A/SWJ-12A
M8/M6,M12/M10 M6/M5,M12/M8
140mm 60mm

IE: 480,850rpm/260-750rpm
300/265mm £ “580,1050rpm/320-930rpm

50mm 231/220mm
B12/B16 386/382mm
- 430-1750rpm/340-1100rpm 127mm
200x200mm B12/B16
767mm 40/45mm
370/550W
73/60kg ®230mm/®245mm
60 x40 x 72cm 166x166mm/180mmx200mm
815/825mm
370W

63/43kg,72/48kg
61x 44 x93cm
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