
d1 d2 A b1

[mm2] [N] [g]

● ● 8 20 20 JS M-C-01-TR8X1.5

Tr10x2 ● ● 10 20 20 JS M-C-01-TR10X2

Tr10x3 ● ● 10 20 20 JS M-C-01-TR10X3

Tr12x3 ● ● 12 24 25 JS M-C-01-TR12X3

Tr14x3 ● ● 14 24 25 JS M-C-01-TR14X3

Tr14x4 ● ● 14 24 25 JS M-C-01-TR14X4

Tr16x2 ● ● 16 28 25 JS M-C-01-TR16X2

Tr16x4 ● ● 16 28 25 JS M-C-01-TR16X4

Tr18x4 ● ● 18 28 25 JS M-C-01-TR18X4

Tr10x4P2 ● – 325 1.106 JSRM-C-01-TR10X4P2

Tr12x6P3 ● – 396 1.346 JSRM-C-01-TR12X6P3

Tr16x8P4 ● – 528 1.794 JSRM-C-01-TR16X8P4

Tr18x8P4 ● – 804 2.734 JSRM-C-01-TR18X8P4

J  S  M - C- 01-TR10X12

1186 1187

drylin® TR | Lead screw nuts | Product range
drylin® 

trapezoidal 

thread

drylin® 

trapezoidal 

thread

Online tools and more information  www.igus.eu/drylinTR  3D-CAD files, prices and delivery time online  www.igus.eu/drylinTR

Injection-moulded lead screw nuts, cylindrical (Form S)
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Options:

Hand of rotation

 R: Right

 L: Left

Technical data Dimensions [mm]

Thread Hand of rotation E ective  

supporting surface

Max. static Weight Part No.

Right Left axial F

Single start

Tr8x1.5 228 500  43) 19 7.86

283 1,131 19 7.02

267 1,068 19 7.02

412 1,649 22.6 12.64

491 1,963 22.6 11.12

471 1,885 22.6 11.12

589 2,356 25.5 15.45

550 2,199 25.5 15.45

628 2,362 25.5 13.46

Multi start

10 20 19 20 7.02

12 24 22.6 25 12.64

16 28 25.5 25 15.45

18 28 25.5 25 13.46

 43) Reduced load due to nut geometry

Image exemplary 


