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« All nylon one-piece construction-up to 250Ibs(114kgs)min.
loop tensile strength
» Operating temperature : -40°C to 85°C(-40°F to 185°F)
« Specification : UL approved,UV,Heat Resistant,Color are
available
» Material : Nylon 6/6
« Colour : Black & white

Part No. Approx. Approx. Max. Min. Loop
Length Width Bundle Dia Tensile Strength

1000 pcs/bag 100 pcs/bag mm(inch) mm(inch) mm(inch) kg(lbs)
CT-100M CT-100MC 100(4) 2.5(0.1) 18(.71) 8.1(18)
CT-160M CT-160MC 160(6.3) 2.5(0.1) 40(1.57) 8.1(18)
CT-1401 CT-140IC 140(5.51) 3.6(0.14) 33(1.30) 18.2(40)
CT-2001 CT-200IC 200(7.87) 3.6(0.14) 50(1.97) 18.2(40)
CT-200STC 200(7.87) 4.8(0.19) 50(1.97) 22.2(50)

CT-250STC 250(9.84) 4.8(0.19) 60(2.36) 22.2(50)

CT-300STC 300(11.81) 4.8(0.19) 76(2.99) 22.2(50)

CT-370STC 370(14.57) 4.8(0.19) 102(4.02) 22.2(50)

CT-430STC 430(16.93) 4.8(0.19) 110(4.33) 22.2(50)

CT-300HD 300(11.81) 7.6(0.30) 76(2.99) 54.4(120)

CT-370HD 368(14.49) 7.6(0.30) 102(4.02) 54.4(120)

CT-430HD 430(16.93) 8.0(0.35) 110(4.33) 79.4(175)

| MARKER TIES

GTK-110M GTK-110MC 110(4.33)

GTK-210M GTK-210MC 210(8.27)
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GTK-100M | GTK-100MC 100(3.94) 18(.71)
2.5(.10) 8.1(18)
GTK-200M | GTK-200MC 200(7.87) 50(1.97)
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“100M 25x 8 (mm)
*200M 28 x 12 (mm)
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