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Applications
•  The settings on metal detectable machines need to be adjusted and monitored for wet or dry products or environments,  

ferrous and non ferrous metals, type of food/products, packaging materials, speed and orientation of scanned product.
•  Metal Detectable Material complies with the compositional requirements of US FDA regulations for Direct Food Contact;  

21 CFR 177.1500 and 21 CFR 184.1375
•  Metal Detectable Mounting Bases with Adhesive; Adhesive Applications polyethylene foam tape products meet the  

requirements FDA CFR 21 Part 175 - Indirect Food Additives: Adhesives and Components of Coatings Sub part B 
175.125.

• Not Detected by X-Ray.
•  Designed for Automation Equipment, Manufacturing & Maintenance Repair Operations, Food, Beverage, Pharmaceutical, 

and Cosmetic Industries

Features
• Prevent possible contamination resulting in costly recalls and liabilities
• Metal content blended throughout cable ties and mounts
• 2 to 3 times stronger signal strength compared to competition
• US FDA food contact material compliance*
• Detected by metal detectors

Specifications Table

Part Number Colour Length  
(Inch/mm)

Width  
(Inch/mm)

Thickness 
(Inch/mm) Tie Tensile Diameter  

(Inch/mm)
MP003107

Teal

4.12/104.77 0.095/2.413 0.042/1.066 18 lb. 0.874/22.199
MP003108 7.56/192.07 0.180/4.572 0.052/1.32 50 lb. 1.875/47.625
MP003109 8.875/225.42 0.140/3.556 0.049/1.244 40 lb. 2.375/60.325
MP003110 11.25/285.75 0.180/4.572 0.052/1.32 50 lb. 3.062/77.775
MP003111 14.35/364.49 0.180/4.572 0.052/1.32 50 lb. 4/101.6
MP003112 14.82/376.63 0.3/7.62 0.076/1.930 120 lb. 4.06/103.18
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Important Notice : This data sheet and its contents (the “Information”) belong to the members of the AVNET group of companies (the “Group”) or are licensed to it. No licence is granted for 
the use of it other than for information purposes in connection with the products to which it relates. No licence of any intellectual property rights is granted. The Information is subject to change 
without notice and replaces all data sheets previously supplied. The Information supplied is believed to be accurate but the Group assumes no responsibility for its accuracy or completeness, 
any error in or omission from it or for any use made of it. Users of this data sheet should check for themselves the Information and the suitability of the products for their purpose and not make 
any assumptions based on information included or omitted. Liability for loss or damage resulting from any reliance on the Information or use of it (including liability resulting from negligence or 
where the Group was aware of the possibility of such loss or damage arising) is excluded. This will not operate to limit or restrict the Group’s liability for death or personal injury resulting from its 
negligence. Multicomp Pro is the registered trademark of Premier Farnell Limited 2019.

Part Number Colour Tape Adhesive Length  
(Inch/mm)

Thickness 
(Inch/mm)

Slot Width 
(Inch/mm) Screw Size

MP003113

Teal

Rubber Base
0.74/18.79 0.19/4.82

0.20/5.08

4
MP003114 No Tape 4
MP003115 Rubber Base

0.99/25.14 0.20/5.08
6

MP003116 No Tape 6

Part Number Colour Length  
(Inch/mm)

Height  
(Inch/mm)

Width  
(Inch/mm)

Slot Width 
(Inch/mm) Screw Size

MP003117

Teal
0.6/15.24 0.27/6.85 0.38/9.65 0.20/5.08

4
MP003118 6
MP003119 8
MP003120

0.9/22.86 0.38/9.65 0.63/16 0.35/8.89
1/4

MP003121 10

Mounting Bases

Screw Mounts
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