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1. APPLICATION :

The cable are used as electrical connecte line or wiring in power installation ,household appliances ,electrically operated tools ,construction lighting and 

machines inner rated voltage A.C 450/750v or Bellow .

2 PRODUCT  DESCRIPTION :

TYPE : H07RN-F 

5 Cord :Yellow/green, Blue, Brown, Black & Gray

PRODUCTS  STRUCTURE  DRAWING :

Rate Voltage : 450/750v

 Rated Temperature: 60 ℃

Conductor Material : Bare standaed copper 

Insulation Material : EPR

Jacket  Material : CPE

Executive standard : VDE0282

 Color of jacket : Black -White-Gray

Color of core 

2 Cord : Blue and Brown

3 Cord :Yellow/green, Blue & Brown

4 Cord :Yellow/green, Brown, Black and Gray

Products Size

Copper         

Tolerance             

±0.01

Thickness of 

Insulation 

(mm)

Thickness 

of Jacket    

(mm)

OD(mm)        
Color of 

Jacket
Color of Insulation

H05RN-F 2x0.75 23/0.199 0.6 0.8 6.5±0.5 black brown blue

H05RN-F 2x1 30/0.199 0.6 0.9 6.9±0.5 black brown blue

H05RN-F 3x0.75 23/0.199 0.6 0.9 7.1±0.5 black yellow/green blue brown

H05RN-F 3x1.0 30/0.199 0.6 0.9 7.4±0.5 black yellow/green blue brown
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H07RN-F 1*1.5 30/0.24 0.8 1.4 6.1±0.5 black white

H07RN-F 1*2.5 49/0.24 0.9 1.4 6.8±0.5 black white

H07RN-F 1*4 56/0.286 1 1.5 7.7±0.5 black white

H07RN-F 1*6 84/0.286 1 1.6 8.5±0.5 black white

H07RN-F 1*10 73/0.4 1.2 1.8 10.4±0.5 black white

H07RN-F 1*16 116/0.4 1.2 1.9 11.7±0.6 black white

H07RN-F 1*25 177/0.4 1.4 2 13.8±0.7 black white

H07RN-F 1*35 252/0.4 1.4 2.2 15.3±0.8 black white

H07RN-F 2*1.5 30/0.24 0.8 1.5 9.5±0.5 black brown blue

H07RN-F 2*2.5 49/0.24 0.9 1.7 11.3±0.6 black brown blue

H07RN-F 2*4 56/0.286 1 1.8 12.9±0.6 black brown blue

H07RN-F 2*6 84/0.286 1 2 14.6±0.7 black brown blue

H07RN-F 2*10 73/0.4 1.2 3.1 20.3±1 black brown blue

H07RN-F 2*16 116/0.4 1.2 3.3 22.7±1.1 black brown blue

H07RN-F 2*25 177/0.4 1.4 3.6 27.1±1.4 black brown blue

H07RN-F 2*35 252/0.4 1.4 3.9 30±1.5 black brown blue

H07RN-F 3*1.5 30/0.24 0.8 1.6 10.3±0.5 black yellow/green blue brown

H07RN-F 3*2.5 49/0.24 0.9 1.8 12.1±0.6 black yellow/green blue brown

H07RN-F 3*4 56/0.286 1 1.9 14±0.7 black yellow/green blue brown

H07RN-F 3*6 84/0.286 1 2.1 15.6±0.8 black yellow/green blue brown

H07RN-F 3*10 73/0.4 1.2 3.3 21.8±1.1 black yellow/green blue brown

H07RN-F 3*16 116/0.4 1.2 3.5 24.3±1.2 black yellow/green blue brown

H07RN-F 3*25 177/0.4 1.4 3.8 29±1.5 black yellow/green blue brown

H07RN-F 3*35 252/0.4 1.4 4.1 32±1.6 black yellow/green blue brown

H07RN-F 4*1.5 30/0.24 0.8 1.7 11.2±0.6 black yellow/green brown black grey

H07RN-F 4*2.5 49/0.24 0.9 1.9 13.1±0.7 black yellow/green brown black grey

H07RN-F 4*4 56/0.286 1 2 15.2±0.8 black yellow/green brown black grey

H07RN-F 4*6 84/0.286 1 2.3 17.1±0.9 black yellow/green brown black grey

H07RN-F 4*10 73/0.4 1.2 3.4 23.7±1.2 black yellow/green brown black grey

H07RN-F 4*16 116/0.4 1.2 3.6 26.5±1.3 black yellow/green brown black grey

H07RN-F 4*25 177/0.4 1.4 4.1 32.1±1.6 black yellow/green brown black grey

H07RN-F 4*35 252/0.4 1.4 4.4 35.4±1.8 black yellow/green brown black grey

H07RN-F 5*1.5 30/0.24 0.8 1.8 12.3±0.6 black yellow/green blue brown black grey

H07RN-F 5*2.5 49/0.24 0.9 2 14.4±0.7 black yellow/green blue brown black grey

H07RN-F 5*4 56/0.286 1 2.2 16.9±0.8 black yellow/green blue brown black grey

H07RN-F 5*6 84/0.286 1 2.5 19±1 black yellow/green blue brown black grey

H07RN-F 5*10 73/0.4 1.2 3.6 26.1±1.3 black yellow/green blue brown black grey

H07RN-F 5*16 116/0.4 1.2 3.9 29.3±1.5 black yellow/green blue brown black grey

H07RN-F 5*25 177/0.4 1.4 4.4 35.5±1.8 black yellow/green blue brown black grey

H07RN-F 5*35 252/0.4 1.4 4.7 39.1±2 black yellow/green blue brown black grey


