
 

  

 

  

 

  

  

  

 

  

 

 

 

 

Datasheet 

 

RS Pro USB 3.0 3-port Hub With Gigabit 
Stock No: 141-1992 

ENGLISH 

Product Details 

Features 

USB 3.0 3-Port hub with Gigabit Ethernet adapter is compliant with 

USB2.0 specification. It is two applications in the product. With USB 

interface, you can access USB 3.0 Hub and Giga Ethernet at the same 

time. Stylish design and slim type make it easy to carry 

• USB 3.0 Giga Lan with 3 ports USB 3.0 HUB 

• Small design make users easy hand carry. 

• Support wake-on-LAN function 

• Support Green Ethernet 

• Support IEEE 802.3az(Energy Efficient Ethernet) 

• Support IPV4/IPV6 pack Checksum Offload Engine(COE) to reduce CPU 

loading 

• It works with Window® XP, Windows® Vista, Windows® 7, Windows® 8, 

Windows® 8.1, Mac OS® 

• Bus-power 
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• PC with USB port. 

• Laptop with USB port. 

• One of the following operation systems: Windows® XP, Windows® Vista, 

Windows® 7, Windows® 8, Windows® 8.1 & Mac OS® 

System Requirements 

Package Contents 

Specifications 

• USB 3.0 3-port Hub with Gigabit Ethernet Adapter x1 

• CD (Driver & User’s Manual) x1 

• Quick Installation Guide x1 

USB Upstream port x 1 (USB Type A plug) 

Downstream port x 3 (USB Type A receptacles) 

Compliance: USB3.0 

LAN RJ-45 x 1 (Ethernet 10/100/1000M Gigabit) 

Complies with the Full-duplex with flow control and Half-duplex with backpressure 

operation 

LED Green and Yellow LED for Ethernet Connection indication 

Housing Size (L x W x H) : 91 x 40.5 x 16 mm approx. 

Material : plastic 

Weight : 50.8g approx. 

Power Mode Bus-powered : 3.3V/500mA 

Working 

Environment 

Operation temperature : 0 ~ 40ºC 

Storage temperature : -20 ~ 70ºC 

Certification : FCC, CE 
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