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Component Material Features 

Lens Polycarbonate (PC) - 

Front Frame 
Nylon (Shiny Black) 

PC (Brown Translucent) 
Wraparound design 

Temple 
Nylon (Shiny Black) 

PC (Brown Translucent) 
Anti-slip skull-grip 

Temple Tip Thermo-plastic rubber (TPR) Dual density injected 

Screw Stainless steel - 

Nose Pads TPR Soft and universal-fit 

 
 
 

PDS International Pte Ltd 10 Pandan Crescent #05-03/04 (LL2) Singapore 128466 

Tel: +65 6776 6200 Fax: +65 6776 6882 Email: pds@safety.com.sg Website: safety.com.sg 

The WORKSafe® Raider has opaque integrated side shields to block out glare and maximise protection. 

Lightweight Nylon frame available for Shiny Black frames. 

• Wraparound frame maximises  

  peripheral vision and protection 

• Dual density injected anti-slip skull- 

  grip temples 

• Soft rubber universal-fit nose pads 

• Complies with ANSI/ISEA Z87.1- 

  2010 and SS473:2011 standards 

Weight:   27g 

Lens Thickness:  2.2mm 

Lens Base Curve:  7.5 

Frame Height:  40mm 

 

Hinge-hinge (Inner Width): 135mm 

Temple Length (Lens-Tip):  165mm 

Bridge Width:   11mm 

Complies With:   ANSI Z87.1 
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