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GINKGO ELECTRIC RA-111

Performance Summary

Light Output: Upto 1000lm

C.C.T: 2700~4000K

Beaming Angle: 25D, 30D, 45D

Input Power: 16W

Installation: Bypassing of electronic transformer 

                   is  not  required for G53 version

Performance Specification
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Product Name

Drawing

Structure Drawing

25°   30°      45°

2700~4000K

82

35000Hours

120V: 100~120VAC,  230V: 220~240VAC, 12VAC

16W

Triac: Dimming to 10%

                                                                                  Aluminum                                                                                 

-10 ~40

CE    RoHS 

3Years

2700K

3000K

4000K

RA111-Gu10                                  RA111-E27                              RA111-G53

900lm

950lm

1000lm

750lm

830lm

890lm

900lm

950lm
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300g 

111*65mm        

Gu10                                       E27                                            G53

111mm 111mm

111*107mm        111*62mm        

Luminaries Photometric

Height           Beam Center          Beam

Foot Candles       Diameter

Height           Beam Center          Beam

Foot Candles       Diameter

Height           Beam Center          Beam

Foot Candles       Diameter

Beaming Angle: 25D Beaming Angle: 30D Beaming Angle: 45D
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3m

4m

5m

3.3ft

6.6ft

9.8ft

13.1ft

16.4ft

388.4fc

97.1fc

43.2fc

24.3fc

15.5fc

1.2ft

2.4ft

3.7ft

4.9ft

6.1ft

4181lx

1045lx

464.5lx

261.3lx

167.2lx

37.1cm

74.2cm

111.3cm

148.4cm

185.6cm

1m

2m

3m

4m

5m

3.3ft

6.6ft

9.8ft

13.1ft

16.4ft

223.9fc

75.1fc

24.5fc

14.0fc

12.1fc

1.5ft

2.4ft

4.5ft

6.0ft

6.1ft

2410lx

602.5lx

267.8lx

150.6lx

96.4lx

45.2cm

90.4cm

135.6cm

180.8cm

226cm

1m

2m

3m

4m

5m

3.3ft

6.6ft

9.8ft

13.1ft

16.4ft

56.9fc

14.2fc

56.3fc

3.6fc

2.3fc

2.4ft

4.8ft

7.1ft

9.5ft

11.9ft

1468lx

371lx

165lx

93lx

59lx

72.4cm

144.8cm

217.1cm

289.5cm

361.9cm

Light Output: 831lmLight Output: 849lmLight Output: 892lm
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