
  

 
  

  

 Datasheet  

RS PRO Rotary Switches   

Stock number: 175-8XXX (Details as follows)  

  EN  

  

 
The picture above is for reference only.  

  

Specifications:  
  

ELECTRICAL RATING : 0.5A 24V DC ; 0.2A 48V DC  
  

CONTACT RESISTANCE : 100mΩ Max.  
  

INSULATION RESISTANCE : 100MΩ min. 500V DC  
  

DIELECTRIC STRENGTH : 500V AC for 1 minute  
  

OPERATING FORCE : 350 ± 150 g  
  

OPERATING LIFE : 10,000 cycles  
  

OPERATING TEMPERATURE RANGE : - 20°C ~ 70°C  
  

  

 



WAVE SOLDERING:    

 Recommended Soldering Temperature: 260 ± 5°C  

※Ambient temperature of the soldered Surface of PC board.120°C Max. 

Duration of Solder Immersion: Max 5 sec.(PCB is 1.6mm in thickness)  

  

  

rspro.com  

RS Part no.  
  

RS Pro MPN  
Packs of 

1  

Packs of 

20  

RT2-N0C1-0P1A  1758818  1758153  

RT2-N0C2-0P1A  1758804  1758152  

RT2-N0C3-0P1A  1758787  1758151  

RT2-N0C4-0P1A  1758668  1758150  

RT2-N0C5-0P1A  1758638  1758149  

RT2-N0C6-0P1A  1758866  1758148  

RT2-N0C7-0P1A  1758858  1758147  

RT2-N0C8-0P1A  1758811  1758210  

RT2-N002-0P1A  1758662  1758160  

RT2-N003-0P1A  1758849  1758146  

RT2-N004-0P1A  1758864  1758158  

RT2-N005-0P1A  1758672  1758170  

RT2-N006-0P1A  1758848  1758156  

RT2-N007-0P1A  1758836  1758155  

RT2-N008-0P1A  1758829  1758154  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

 

 



Specifications:  

 



 



 



 

N0C1~N0C8   



 

N001~N008   


