
S
P

E
C

IF
IC

A
T

IO
N

M
E

C
H

A
N

IC
A

L

M
A

T
E

R
IA

L
S

-O
peration F

orce: 260 ± 50gf

-C
O

V
E

R
: N

ickel S
ilver

-S
top S

trength: M
ax. 3kgf vertical static

-C
O

N
T

A
C

T
 D

IS
C

: S
tainless steel w

ith silver cladding.

                     load continuously for 15 seconds

-T
E

R
M

IN
A

L: B
rass w

ith silver plated.

-S
troke: 0.25 + 0.1m

m

-B
A

S
E

: LC
P

 H
igh-tem

p T
herm

oplastic

                    - 0.2m
m

              C
olor: B

lack

-O
peration T

em
perature: -25°C

 to + 70°C

-S
T

E
M

: B
rass w

ith nickel plated 

-S
torage T

em
perature: -30°C

 to +80°C

-TA
P

E
: Teflon

E
LE

C
TR

IC
A

L
-E

lectrical Life: 200,000 cycles m
in.

-R
ating: 50m

A
 , 12V

D
C

-C
ontact R

esistance: 100m
   m

ax.
-Insulation R

esistance: 100M
   m

in. at 500V
D

C
-D

ielectric S
trength: 250V

A
C

 / 1 m
inute

-C
ontact A

rrangem
ent: 1 pole 1 throw

Ω
Ω

W
ITH

 G
R

O
U

N
D

 P
.C

.B
 LA

Y
O

U
T

W
ITH

 G
R

O
U

N
D

 C
IR

C
U

IT D
IA

G
R

A
M


