
320
INDUSTRIAL STANDARD-DUTY   

In Compliance to German ISO Specification

Castor 320
Galvanized pressed steel. Double ballrace swivel head
  75 ~ 125mm Rig thickness:    2mm • Plate thickness: 2.5mm
160 ~ 200mm Rig thickness: 2.5mm • Plate thickness: 2.5mm

Wheel  RBQ  
Solid rubber black tire with steel hub & threadguards
Tough load for industrial usage. Safety load at max speed 4 Kph
Hardness: 80± Shore A •  Temperature Range: -20ºC to +60ºC

RBQ series
40 ~ 195 KGS

321 RBQ 075 P61 070x058 54x41 8.5 95 20 12 40
321 RBQ 080 P62 105x079 80/77x60 8.5 105 26 12 45
321 RBQ 100 P62 105x079 80/77x60 8.5 128 27 12 65

321 RBQ 200 P63 135x105 105x80/75 11.0 235 46 20 195

322 RBQ 075 P61 Rigid

322 RBQ 080 P62 Rigid

322 RBQ 100 P62 Rigid

322 RBQ 200 P63 Rigid

323 RBQ 075 P61
323 RBQ 080 P62
323 RBQ 100 P62

321 RBQ 125 P62 105x079 80/77x60 8.5 155 34 15 95

321 RBQ 160 P63 135x105 105x80/75 11.0 190 40 20 125

322 RBQ 125 P62 Rigid

322 RBQ 160 P63 Rigid

323 RBQ 125 P62
323 RBQ 160 P63
323 RBQ 200 P63

070x058 54x41 8.5 20 12 40
105x079 80/77x60 8.5 26 12 45
105x079 80/77x60 8.5 27 12 65

135x105 105x80/75 11.0 46 20 195

105x079 80/77x60 8.5 34 15 95
135x105 105x80/75 11.0 40 20 125

070x058 54x41 8.5 20 12 40
105x079 80/77x60 8.5 26 12 45
105x079 80/77x60 8.5 27 12 65

135x105 105x80/75 11.0 46 20 195

105x079 80/77x60 8.5 34 15 95
135x105 105x80/75 11.0 40 20 125
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ISO Top Plate 4 holes
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