
Max 75 dB(A)

COMPRESSORI INDUSTRIALI - MONOSTADIO - TRASMISSIONE A CINGHIA - LUBRIFICATI
OIL - LUBRIFICATED SINGLE-STAGE INDUSTRIAL COMPRESSORS WITH BELT DRIVE

Pr

serie/series:

Codice Modello Pressione N. Cilindri Potenza Nominale Motore Aria Aspirata Serb. Voltaggio Giri/min Peso Dimensione 
Imballo

Cod. Model Pressure N. Cilinders Nominal Motor Rating Air Displacement Tank Voltage r.p.m. Weight Packaging
Dimension

- Series Comp. Pump bar p.s.i. Cil. Hp kW lt./
min. CFM m3/h lt. Volt/ph/hz r.p.m. kg. cm

COMPRESSORI CARRELLATI CON TESTATA “NG” - PORTABLE COMPRESSORS WITH “NG” COMPRESSOR PUMP

20304.NG3 PR 50/3M NG 3

10 145 2 3 2,2 315 11,1 18,9

50 C 230/1/50

1400

67 85x38x73

20404.NG3 PR 100/3M NG 3 100 C 230/1/50 73 100x40x80

20504.NG3 PR 150/3M NG 3 150 C 230/1/50 82 132x45x92

20604.NG3 PR 200/3M NG 3 200 C 230/1/50 96 145x50x107

20704.NG3 PR 270/3M NG 3 270 C 230/1/50 113 155x57x118

20305.NG3 PR 50/3T NG 3

10 145 2 3 2,2 315 11,1 18,9

50 C 400/3/50

1400

67 85x38x73

20405.NG3 PR 100/3T NG 3 100 C 400/3/50 73 100x40x80

20505.NG3 PR 150/3T NG 3 150 C 400/3/50 82 132x45x92

20605.NG3 PR 200/3T NG 3 200 C 400/3/50 96 145x50x107

20705.NG3 PR 270/3T NG 3 270 C 400/3/50 113 155x57x118

COMPRESSORI CARRELLATI CON TESTATA “K” - PORTABLE COMPRESSORS WITH “K” COMPRESSOR PUMP

20304.K17 PR 50/3M K 17

10 145 2 3 2,2 400 14,1 24

50 C 230/1/50

1250

67 85x38x73

20404.K17 PR 100/3M K 17 100 C 230/1/50 73 100x40x80

20504.K17 PR 150/3M K 17 150 C 230/1/50 82 132x45x92

20604.K17 PR 200/3M K 17 200 C 230/1/50 96 145x50x107

20704.K17 PR 270/3M K 17 270 C 230/1/50 113 155x57x118

20305.K17 PR 50/3T K 17

10 145 2 3 2,2 400 14,1 24

50 C 400/3/50

1250

67 85x38x73

20405.K17 PR 100/3T K 17 100 C 400/3/50 73 100x40x80

20505.K17 PR 150/3T K 17 150 C 400/3/50 82 132x45x92

20605.K17 PR 200/3T K 17 200 C 400/3/50 96 145x50x107

20705.K17 PR 270/3T K 17 270 C 400/3/50 113 155x57x118

PR SERIES - 3 HP

PR 200/3T

PR 200/3T

K SERIES

Testata a basso numero di giri
Comp. pump with low rpm


