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Hydraulic

CLRG series
Double-Acting High Tonnage Cylinder 

Optional tilt saddle

Optional Tilt Saddle 

Model Graph ApplicationDimension A/B

CLRG Series Selection Chart

Capacity:10 ~1000Ton
Stroke:50~511mm
Maximum Operating Pressure:700bar

CAT100     71/24

CAT200     130/27

CLL 50T
CLS 75T
CLR 100T

CLL 100T
CLS 200T
CLR 200T

Built-in safety valve helps to prevent 
accidental over-Pressurization.

Overflow port 
functions as a 
stroke limiter

Double-acting for 
positive retraction

Hydraulic lock can 
be installed

Stock Code Model

Capacity

(Ton)
Stroke

(mm)

Min Height

(mm)

Outside Diameter

(mm)

E�ective Area

(cm2)

Oil Capacity

(cm3)
Saddle

Diameter (mm)

Weight

(Kg)
Push Pull Push Pull Push Pull

AQ04804-K CLRG506 50 10.5 156 331 127 71.2 21.5 1111 335 80 30

AQ04806-K CLRG5020 50 10.5 511 733 127 71.2 21.5 3638 1099 95 68

AQ04807-K CLRG5013 50 10.5 334 509 127 71.2 21.5 2378 718 80 52

AQ04808-K CLRG1002 100 44 50 182 165 132.7 61.9 664 310 95 27

AQ04809-K CLRG1004 100 44 100 232 165 132.7 61.9 1327 619 95 33

AQ04810-K CLRG1006 100 44 150 282 165 132.7 61.9 1991 929 95 37

AQ04811-K CLRG1008 100 44 200 332 165 132.7 61.9 2654 1238 95 44

AQ04812-K CLRG10010 100 44 250 382 165 132.7 61.9 3318 1548 95 50

AQ04813-K CLRG10012 100 44 300 432 165 132.7 61.9 3981 1857 95 57

AQ04814-K CLRG1502 150 69 50 196 216 198.6 96.5 993 483 114 47

AQ04815-K CLRG1504 150 69 100 246 216 198.6 96.5 1986 965 114 57

AQ04816-K CLRG1506 150 69 150 296 216 198.6 96.5 2979 1448 114 67

AQ04817-K CLRG1508 150 69 200 346 216 198.6 96.5 3972 1930 114 77

AQ04818-K CLRG15010 150 69 250 396 216 198.6 96.5 4965 2413 114 87

AQ04819-K CLRG15012 150 69 300 446 216 198.6 96.5 5958 2895 114 97

AQ04820-K CLRG2002 200 90 50 216 240 265.9 127.0 1328 633 133 67

AQ04821-K CLRG2006 200 90 150 316 240 265.9 127.0 3984 1898 133 92

AQ04822-K CLRG20010 200 90 250 416 240 265.9 127.0 6640 3163 133 117

AQ04823-K CLRG2502 250 109 50 237 285 366.4 152.6 1831 760 165 105

AQ04824-K CLRG2506 250 109 150 337 285 366.4 152.6 5492 2280 165 141

AQ04825-K CLRG25010 250 109 250 437 285 366.4 152.6 9153 3800 165 176

AQ04826-K CLRG3002 300 108 50 350 325 456.2 151.4 2281 756 197 204

AQ04827-K CLRG3006 300 108 150 450 325 456.2 151.4 6843 2267 197 252

AQ04828-K CLRG30010 300 108 250 550 325 456.2 151.4 11405 3778 197 299

AQ04829-K CLRG4002 400 138 50 380 367 559.9 193.5 2800 969 216 281

AQ04830-K CLRG4006 400 138 150 480 367 559.9 193.5 8399 2907 216 342

AQ04831-K CLRG40010 400 138 250 580 367 559.9 193.5 13998 4845 216 405

AQ04832-K CLRG5002 500 177 50 425 405 730.6 247.6 3656 1242 248 411

AQ04833-K CLRG5006 500 177 150 525 405 730.6 247.6 10967 3726 248 493

AQ04834-K CLRG50010 500 177 250 625 405 730.6 247.6 18278 6210 248 575

AQ04835-K CLRG6002 600 211 50 445 440 855.3 295.4 4274 1475 267 494

AQ04836-K CLRG6006 600 211 150 545 440 855.3 295.4 12822 4424 267 586

AQ04837-K CLRG60010 600 211 250 645 440 855.3 295.4 21370 7373 267 678

AQ04838-K CLRG8002 800 277 50 695 515 1176.3 387.0 885 1939 317 759

AQ04839-K CLRG8006 800 277 150 595 515 1176.3 387.0 17654 5816 317 885

AQ04840-K CLRG80010 800 277 250 695 515 1176.3 387.0 29423 9693 317 1019

AQ04841-K CLRG10002 1000 388 50 535 570 1465.7 541.7 7332 2715 342 1012

AQ04842-K CLRG10006 1000 388 150 635 570 1465.7 541.7 21996 8144 342 1168

AQ04843-K CLRG100010 1000 388 250 735 570 1465.7 541.7 36660 13573 342 1325
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CLLSeries Selection Chart

CLL series
Single-Acting Lock Nut Cylinder

Optional tilt saddle

Safety lock nut for 
mechanical load holding 
for long timeCylinder

Baked enamel finish for 
the improved corrosion 
resistance

Overflow port 
functions as a 
stroke limiter

Single acting load 
return

Cylinder can withstand over 5% 
pressure of rated load without 
scoring.

Capacity:50 ~1000Ton
Stroke:50~300mm
Maximum Operating Pressure:
700bar

Stock Code Model
Capacity

(Ton)

Stroke

(mm)

Min Height

(mm)

Outside Diameter

(mm)

E�ective Area

(cm2)

Oil Capacity

(cm3)

Thread Length

(mm)

Weight

(Kg)

AQ04844-K CLL502 50 50 164 125 70.9 355 95 15

AQ04845-K CLL504 50 100 214 125 70.9 709 95 20

AQ04846-K CLL506 50 150 264 125 70.9 1064 95 25

AQ04847-K CLL508 50 200 314 125 70.9 1418 95 30

AQ04848-K CLL5010 50 250 364 125 70.9 1773 95 35

AQ04849-K CLL5012 50 300 414 125 70.9 2127 95 40

AQ04850-K CLL1002 100 50 187 165 132.7 664 130 30

AQ04851-K CLL1004 100 100 237 165 132.7 1327 130 39

AQ04852-K CLL1006 100 150 287 165 132.7 1991 130 48

AQ04853-K CLL1008 100 200 337 165 132.7 2654 130 56

AQ04854-K CLL10010 100 250 387 165 132.7 3318 130 64

AQ04855-K CLL10012 100 300 437 165 132.7 3981 130 73

AQ04856-K CLL1502 150 50 209 205 198.6 993 159 53

AQ04857-K CLL1504 150 100 259 205 198.6 1986 159 66

AQ04858-K CLL1506 150 150 309 205 198.6 2979 159 78

AQ04859-K CLL1508 150 200 359 205 198.6 3972 159 92

AQ04860-K CLL15010 150 250 409 205 198.6 4965 159 104

AQ04861-K CLL15012 150 300 459 205 198.6 5958 159 117

AQ04862-K CLL2002 200 50 243 235 265.6 1330 184 83

AQ04863-K CLL2006 200 150 343 235 265.6 3989 184 117

AQ04864-K CLL20010 200 250 443 235 265.6 6648 184 152

AQ04865-K CLL2502 250 50 249 275 265.6 1832 216 116

AQ04866-K CLL2506 250 150 349 275 265.6 5496 216 162

AQ04867-K CLSL25010 250 250 449 275 265.6 9160 216 210

AQ04868-K CLL3002 300 50 295 310 456.2 2281 241 173

AQ04869-K CLL3006 300 150 395 310 456.2 6843 241 233

AQ04870-K CLL30010 300 250 495 310 456.2 11405 241 293

AQ04871-K CLL4002 400 50 335 350 559.9 2800 267 250

AQ04872-K CLL4006 400 150 435 350 559.9 8399 267 327

AQ04873-K CLL40010 400 250 535 350 559.9 13998 267 402

AQ04874-K CLL5002 500 50 375 400 731.1 3656 305 367

AQ04875-K CLL5006 500 150 475 400 731.1 10967 305 466

AQ04876-K CLL50010 500 250 575 400 731.1 18278 305 567

AQ04877-K CLL6002 600 50 395 430 854.8 4277 330 446

AQ04878-K CLL6006 600 150 495 430 854.8 12830 330 562

AQ04879-K CLL60010 600 250 595 430 854.8 21383 330 679

AQ04880-K CLL8002 800 50 455 505 1176.9 5882 387 709

AQ04881-K CLL8006 800 150 555 505 1176.9 17645 387 870

AQ04882-K CLL80010 800 250 655 505 1176.9 29408 387 1029

AQ04883-K CLL10002 1000 50 495 560 1466.4 7329 432 949

AQ04884-K CLL10006 1000 150 595 560 1466.4 21986 432 1141

AQ04885-K CLL100010 1000 250 695 560 1466.4 36643 432 1333
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