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RSKP-M-EX (Lengthened)Waterproof Black Nylon Cable Gland for Hazardous Envirm'rerrt1)@

o Classification of Hazardous Areas: Exe /Zone 1 and 2/ 1IC

e Material : PA66,V-0 Acc. To UL94 Flammability Class

e Sealing Material: EPDM

e |P Grade: clamping range, O-ring, IP68

e Temperature Limited: -40C-100C, short- term120 C

e Products Feature: Connecting more smoothly &closely with

double-thread & O-ring groove. Protecting

connection safe by using improved protective sealings

A C€ IP68
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ggeegigcsopt%; Egll'zroos Cable range Thread OD (AG) Threo?é.l_e)ng’rh H((e;%ht Spanner Reference
M16Ax1.5 Black 4-8 16 15 22 19 9HT RSKP-M16A-EX-L-BL-PA6-PM
M20Ax1.5 Black 6-12 20 15 27 24 9HT RSKP-M20A-EX-L-BL-PAG-PM
M25Ax1.5 Black 13-18 25 15 31 33 9HT RSKP-M25A-EX-L-BL-PA6-PM
M32Ax1.5 Black 18-25 32 15 39 42 9HT RSKP-M32A-EX-L-BL-PA6-PM
M40Ax1.5 Black 22-32 40 18 48 53 9HT RSKP-M40A-EX-L-BL-PA6-PM
M50Ax1.5 Black 32-38 50 18 49 60 9HT RSKP-M50A-EX-L-BL-PA6-PM
M63Ax1.5 Black 37-44 63 18 49 65/68 9HT RSKP-M63A-EX-L-BL-PA6-PM

Note:

1) Made under OEM arrangement by reputable cable gland

manufacturer
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