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PRODUCT SPECIFICATION  

 

Super Nitrile Flock-Lined Glove  
 

SECTION I :  PRODUCT DESCRIPTION 
 

1. 1 Type AccSafe Super Nitrile flock lined glove 13” length 
• RNF 15 (thickness 15 mil/0.4mm +/- 0.03mm)  

 
1. 2 Material High grade Nitrile  

 
1. 3 Color ( Pigment ) Green or Blue  

 

1. 4 Design and Feature Embossed palm and fingers (textured)  
 

1. 5 Size & Weight (g) S/7-60g, M/8-64g, L/9-68g, XL/10-72g,  
2XL/11-76g, 3XL/12-80g (+/- 2g)  
 

1. 6 Storage Condition The gloves shall maintain their properties when stored in a cool and dry 
condition at temperature between 10˚   to 30˚ C. Avoid direct sunlight. 
 

1. 7 Shelf-Life The gloves shall have shelf life of 5 years from the date of manufacture 
with the above storage condition. 
 

1. 8 Packing Style 
 
 

1. 9 Compliance with 

1 pair gloves per polybag, 12 pairs per bag, and 144 pairs per shipping 
Carton. 
 
German Foodstuffs and Consumer Goods Act  
89/109/EEC Personal Protection Equipment Directive  
89/686/EEC under Complex Design Category  
EN 388:2003, EN 388:2016  
EN 374-1:2003, EN 374-1:2016, EN 374-5:2016  
FDA Part 21 CFR 177.2600  
Canadian Food Inspection Agency  

 

 

SECTION II :  PERFORMANCE SPECIFICATION 

 
2.1 Technical Specification:  
 

EN 388:2003  
Test Result (Level) 

RNF 15 

Abrasion Resistance 4 

Blade Cut   0 

Tear Strength 0 

Puncture Test 2 

 

EN 388:2016  
Test Result (Level) 

RNF 15 

Abrasion Resistance 4 

Cut Resistance (Coup)   1 

Tear Strength 0 

Puncture Test 1 

Cut (TDM) X 
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EN 374-1:2003 / EN 374-3:2003  
Test Result (Level) 

RNF 15 

50% sodium hydroxide 6 

Methanol 2 

96% Sulphuric acid NA 

Heptane 6 

 
 EN 374-1:2016 Type A:JKLOPT  
 
 EN ISO 374-5:2016 VIRUS  
 

Tensile Strength 
RNF 15 

Unaged  Aged 22hr, 100°C 

Elongation at Break 350%  300%  

Tensile Strength at Break ( MPa)   22 MPa (min) 18 MPa (min) 

 
2.2       Sampling Plan:  

Major:  AQL 2.5   
Minor:  AQL 4.0 
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