Alexander Taylor’s Fold family brings high-precision manufacturing to the bedside and desk lamp, using folded, laser-cut sheet metal, and subtle references to classic mid-century design.

### Type
Table light in two sizes

### Design
2005

### Designer
Alexander Taylor

### Dimensions

<table>
<thead>
<tr>
<th>Type</th>
<th>Description</th>
<th>Unit 1</th>
<th>Unit 2</th>
</tr>
</thead>
<tbody>
<tr>
<td>T1:</td>
<td>H230mm</td>
<td>L2000mm</td>
<td>0.74kg</td>
</tr>
<tr>
<td></td>
<td>Shade L120mm × D120mm</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Base Ø120mm</td>
<td></td>
<td></td>
</tr>
<tr>
<td>T2:</td>
<td>H450mm</td>
<td>L2000mm</td>
<td>5.52kg</td>
</tr>
<tr>
<td></td>
<td>Shade L260mm × D260mm</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Base Ø260mm</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Cable Length
- T1: L2000mm
- T2: L2000mm

### Weight
- T1: 0.74kg
- T2: 5.52kg

### Materials
- Powder-coated steel, braided fabric cable

### Lamp Colour
- Signal White (RAL 9003)
- Sulphur Yellow (RAL 1016)
- Red
- Black

### Cable Colour
- Signal White (RAL 9003)
- Sulphur Yellow (RAL 1016)
- Red
- Black

### Wiring Type
- Mains voltage

### Types of Insulation
- Class II (2)

### Ingress Protection Rating
- IP20

### Supply Voltage
- T1 and T2: 220/240Vac, 50-60Hz
- T1 and T2: 110/120Vac, 60Hz

### Lumens
- T1: 220 lm
- T2: 601 lm

### Bulb Colour Temperature
- T1: 2700k
- T2: 3000k

### Bulb Life Expectancy
- T1: 1,000 hours
- T2: 1,000 hours

### Bulb Fitting
- T1: E14
- T2: E27

### Bulb Lamp Supplied
- T1: 1x E14, 25w, 45mm
- T2: 1x E27, 60w, 95mm
- opal globe

### Packaging Dimensions
- T1: L120mm × D120mm × H230mm
- T2: L280mm × D280mm × H470mm

### Weight
- T1: 1kg
- T2: 3kg

### Notes
- CE Marked

### Care & Maintenance
- Clean electrical parts with a soft dry cloth only. To clean the lamp please use a soft, damp cloth or a duster, avoiding any abrasives or solvents.