
技術資料表

版本 2026-10-22b · 修訂 2026-10-22

化學類別 APE-free Polymeric Dispersant

產品說明

DA27K 為活性成分 100%、不含 APE 的聚合型分散劑,可改善水性塗料及水性油墨中顏料的分散性與穩定性。

應用

• 水性塗料
• 水性油墨
• 通用色漿

優點

• 不含壬基酚聚氧乙烯醚(NPE)/不含烷基酚聚氧乙烯醚(APE)
• 提升顏料潤濕性及著色力
• 改善潤濕性不佳之樹脂的性能
• 可製得高顏料含量的色漿,非常適合用於調色系統
• 儲存穩定性優異

使用方法

• DA27K 必須在研磨漿料或分散階段加入。含樹脂的分散體系,建議其研磨介質採用固含量 10-30% 的樹脂溶液。
• DA27K 會降低黏度,可能需要提高研磨漿料中的顏料濃度,以維持足夠的研磨漿料黏度/剪切力,達到有效分散。
• 添加量應依顏料/填料的表面積而定。用量通常為每平方公尺顏料表面積 2 mg 有效分散劑(顏料表面積除以 5)。

添加順序

• 將 DA27K 分散劑溶解於水中。
• 如有需要,加入增效劑 DA12K 並攪拌均勻。
• 加入消泡劑(如有必要)。
• 加入樹脂(適用於含樹脂的分散體系)
• 分批加入顏料,並以常規方式分散。

重金屬含量

含量 Sb As Ba Cd Cr Pb Hg Se Zn

ppm <40 <15 <25 <40 <15 <20 <15 <15 <25

Typical Formulations (Waterbased Packaging Inks)

The table  below shows a  range of  typical  resin-containing,  acrylic  solution  formulations  for  waterbased concentrates.  % in
Millbase

Pigment CI # Pigment
24% NEOCRYL

BT-26
Water DMEA DA27K DA12K

PY13 40 24.99 32.45 0.14 2.42 --

PR57:1 30 28.16 39.26 0.18 2.40 --

PR184 40 23.65 33.00 0.14 3.21 --

PB15:3 40 23.00 32.42 0.14 4.00 0.44

PB15:4 40 27.93 27.92 0.15 4.00 --

以上所有資訊均依據實驗室取得之數據，不得用於證明產品之適用性。建議使用者於購買前在自身系統中測試本產品。
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Pigment CI # Pigment
24% NEOCRYL

BT-26
Water DMEA DA27K DA12K

PG7 50 18.75 26.14 0.11 5.00 --

PBL7 35 25.18 35.12 0.15 4.55 --

PW6 75 10.10 14.15 -- 0.75 --

1. A 10% resin solid solution grinding medium was used in the formulations. 2.  NEOCRYL BT-26 is supplied at  45% resin
solids, hence the solution was diluted into 24% prior to use. See below for it’s preparation.

1 Water 24.6

2 DMEA 1.9

* Mix together than add

3 DEHYDRAN 1293 (Cognis) 0.5

4 Isopropanol 11.0

* Stir the above then add to

5 45% NEOCRYL BT-26 62.0

100

Typical Formulations (Universal Decorative Tinters & Waterbased Paints)

1.  Resin  Compatibility  –  DA27K  based  tinters  have  shown  excellent  universal  compatibility  in  a  wide  range  of  water  and
solvent based paints:

Long Oil Alkyd Mineral Spirit

Acrylic Emulsion Water

Urethane Long Oil Alkyd Mineral Spirit

Short Oil Alkyd Styrenated Industrial Organic Solvents

Acrylic Industrial Organic Solvents

Acrylic Resin Modified with Epoxy Ester Water

Polyurethane Modified Alkyd Industrial Organic Solvents

Styrene Acrylic Water

Epoxy Solvent

High Solids Polyurethane Solvent

2. Below chart shows a range of typical starting formulations for Organic Based Universal Decorative Tinters.

Pigment CI # Pigment % Talc DA27K Water PG

PY74 35.00 10.00 2.40 26.30 26.30

PR112 22.50 10.00 1.44 33.03 33.03

PB15:3 25.00 15.00 6.00 27.00 27.00

PG7 35.00 10.00 6.75 24.12 24.12

PV23 25.00 15.00 7.26 25.38 25.38

以上所有資訊均依據實驗室取得之數據，不得用於證明產品之適用性。建議使用者於購買前在自身系統中測試本產品。
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*PG=Propylene  Glycol  3.  Below  chart  shows  a  range  of  typical  RESIN  CONTAINING  formulations  for  water  based
concentrates using Laropal LR8991. % in Millbase

Pigment CI # Pigment % Water Defoamer 1 Defoamer 2 Laropal Biocide DA27K

PY74 45.0 10.80 0.3 0.2 41.80 0.10 1.80

PY42 50.0 25.47 0.3 0.2 21.43 0.10 2.50

PB15:3 27.5 14.23 0.3 0.2 54.37 0.10 3.30

PG7 35.0 11.83 0.3 0.2 45.57 0.10 7.00

PW6 73.0 12.74 0.3 0.2 10.01 0.10 3.65

PBL7 38.0 19.86 0.3 0.2 36.80 0.10 4.75

*Defoamer  1  (BYK019)  *Defoamer  2  (BYK024)  *Biocide  (Proxel  GXL)  4.  Below  chart  shows  a  range  of  typical  RESIN
CONTAINING formulations for water based concentrates using Laropal 9008. % in Millbase

Pigment CI # Pigment % Water Defoamer 1 Defoamer 2 Laropal Biocide DA27K

PY74 45.0 14.60 0.3 0.2 38.00 0.10 1.80

PY42 50.0 27.40 0.3 0.2 19.50 0.10 2.50

PB15:3 27.5 19.17 0.3 0.2 49.43 0.10 3.30

PG7 35.0 15.97 0.3 0.2 41.43 0.10 7.00

PW6 73.0 14.75 0.3 0.2 8.00 0.10 3.65

PBL7 38.0 23.31 0.3 0.2 33.35 0.09 4.75

*Defoamer 1 (BYK019) *Defoamer 2 (BYK024) *Biocide (Proxel GXL) 5. Below chart shows a range of typical RESIN FREE
formulations for water based concentrates. % in Millbase

Pigment CI # Pigment % Water Defoamer* Humectant* DMAMP80 DA27K DA12K

PY74 48.0 38.56 1.00A 5.0 1.2 6.24 --

PY154 40.0 51.30 0.50B 5.0 1.2 2.00 --

PR122 32.0 53.90 0.30B 5.0 1.2 7.60 --

PR254 50.0 41.00 0.30B 5.0 1.2 2.50 --

PV23 40.0 46.14 0.20B 5.0 2.0 6.66 --

PB15:2 42.0 43.20 0.20B 5.0 1.2 8.40 --

PB15:4 30.0 57.70 0.70B 5.0 1.2 5.40 --

PG7 55.0 31.40 0.80B 5.0 1.2 6.60 --

PG36 52.0 38.38 0.30B 5.0 1.2 3.12 --

PBL7 45.0 46.00 0.10B 5.0 1.2 2.70 --

PBL7(2) 20.0 68.80 0.30B 5.00 1.5 12.80 1.60

*Defoamer A=Dehydran 1620; B=Rhodoline DF6681 *Humectant GRB2 or Propylene Glycol

物性資料

密度 (g/cm³) 1.13

以上所有資訊均依據實驗室取得之數據，不得用於證明產品之適用性。建議使用者於購買前在自身系統中測試本產品。
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供貨形態 琥珀色液體

色度（Gardner） (Gardner) ≤8

有效成分含量 (%) 100

沸點 (°C) >100

閃點 (°C) >325

應用領域

塗料

建築塗料 ●

油墨

水性 ●

●  推薦        ○  有限適用        –  不推薦

包裝、運輸與儲存

Dispersing  Agent  DA27K  以琥珀色液體形式供應。本產品採用25  公斤  HDPE  桶、200  公斤  HDPE  桶或1000  公斤  IBC
噸桶包裝，以每棧板 800 kg 運輸。請於常溫下儲存,保持乾燥,並避免日曬雨淋。保存期限：自製造日期起 5 年。

以上所有資訊均依據實驗室取得之數據，不得用於證明產品之適用性。建議使用者於購買前在自身系統中測試本產品。
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