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CAS No. 15305-07-4

Product Description

Inhibitor 510 is a highly efficient polymerization inhibitor which is used to increase the shelf  time of UV formulations. It  can
prevent the self-polymerization of UV coating/ink formulations during storage. It is effective and has excellent performance in
a wide range of applications.

Chemical Name

N-Nitroso-N-phenylhydroxyamine aluminum salt

Applications

Inhibitor 510 is used to increase the shelf time of olefinic resins. It may be used in coatings, adhesives, photoresists, printing
inks  and  printing  plates  as  well  as  unsaturated  polyester  resins,  vinyl  monomers  and  acrylate  oligomers.  Inhibitor  510  is
typically dissolved in relevant monomers before usage. As it is typically used at low concentration in formulated systems, the
light discoloration does not affect performance and should not affect the quality of final products.

Dosage

0.01-0.1%

Physical Data

Form of supply Off-white powder

Moisture (%) ≤ 0.5

Melting point (°C) 160-172℃
Volatile matter 0.5%max

Molecular weight (g/mol) 438.33

Assay 98%min

Packaging, Shipping & Storage

Inhibitor 510 is supplied as off-white powder. The product is packed in 20 kg carton and shipped on pallets of 500 kg. Please
keep the product stored under normal temperatures, dry and protected from weather.

All the information above is based on data obtained at laboratory and is not to be used for certifying the suitability of the product. Users are advised to test the
product in their own system before purchase.
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