
 

COMPLETE SUITES
DZ3350-WT

DANZARIMLESS 
DZ3000 

with 
CONSTELLATION 
CISTERN 
XL2100/8041 
ENERO WHITE  
XL5233-WT

gallaria.com.au  
P. 1300 961 239  

E. info@gallaria.com.au

The more
stars the more
water efficient

Licence No. 0016
Gallaria Pty Ltd

WATER RATING
www.waterrating.gov.au

In accordance with AS/NZS 6400

3.5 litres
average flush

4.5 L per full flush / 3 L per half flush

technical detail

Pan Dimension: L510 W365 H345 

Type: Rimless 

Standard: Complies to AS1172.1 and 
AS1172.2 

Flush: 4.5/3.0 LPF 4 Star WER 

Cistern Options: Compatible with framed 
concealed cisterns (INDIANA series or 
CONSTELLATION series)


Button Options: Compatible with push 
button set (VALA. QUBO, VOLE, ENERO or 
CIRCO series) 

Waste outlet: P-Trap Through Floor  

Wall outlet: 223mm nominal 

Seat : German Engineered Soft Close Seat 
Order code: TR/DZ—SEAT 

WELS: 0016  

WM: 030025 

WARRANTY: 10 years (Conditions Apply) 

All Gallaria inlet valves (concealed cisterns 
& BTW suites) are warranted to perform 
under water pressure at up to 500Kpa. 
Anything above 500Kpa immediately voids 
warranty.
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A RANGE OF PUSH - PLATE
FLUSH PANEL STYLES ARE

AVAILABLE. PUSH-PLATE PANEL
CAN BE MOUNTED VERTICALLY

AND HORIZONTALLY.
PROVIDES SERVICE ACCESS.

WALL OR PANEL THKNESS UP
TO 80mm. ALLOW FOR SURFACE

FINISH THKNESS IN SET OUT
CALCULATION

WALL OR PANEL THKNESS UP
TO 80mm. ALLOW FOR SURFACE

FINISH THKNESS IN SET OUT
CALCULATION
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COMPONENTS

FLUSH PLATE: ENERO WHITE 
XL5233-WT

gallaria.com.au  
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E. info@gallaria.com.au

CONCEALED CISTERN: CONSTELLATION WITH FRAME 
XL2100/8041 (Front or Top press flushing)
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technical detail

TOILET PAN: DANZA RIMLESS WALL HUNG PAN 
DZ3000 

�������

��
�

��
�

�

��
�

���

A RANGE OF PUSH - PLATE
FLUSH PANEL STYLES ARE

AVAILABLE. PUSH-PLATE PANEL
CAN BE MOUNTED VERTICALLY

AND HORIZONTALLY.
PROVIDES SERVICE ACCESS.

WALL OR PANEL THKNESS UP
TO 80mm. ALLOW FOR SURFACE

FINISH THKNESS IN SET OUT
CALCULATION
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