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Site plan A2

N

Total plot area = 621.576 SQM
Total built area = 230.19 SQM

Existing structure = 60.4 SQM
Extension = 17.7 SQM
Composting slab = 152.09 SQM

Total clearance area (est) = 375.43 SQM

Note
• Coconut palms falling outside the boundary of IWMC to 

be maintained as is
• Clearance area will require levelling
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Existing 150 thk RC slab
Existing 48.3 x 3.2 GI pipes 
to support roof structure 

Existing 1.5m height walls
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Collection area roof A4



Existing 1.5m walls

New hollow block walls
Existing GI pipes

Existing walls to be demolished

Existing ground slab
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75 thk RC slab
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38 ida GI pipe
(All welds are 5mm
fillet weld around
members)

50 x 50 PVC mesh

GI sheet coated with paint2
' -

 1
"

6
44

3
' -

 6
"

1
0

66

3
' -

 7
"

1
0

85

5' - 0"

1515

1' - 7"

485

1' - 7"

485

5' - 0"

1515

Left

25mm rail

25mm rail

75 dia GI pipe

75 dia GI pipe

Door handle

Door hinges

Roller wheels

Metal folding door

25
00

2036

Left Right

75 dia GI pipe

25mm rail

25mm rail

75 dia GI pipe

Metal folding door

Door handle

Door hinges

Roller wheels

3361

25
0

0
Scale

Door schedule A10

Gate G1
Scale 1:20

D1
Scale 1:50

D2
Scale 1:50



38 dia GI pipe
(All welds are
5mm fillet weld
around members)

50 dia GI pope
(All welds are 5mm
fillet weld around
members)

50 x 50 PVC coated mesh

150 thk masonry wall
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100mm∅ Bucket
(Painted with rust
proof painting)

Bucket and pole fixing

25mm∅ TIMBER POLE
(1300mm)
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Leachate inlet pipe

100 mm Elbow bend

100mm PVC valve
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* GI pipe to be painted with 1 coat of sealer
  & 2 coats of finishing paint. (Sigma, Grey colour)

LIGHT POST DETAIL
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Electrical layout E1

Distribution board

100W Energy saving light

3 phase power point (1.5m above FFL)

1 phase power point (1.5m above FFL)

Weather proof switch

Wall mount exhaust fan (14" blade diameter, 230V, @250W)
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Plumbing layout P1
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1.5" mm distribution pipe

75mm down pipe

Foot valve

Shallow well pump (230V, 550W)

Metal tap
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Structural details S3

Perimeter wall column foundation

Extension slab  turn down
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38 DIA CHS

50 x 38 timber battens @ 600C/C fixed to Steel fr4amework

Existing 75 Dia GI pipes needs to be 
extended to raise upto required 
height

Existing 75 dia GI pipes need 
to be trimmed to lower to 

required height

New 75 dia GI pipes for extension
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