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Machine/ Equipmént

Specifications

Cryostat OTF5000

230V, 50/60Hz

Inclusive of block adjustment and cutting system
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Kjelmaster K-3 75 (Glass,

Potentiometric) (Brand:Buchi)

230V, 50/60Hz

Inclusive of steam generator, automatic generation aspiration of
residues, glass splash protection, integrated filtration.
Dimensions (WxHxD) : 458 x 670 x 431 mm

Screen: 8.4 inch color touch

Memory: >100'000 results

Minimal titrator volume:
Language versions:
Pumps:

Measuring range:
Reproducibility (RSD) :

2 ul/ step

English

NaOH, H3BO3, H20
0.02-200mgN
<1%

Recovery: ~>99.5%(1-200 mg N)
Power consumption :1300 W

Frequency :50 / 60 Hz

Connection voltage :240 V (+/- 10 % VAC)

Solvent recovery :>90 %

Water consumption :max. 1.7 L/ min

Corning LG4564T-100 Glass
chromatography column with reservoir,
200ml (Brand: Coleparma)

SPE cartridge Length:1200mm
Volume capacity 200mlL,
Integral reservoir with size 2PTFE stopcock plug diameter

11mm length 250mm

Digi-sense four chan;\él, jumbo-display

clock/timer (Brand: Coleparma)

Timing capacity: 100 hours
e Resolution: 1 second
No- of chambers: 4
Accuracy: 0-01%
Alarm: 1 mihn beep
Display: LCD %”

C-;al)-/pso l_Jltrapure -W-aEr_Still (Brand:
Fistreem) including Calypso Reservoir
Tank 30Lts

Output Capacity: 4Litres/Hr Single distilled
Pyrogen fice

pH5-6-6

Conductivity: lps/cm 1
Power rating: 3kW ﬁ
Tap water pressure: 70-560KPa %U
Tap water flow (min): ILitre/min )

Dimensions (HxWxD): 790x260x325mm
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