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 ރިސޯސަސް   އެނޑްް އޝޯަން ، އެގރްިކލަޗްަރމިނިސޓްރްީ އޮފް ފޝިަރޒީް 

 މާލެ،   

 ހިރާއްޖެދިވެ  

 

 ލޫމާތ  ކަރ ދާސް ޢ  މަ 

 

)ފަހެއް( މިލިއަން ގަސް އިންދ މ ގެ ޕްރޮގްރާމްގެ ތެރެއިން    5ރާއްޖޭގެ ރަށްތަކ ގައި  
ރަށްރަށ ގައި އެގްރޮފޮރެސްޓީ ދަނޑ ތަކެއް ޤާއިމ ކ ރ މަށްޓަކައި ބޭނ ންވާ ތަކެތި ސަޕްލައިކޮށް  

 ނ މ ގެ މަސައްކަތް ކޮށްދިރީ ޑެލިވަ ކ. ކަނޑ އޮށްގިރިއަށް 
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 30-P1/30/2026/153(IUL)  އިޢ ލނާް ނނަްބަރ :  

 

 3322625 ,3339239 ,3339279މަޢ ލޫމާތ  އޮޅ ނފްިލ އްވ މަށް ގ ޅާނެ ނަންބަރ : 
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 ރިސޯސަސް   އނެޑްް އޝޯަން ،އެގރްިކަލްޗަރމިނިސޓްރްީ އޮފް ފޝިަރޒީް 

 މާލެ،    

 ދވިެހިރއާޖްެ   

 

 މަސައްކަތ ގެ މަޢ ލޫމތާ  

 މަސައްކތަ ގެ ތަފޞްީލް  .1
)ފަހެއް( މިލިއަން ގަސް އިންދ މ ގެ ޕްރގޮްރާމްގެ ތެރެއިން ރަށްރަށ ގައި އެގްރޮފޮރެސޓްީ   5ރާއްޖޭގެ ރށަްތަކ ގައި   1.1

ކަނޑ އޮށްގިރިއަށް   ކ.  ސަޕްލައިކޮށް  ތަކެތި  ބނޭ ންވާ  ޤާއިމ ކ ރ މަށޓްަކައި  ކށޮްދނި މ ގެ  ޑެލިވަރީދަނޑ ތަކެއް 
 މަސައްކަތް.

 އެނެކްސްގައި ހިމނެިފައވިާނެ. ސްޕެސިފިކޝޭަން ޓެކންިކަލްތަކެތީގެ  1.2
 . ދައްކތާަނެއްގައި ތަކެތި ޖައްސާ ބެހެއޓް ން ކ. ކަނޑ އޮށްގިރިޑެލިވަރީ ކ ރނަްޖެހޭ ތަން:  1.3

Quantity Particulars No. 

2680 

Steel pipes (DN40): Use DN40 steel pipes, each with a length of 2 m and a wall thickness of no 

less than 2 mm; the surface shall be subjected to hot-dip galvanizing treatment, with a zinc 

coating thickness of no less than 25 μm; a matching sealing cover plate shall be installed at the 

top, ensuring secure and reliable installation. 

1 

1340 

Steel pipes (DN40):Use DN40 steel pipes, each with a length of 6 m and a wall thickness of no 

less than 2 mm; the surface shall be subjected to hot-dip galvanizing treatment, with a zinc 

coating thickness of no less than 25 μm; appropriate sealing cover plates shall be fitted to the 

ends, and the pipes shall be securely installed. 

2 

40 

Independent lighting pole:  DN40 steel pipe with a length of 4 m and a wall thickness of no 

less than 3 mm; the surface shall be subjected to hot-dip galvanizing treatment, with a zinc 

coating thickness of no less than 25 μm; matching sealing cover plates shall be fitted to the ends 

to meet the installation requirements for lighting equipment. 

3 

40 

Solar-powered integrated streetlight monitoring unit:  Memory card configuration: [Video 

recording duration should be at least 3 days for playback]; Resolution should be no less than 5 

megapixels; Must comply with the Maldives' requirements for operating without fiber optics or 

using a removable SIM card; Automatically switches to active recording mode when battery 

level falls below 50%; Supports visitor alert, mobile tracking, real-time mobile phone message 

notification, and white light warning. 

Streetlight power: 90 W; Solar-powered lights default to turning on when someone is present 

and off when no one is around; this can be adjusted via the app to maintain continuous 

illumination. 

10 batteries, each with a capacity of 20,000 mAh; under default settings, the battery life lasts 

approximately 3 days during continuous rainy weather; the device will automatically shut down 

4 
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when the battery is completely drained during rainfall; upon shutdown, the device will 

automatically restart if the battery level rises above 20%. 

Compatible expansion bolts and fixing clamps; 

20 
Main door frame :  Each door measures 1.5 m in height and 1.45 m in width; the wall 

thickness shall not be less than 2 mm. 

5 

40 
Main gate connected to the pillar pivot:  The main component shall be made of SUS304 

stainless steel. 

6 

10 Latch:  The main component shall be made of SUS304 stainless steel. 7 

80 

DN40 – includes four right-angle connectors:  Cold galvanizing or electro-galvanizing 

treatment shall be applied, with a zinc layer thickness of no less than 25 μm; connection 

dimensions shall be accurate, and installation shall be secure and reliable.  

8 

2720 

Three-way connector- DN40 Connector: 

Cold galvanizing or electro-galvanizing treatment is applied, with a zinc layer thickness of no 

less than 25 μm; dimensional compatibility ensures secure and reliable connection. 

9 

60 

Four-corner three-way connector -  DN40 Connector: The component is subjected to cold 

galvanizing or electro-galvanizing treatment, with a zinc coating thickness of no less than 25 

μm; it features a robust structure and reliable connections. 

10 

50 

Direct connection piece - DN40 Companion : For right-angle connections of DN40 pipes; shall 

be subjected to cold galvanizing or electro-galvanizing treatment, with a zinc coating thickness 

of no less than 25 μm; the connection shall be secure and shall not exhibit any noticeable 

loosening or deformation. 

11 

30 

Right-angle two-way connector - DN40 Companion:  For right-angle connections of DN40 

pipes; subjected to cold galvanizing or electro-galvanizing treatment, with a zinc layer thickness 

of no less than 25 μm; the connection shall be secure and shall not exhibit any noticeable 

loosening or deformation. 

12 

12300 

Nylon rope mesh - 90 mm diameter, aperture 10 cm, height 1.5 m:  Made of nylon material; 

rope diameter: 90 mm; mesh size: 10 cm × 10 cm; mesh height: 1.5 m; uniform weaving with 

no obvious broken strands, loose knots, or damage; excellent tensile strength and weather 

resistance. 

13 

120 
Nylon cable ties -7.6mm×200mm:  Made of plastic; width: 7.6 mm; length: 200 mm; features a 

sturdy and reliable locking mechanism with excellent tensile strength and aging resistance. 

14 

8200 

Ground nail -  Diameter: 10 mm × Length: 30 cm:  Steel materials shall be used: reinforcing 

steel bars; diameter 10 mm, length 30 cm; these bars shall possess sufficient strength and 

stiffness, and shall not be noticeably bent or fractured. 

15 

40 

Self-priming pump -750W，220V:  Two-phase motor; the main materials for the overcurrent 

components and pump body are cast iron; IP55 protection rating; clamp-on connection; rated 

voltage: 220 V; rated power: 750 W; rated flow rate: 15 m³/h; rated head: 20 m; pipe diameter: 

50.8 mm(2 inch). Pump motor rain shield. 

16 

40 Timed Irrigation Controller - Water pump controller 17 

20 Anti corrosive paint - For use after installation at all connection points. 10kg per barrel 18 

10 
Prefab Storage Room- Provided according to the drawings. Wall thickness shall not be less 

than 4 mm. 

19 
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  ކޝޭަން ތީގެ ސްޕެސިފި އަދި ތަކެ   ނޯޓް: އަގ  ހ ށަހަޅާއިރ  މި ލިސްޓ ގައިވާ ކޮންމެ އައޓިަމަކަށް ވަކިން އަގ  އިނގޭ ގތޮަށް 
 ހ ށަހެޅ މަށް ދަންނަވަމެވެ. 

 
 

 އނަްދާސީ ހިސާބާއި ގ ޅޭ މައ ލޫމތާ   .2
 - މައ ލޫމާތ  ސާފ ކ ރ ން އޮނންަ ތާރީޚް :  2.1
 11:00 ގަޑި:  2026 އޮކޓްޫބަރ  19 އނަްދާސީ ހިސާބ  ހ ށަހަޅނަްޖެހޭ ތާރީޚް: 2.2
ރިސޯސަސް ،    އެންޑް އޝޯަން   ،އެގްރިކަލްޗަރ މިނިސޓްްރީ އޮފް ފިޝަރީޒް ބ  ހ ށަހަޅނަްޖެހޭތަން:  ސާއނަްދާސީ ހި 2.3

 ވަނަ ފަންގފެިލާ   7  ވެލާނާގޭ 

10 
Prefab Medicine Room- Provided according to the drawings. Wall thickness shall not be less 

than 4 mm. 

20 

10 Prefab Shade- Provided according to the drawings. No walls and doors required. 21 

50 Hoe 22 

50 spade (Metal) 23 

1000 Cotton gloves (pair) 24 

50 Cutter (big) 25 

10 Coredless drill set 26 

10 

Earth boring machine - four-cycle engine:  Equipped with a four-stroke engine; drill bit 

length: 80 cm; drill bit diameter: 20 cm; features stable operation and user-friendly handling, 

meeting the requirements for on-site soil drilling operations. 

27 

80 

Photovoltaic Energy Storage System -  Photovoltaic panels and mounting accessories:  The 

installed capacity shall be no less than 1.28 kWp; the system shall be configured with two 640-

Wp photovoltaic modules, a photovoltaic mounting system, and photovoltaic cables. 

28 

20 Battery: Energy storage battery with capacity of at least 4.5 kWh 29 

10 Dc-to-ac converter: 6.2 kW Inverter 30 

10 

Chain Trencher / Chain -type Trenching machine-  

Machine Type - Self-propelled, walk-behind chain trencher, 

Power Type- Diesel engine 

Trenching Width -10-15 cm, optional/configurable  

Trenching Depth -10–90 cm, adjustable 

Productivity -180 m/h 

Machine Weight -200 kg 

Overall Dimensions -210 × 80 × 90 cm 

Chain Material - Carbon steel 

Cutting Teeth Material- Alloy 

31 
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ބަލައި  2.4 ހިސާބ ތައް  އނަްދާސީ  ހ ށަހަޅާ  ފހަ ން  ސ ންގަޑީގެ  ކަނޑައަޅާފައިވާ  ހ ށަހެޅ މަށް  ހިސާބ   އނަްދާސީ 
 ނ ގނަެވޭނެއެވެ. 

 އނަްދާސީ ހިސާބ ގައިވާ ހ ރިހާ ލިޔެކިއ ންތަކެއް ހ ންނނަްވާނީ ދިވެހިބހަ ން ނ ވަތަ އިނގިރޭސި ބަހ ނންެވެ.  2.5
 މި ބިޑާ ގ ޅިގެން ހިންގާ ހ ރިހާ ފައިސާގެ މ ޢާމަލތާްތަކ ގައި ބޭނ ންކ ރާނީ ދިވެހި ރ ފިޔާއެވެ. 2.6
 މި މަސައްކަތް ކ ރ މަށް ކޮންމެ ފަރތާަކަށްވެސް ހ ށަހެޅޭނީ އނެްމެ ބިޑެކެވެ. 2.7
ޗާރޖެއް  2.8 އެނޫން  އަދި  ޓެކްސްތައް  ޑިއ ޓީއާއި  ދައްކނަްޖެހޭ  ބޭރ ގައި  ރާއްޖޭން  ރާއްޖެއާއި  މިމަސައްކަތްކ ރ މ ގައި 

 ވނާަމަ އެ ފައިސާ ދައްކނަްޖހެޭނީ މަސައްކތަާ ހަވާލ ވާ ފަރާތ ންނެވެ.
އނަްދާސީ ހިސާބާ ގ ޅޭ މޢަ ލޫމާތެއް ސާފ ކ ރ މަށް ހ ށަހަޅނަްޖހެޭނީ ލިޔ މ ން އީމެއިލް މެދ ވެރިކޮށެވެ. މިގތޮ ން އިތ ރ   2.9

އަށެވެ. އަދި އީމެއިލް    thoha.abdulla@fishagriocean.gov.mvމަޢ ލޫމާތ  ހޯދ މަށް އީމެއިލް ކ ރނަްވާނީ  
  އަށެވެ. suneetha.abdulla@fishagriocean.gov.mv ކޮޕީ ކ ރާނީ 

އަނދްާސީ     2.10 ފރަާތއާި  ހ ށއަެޅި  ބޭރ ގއަި  ބަންދ ކ ރވެިފއަިވާ ސޓިއީ ރއައެްގއަި  ހ ށއަޅަަންވނާީ  ހސިާބ   އަންދާސީ 
 މސައަްކަތް އިނގޭނޭ ގޮތަށވެެ.    ހސިާބ  ހ ށއަެޅިފއަިވާ 

 
 ހިސާބ ގައި ހމިަނނަްޖެހޭ މަޢ ލޫމާތ  އަދި ލިޔ ންތައް   އނަްދާސީ  .3

 މަސައްކަތ ގެ ނ ވަތަ ތަކެތީގެ ޖ މްލަ އަގ  )ޖީއެސްޓީ ހިމަނައގިެން( 3.1
 ވަހ ގެ ވެލިޑީޓީ މ އްދަތެއް ދީފައި އޮނންަނވްާނެއެވެ.)ފަސްދޮޅަސް( ދ  60 ހ ށަހެޅޭ ބިޑ ގައި މަދ ވގެެން 3.2
 ވޮރނަްޓީއެއް ދނޭްޖހެޭނަމަ ވޮރަންޓީގެ މ އދްަތ . 3.3
 މަސައްކތަް ނނިްމ މށަް ހ ށަހަޅާ މ އދްަތ . 3.4
 ރ )ފަސްލައްކަ( ރ ފިޔާ އަށްވ ރެ ބޮޑ 500,000.00  ޖ މްލަ އަގ ބިޑް ސެކިއ ރިޓީއަކީ ހ ށަހަޅާ    މި މަސައްކަތ ގެ 3.5

 އިންސައްތަ އެވެ.   0.05ހ ށަހަޅާއަގ ގެ  ނަމަ
)ތިރީސް( ދ ވަސް އިތ ރ ވނާްޖހެޭނެއެވެ.   30ބިޑް ސެކިއ ރިޓީގެ ވެލިޑިޓީ މ އދްތަ ، ބިޑ ގެ ވެލިޑިޓީ މ އްދތަަށްވ ރެ   3.6

 އަދި ބިޑް ހ ށަހަޅާ ދ ވަހ  ބިޑާއެކ  ބިޑް ސެކިއ ރޓިީ ހ ށަހަޅނަްވާނެއެވެ.
އަގަކީ   3.7 ޖ މްލަ  ހ ށަހަޅާފައިވާ  ފަރތާ ން  ކާމިޔާބ ކ ރާ  ބޮޑ  500,000.00ބިޑް  އަށްވ ރެ  ރ ފިޔާ  )ފަސްލައްކަ(  ރ 

ން މިނިސޓްްރީން އެއްބަސްވ މ ގައި ސޮއިކ ރަ  )ދޭއް އިންސައތްަ(  2%އަގެއްނަމަ ޕާރފމޯަންސް ގެރެނޓްގީެގޮތ ގައި  
 ހ ށަހަޅނަްވާނެއެވެ.  ހަމަޖައްސާފައިވާ ވަގ ތ ގެ ކ ރިން

މިގތޮަށް ދައްކާ ބިޑްސެކިއ ރިޓީ އަދި ޕާރފމޯަންސް ގެރނެްޓީ ވނާްޖހެޭނީ ސަރ ކާރ  ގަބޫލ ކ ރެވޭ ބޭންކަކ ން ނ ވަތަ   3.8
އެޕްރޮޖެކޓްަކަށް ދޫކޮށްފައިވާ   ޝަނަކ ންފައިނނޭްޝަލް އިންސޓްިޓިއ  ކ ރެވިފައިވާ( އަކ ން  ގާއިމ   )ދިވެހިރާއްޖޭގައި 

 ސެކިއ ރިޓީ ނ ވަތަ ގެރެނޓްީއަކަށެވެ.
 ފާރީގެ ރެޖިސްޓްރޝޭަން ކޮޕީ. ވިޔަ 3.9

 އިކޮނަމިކް މިނިސްޓްރީއިން ދޫކށޮްފައިވާ ވިޔަފާރި ޕްރފޮައިލް  3.10
 އެސް.އެމް.އީ ނަމަ އެސް.އެމް.އީ ރެޖިސްޓްރޝޭަން ކޮޕީ.   3.11
 )ޖީ.އެސް.ޓީ އަށް ރަޖިސްޓްރކީ ރނަްޖހެޭ ނމަަ( ޖީ.އެސް.ޓީ ރެޖިސްޓްރޝޭަން ކޕޮީ.   3.12
)ގ ޅ ންހ ރި މަސައްކަތް ކޮށްފައިވާ ތަނތްަނ ން ދީފައިވާ ރަސްމީ ލިޔ ނތްައް، މަސައްކަތ ގެ ތަޖ ރިބާގެ ލިޔ ން.     3.13

މިގތޮ ން ހ ށަހަޅާ ލިޔ މ ގައި ކ ރި މަސައްކތަާއި، މަސައްކަތް ހަވާލ ކ ރެވ ނ  ތާރީޚާއި، މަސައކްަތ ގެ މ އްދަތ   އނެގެން 

mailto:thoha.abdulla@fishagriocean.gov.mv
mailto:suneetha.abdulla@fishagriocean.gov.mv


 
 

 

  6ރިސޯސަސް ، ޞަފ ހާ  އެންޑް އޯޝަން  ،އެގރްިކަލްޗރަމިނިސްޓރްީ އޮފް ފިޝރަީޒް                  ޞަފ ޙާ( 18) ޖ މްލަ  
 
 

އަދި  އޮތ ން(  ތާރީޚް  ނިންމި  މަސައކްަތް  ތާރީޚާއި  ނިންމަޖެހޭ  މަސައްކަތް  މ އްދތަާއި،  )މަސައްކަތ ގެ  އޮތ މާއި 
 މަސައްކަތ ގެ މ ޅި ޖ މްލަ އަގ  އނެގނެްއޮނންަން ވާނެއެވެ.( 

 ސަޕްލައިކށޮްދޭ ތަކތެީގެ އޮތޮރައިޒްޑް ޑިސްޓްރިބިއ ޓަރެއް/ރސިެލައެއް ނަމަ އެކަމ ގެ ލިޔ ން.  3.14
މަސްދ ވަސް ތެރޭގައި   3މަސައްކަތް ހަވާލ ކ ރ މ ގެ ކ ރިން މީރާއިން ދޫކ ރާ ޓެކްސް ކްލިއަރެންސް ރިޕޯޓް )ފާއިތ ވި    3.15

 ދޫކށޮްއިވާ( ހ ށަހަޅނަްޖެހޭނެއެވެ. 
 ގައިވާ ހ ށަހަޅނަްޖެހޭ ތަކތެީގެ ލިސޓްް 1މި ލިޔ މ ގެ ޖަދ ވަލް   3.16
 ފޯމް ގައިވާ އނަްދާސީ ހިސާބ  ހ ށަހަޅާ 2މި ލިޔ މ ގެ ޖަދ ވަލް   3.17

 
ގައި ބަޔނާްކ ރާ ލިޔ ންތައް ފިޔަވައި    3.17އަދި    3.16،  3.14  ، 3.6  ، 3.5  ، 3.4،  3.3،  3.2،  3.1  މާއްދާގެ   ނޯޓް: މި 

ތިޔާރ   ޚް ފަރތާްތަކ ން އެ ލިޔ ންތައް ހޯދ މ ގެ އި   ބޑިް ހ ށަހަޅާ ދެންހ ރި މާއދްާތަކ ގައިވާ ލިޔ ންތައް ހ ށަނާޅާ ހާލތަްތަކ ގައި،  
ން ފެށިގެން ސަރ ކާރ  ބނަްދ   ޚ  ތާރީ   އީމެއިލް ފނޮ ވާ   މަށް މިނިސޓްްރީން މިނިސޓްްރީއަށް ލިބިގެންވެއެވެ. މގިޮތ ން ލިޔ ން ހޯދ  

 ދ ވަސް ތެރޭގައި ލިޔ ންތައް ހ ށަހަޅނަްޖެހޭނެއެވެ.   2ނޫން  
 

 އނަްދާސީ ހިސާބ ގައި ބައިވެރިވޭ ފަރާތްތައް  .4
ހ ޅ ވލާެވިފައވިަނީ  ނަންބަރ:    ،ބލީަން  )ޤނާޫނ   ޤާނނޫ   ކ ރ މ ގެ  ރަޖިސޓް ރީ  ވިޔަފާރި 18/2014ވިޔަފާރި  ދށަ ން  ގެ   )

 ރަޖިސޓް ރީ ކ ރެވިފައިވާ ތިރީގައި ބަޔާންކ ރާ ފަރާތތްަކަށެވެ. 
 . ދިވެހިރާއްޖޭގެ ކ ނފް ންޏާބެހޭ ޤނާޫނ ގެ ދށަ ން ރަޖިސޓް ރީ ކ ރެވިފައިވާ ކ ންފ ނިތައް. 4.1
 . ޕޓާންަރޝިޕް ޤނާޫނ ގެ ދށަ ން ރަޖިސޓްްރީ ކ ރެވިފައިވާ ޕޓާްނަރޝިޕްތައް. 4.2
 . ކޯޕަރޭޓިވް ސޮސައޓިީގެ ޤނާޫނ ގެ ދށަ ން ރަޖިސްޓްރީ ކ ރެވިފައިވާ ކޯޕަރޭޓިވް ސޮސައޓިީތައް. 4.3
 .އަމިއްލަ ފަރ ދ ންގެ ވިޔަފާރީގެ ޤނާޫނ ގެ ދށަ ން ރަޖިސްޓްރީ ކ ރެވިފައިވާ އަމިއްލަ ފަރ ދ ންގެ ވިޔަފާރިތައް. 4.4
މެދ     4.5 ކ ދި އަދި  ހިސާބ  ހ ށަހެޅ މ ގެ ފ ރ ސަތ  ހ ޅ ވާލެވިފައި ވަނީ ހަމައެކަނި  މި މސަައްކތަަށް އނަްދާސީ 

   ފނަްތީގެ ވިޔަފާރި )އެސް.އެމް.އީ( ތަކަށެވެ.
ގައި ބަޔނާްކ ރާ ފަރތާްތަކ ގެ އިތ ރ ން އހެެން ފަރތާްތަކަކަށް ބީލަމަށް ކ ރިމަތލިެވޭނަމަ އެކަން    4.1. މިމާއްދާގެ  4.5

 ބީލނަް ޝީޓްގައި ބަޔާން ކށޮްފައިވާނެއެވެ.
 މާލީގޮތ ން ޤާބިލް ފަރާތަކަށވް ން.  .5

 މަސް ދ ވަހ ގެ ބޭންކް ސޓްޓޭމްެނޓްް ހ ށަހަޅަންވާނެއެވެ.  6ބިޑް ހ ށަހަޅާ ފަރާތ ގެ އނެްމެ ފަހ    5.1
 

 އނަްދާސީ ހިސާބ  ބތާިލްކ ރ ން.  .6
ކ ރ މ ގެ އނަްދާސީ ހިސާބ ތައް ބޠާިލް  އި ބަޔނާްކޮށްފައިވާ ގތޮަށް އަމަލ  ނ ކ ރާ ފަރތާްތަކ ގެ  ލޫމާތ  ކަރ ދާހ ގަޢ މި މަ 6.1

 ތިޔާރ  މިނިސޓްްރީއށަް ލިބިގެންވެއެވެ. ޚްއި
 ސް ފައިސާ އަދި އެޑވްާންސް ފައިސާގެ ގެރެނޓްީ ން އެޑްވާ  .7

ދައ ލަތ ގެ މާލިއްޔަތ ގެ ގަވާއިދާ އެއްގތޮަށް އެޑވްާންސް ފައިސާ    ،އެޑވްާންސް ފައިސާ ހޯދ މަށް އެދި ހ ށަހަޅައިފނިަމަ 7.1
 ދޫކ ރެވދިާނެއެވެ.

ދޫކ ރެވޭނީ ޕްރޮކިއ މނަްޓްގެ ޖ މްލަ އަގ    7.2 ހާސް( ދިވެހި    -/250,000އެޑވްާންސް ފައިސާ  )ދެލައްކަ ފަންސާސް 
 ރ ފިޔާއަށްވ ރެ ބޮޑ ވާނަމައެވެ.



 
 

 

  7ރިސޯސަސް ، ޞަފ ހާ  އެންޑް އޯޝަން  ،އެގރްިކަލްޗރަމިނިސްޓރްީ އޮފް ފިޝރަީޒް                  ޞަފ ޙާ( 18) ޖ މްލަ  
 
 

)ސާޅީސް ފަހެއް( ދ ވަހ ގެ ތެރޭގައި   45އެޑވްާންސް ފައިސާ ހޯދ މަށްއެދި ހ ށަހަޅނާަމަ، މަސައްކަތް ހަވާލ ވާތާ   7.3
 އެޑވްާންސް ފައިސާއަށް އެދި ހ ށަހަޅނަްވާނެއެވެ.

ގަބޫލ ކ ރެވޭ  7.4 ސަރ ކާރ ން  ގޮތ ގައި  ގެރނެްޓީގެ  ޕޭމނަްޓް  އެޑވްާންސް  ހ ށަހަޅާނަމަ  ހޯދ މަށް  ފައިސާ  އެޑވްާންސް 
ޕްރޮޖެކޓްަކަށް  މި  އިންސޓްޓިިއ ޝނަަކ ން  ފައިނނޭްޝަލް  ގާއިމްކ ރެވިފައިވާ  ދިވެހިރާއްޖޭގައި  ނ ވަތަ  ބޭންކަކ ން 

 ދޫކށޮްފައިވާ ގެރނެްޓީއެއް ހ ށަހަޅަންވާނެއެވެ. 
އަގ ގެ   7.5 ޖ މްލަ  މަސައްކަތ ގެ  ދޫކ ރެވޭނީ  ގޮތ ގައި  ފައިސާގެ  އަށްވ ރެ   %15އެޑވްާންސް  އިންސައތްަ(  )ފަނަރަ 

ޚދި މަތް   ނ ވަތަ  ކ ރަމ ންދާއިރ   މަސައކްަތް  ފައިސާ  ދެވޭ  ގޮތ ގައި  އޑެވްާންސްގެ  އަދި  އަދަދެކެވެ.  ބޮޑ ނ ވާ 
 ހޯދަމ ންދާއިރ  ހ ށަހަޅާ ބލިްތަކ ން، ކނޮްޓްރެކްޓްގެ ޖ މްލަ އަގ ގެ ނިސްބތަ ން އ ނިކ ރެވޭނެއެވެ. 

 
 ބިޑް ސެކިއ ރޓިީ  .8

އަގަކީ   8.1 ހ ށަހަޅާ  އަގެއްނަމަ    500,000.00ބލީަމަށް  މަތީގެ  ރ ފިޔާއަށްވ ރެ  ޝީޓްގައި  )ފަސްލައްކަ(  ބީލަން 
 ބަޔާންކށޮްފައިވާ އަދަދ ގެ ބިޑް ސެކިއ ރިޓީއެއް ހ ށަހަޅނަްވާނެއެވެ.

 )ތިރީސް( ދ ވަސް އިތ ރ ވނާްޖހެޭނެއެވެ. 30ތ  ބިޑ ގެ ވެލިޑިޓީ މ އްދތަަށްވ ރެ ބިޑް ސެކިއ ރިޓީގެ މ އްދަ 8.2
ގާއިމް  8.3 ދިވެހިރާއްޖޭގައި  ނ ވަތަ  ބޭންކަކ ން  ޤަބޫލްކ ރާ  ހ ށަހަޅނަްޖހެޭނީ ސަރ ކާރ ން  ގޮތ ގައި  ސެކިއ ރިޓީގެ  ބިޑް 

ނ ވަތަ   ސެކިއ ރިޓީ  ދޫކޮށްފައިވާ  ޕްރޮޖެކޓްަށް  މި  އިންސޓްިޓިއ ޓޝްަންއަކ ން  ފައިނނޭްޝަލް  ކ ރެވިފައިވާ 
 ގެރނެްޓީއެކެވެ.

)ހތަެއް( ދ ވަހ ގެ ތެރޭގައި   7ފަރތާަށް އެކނަް އަންގާ ތާރީޚ ން ފށެިގެން ރސަްމީ ބަންދ  ނޫން    ބލީަން ކާމިޔާބ ކ ރާ 8.4
 ބލީަން ކާމިޔާބ  ނ ވާ ފަރތާްތަކ ގެ ބިޑް ސެކިއ ރީޓީ އެފަރާއތްަކަށް ރައްދ ކ ރެވޭނެއެވެ.

ފަރތާަށް ބލީަން    ބލީަން ހ ޅ ވ މށަްފަހ  ބލީަން ހ ށަހެޅި ފަރތާަކ ން ބލީަމ ން ވަކިވެއްޖެނަމަ ނ ވަތަ ބލީަން ކާމިޔާބ ކ ރާ  8.5
ސެކިއ ރިޓީ ދައ ލތަަށް   ކާމިޔާބ ވިކަމ ގެ ލިޔ ން ލިބ މށަްފަހ  ބލީަން ކެންސލަްކޮށފްިނަމަ އެފަރތާ ން ހ ށަހަޅާފައިވާ ބިޑް

 ނެގޭނެއެވެ. 
 ޕާރފމޯަންސް ގެރެނޓްީ.  .9

)ފަސްލައްކަ( ރ ފިޔާއަށްވ ރެ މަތީގެ އަގެއްނަމަ ބީލަން ކާމިޔާބ ކ ރި ފަރތާ ން   500,000.00ބލީަމަށް ހ ށަހަޅާ އަގަކީ   9.1
މި   އިންސޓްިޓިއ ޓަކ ން  ފައނިޭޝަލް  ޤާއިމްކ ރެވިފައިވާ  ދިވެހިރާއްޖޭގައި  ނ ވަތަ  ބޭންކަކ ން  ޤަބޫލ ކ ރާ  ސަރ ކާރ  

 ގައިވާ ގޮތށަް(.  3.7ދާގެ ވަނަ މާއް 03ޕްރޮޖެކޓްށަް ދޫކޮށްފައިވާ ސެކިއ ރިޓީއެއް ހ ށަހަޅނަްވނާެއެވެ. )
ގެ މ އދްަތ ، އެއްބަސްވ މ ގައި ސޮއިކ ރާ ތރާީޚ ން ފށެިގެން މ ޅި މސަައްކަތ ގެ މ އްދތަަށްވ ރެ ޕާރފމޯަންސް ގެރެނޓްީ 9.2

 ހ ށަނާޅައފިިނަމަ ބެލެވޭނީ މަސައްކަތް ހަވާލ ނ ވީކަމަށެވެ.    ކ ރ މ އްދތަަކަށް ވގެެނން ވާނެއެވެ. ޕާރފމޯަންސް ގެރެނޓްީ
ކާމިޔާބ ކ ރި 9.3 ބލީަން  ބެހެއޓް މަށް  ގެރނެްޓީ  ގެރނެްޓީ   ޕާރފމޯަންސް  ޕާރފޯމނަްސް  މ އްދަތ ގައި  ދެވޭ  ފަރތާަށް 

ލް ކ ރ މަށފްަހ ، އފެަރާތ ން ހ ށަހަޅާފައިވާ  ޠި ނ ބަހައޓްައިފިނަމަ، މިމަސައްކަތް ހަވާލ ކ ރ މަށް ނނިްމާފައިވާ ނނިްމ ން ބާ
 އެވެ.ނގެޭނެބިޑް ސެކިއ ރޓިީ ދައ ލތަަށް 

 
 ބީލަން އިވަލ އޭޓްކ ރެވނޭެގޮތް އަދި ބލީަން އެވޯޑް ކ ރ ން.  .10

 މި މަސައްކތަަށް ބލީަން ހ ށަހަޅާ ފަރތާްތަކ ގެ ބލީަންތައް އިވަލ އޓޭްކ ރެވޭނީ ހ ރިހާ އައޓިަމަކަށް އެއްކޮށެވެ.  10.1
ފަރތާަށް  10.2 ކ ރި  ކާމިޔާބ   ބލީަން  އެކަން  ކަނޑައޅެ މ ން  ފަރާތެއް  ކ ރާނެ  އެވޯޑް  މަސައްކަތް  މި  ކޮމޓިީން  ބިޑް 

ފަރތާތްަކަށް   ނ ހޮވޭ  އަދި  ލިބޭނެއެވެ.   5އނެްގޭނެއެވެ.  ހ ށަހެޅ މަށް  ޝަކ ވާ  މ ހ ލަތެއް  ދ ވަހ ގެ  )ފަހެއް( 



 
 

 

  8ރިސޯސަސް ، ޞަފ ހާ  އެންޑް އޯޝަން  ،އެގރްިކަލްޗރަމިނިސްޓރްީ އޮފް ފިޝރަީޒް                  ޞަފ ޙާ( 18) ޖ މްލަ  
 
 

ފަރާތާއިއެކ   ކ ރެވ ނ   އެވޯޑް  ނ ވާނަމަ  ހ ށަހަޅާފައި  ޝަކ ވާއެއް  ފަރތާަކ ން  އެއްވެސް  ތެރޭގައި  މިމ އްދަތ ގެ 
 އެއްބަސްވ ން ހެދި މަސައްކތަް ހަވާލ ކ ރެވޭނެއެވެ.

 
 ބީލަން އިވޭލ އޭޓް ކ ރ މަށް ބނޭ ން ކ ރާނެ މނިްގަނޑ   .11

ބިޑތްަށް އިވެލ އޓޭް ކ ރ މ ގައި މިއޮފހީ ން ދީފައިވާ ރިކ އަރމެނޓްަށް ފތެޭތޯއާއި ފ ރިހަމަ ކ ރނަްޖެހޭ މައ ލޫމތާ ތައް  11.1
 ލް ކ ރެވޭނެއެވެ.ޠިފ ރިހަމަކށޮްފައި ވޭތޯ ބެލ މަށފްަހ  ރިކ އަރމެނޓްށަް ނ ފެތޭ ނ ވަތަ ފ ރިހަމަ ނ ވާ ބިޑްތައް ބާ

 

 

 )ހަތދްިހަ( ޕޮއނިްޓް: 70މަސައްކަތ ގެ އަގަށް 
 މަސައްކަތ ގެ އަގަށް ޕޮއިނޓްްދިނ މ ގައި ބެލޭނީ އނެްމެ ކ ޑަ އަގ  ހ ށަހަޅާ ފަރތާަކަށް ގިނަ ޕޮއިނޓްްލިބޭ އ ޞލޫަކ ނންެވެ. 

 ( 70  × އަގ  )ހ ށަހެޅި އނެްމެ ހެޔޮ އަގ  / ހ ށަހެޅ  ފަރާތ ގެ އަގ  
 )ދިހައެއް( ޕޮއިނޓްް  10ތަޖ ރިބާއަށް 

ތަޖ ރިބާއަށް ޕޮއނިްޓް ދިނ މ ގައި ބލެެވޭނީ މަސައްކަތް ކށޮްފައިވާ ތަނތްަނ ން ދީފައިވާ ރަސްމީ ލިޔ ންތަކަށް 
ބަލައިގނެްނެވެ. އެގޮތ ން އެލިޔ މަކީ މަސައްކތަް ނނިްމި ކަމ ގެ ލިޔ މަކަށް ވާނވްާނެއެވެ. އަދި އެ ލިޔ މ ގައި ކ ރި  

ރީޙާއި، މަސައްކަތ ގެ މ އދްަތ   އެގެން އޮތ މާއި )މ އްދަތ  ނ ވަތަ  މަސައްކތަާއި، މަސައްކަތް ހަވާލ ކ ރެވ ނ  ތާ
މަސައްކތަް ނނިްމަޖެހޭ ތާރީޙް ނ ވަތަ މަސައްކަތް ނިންމި ތާރީޚް އޮތ ން( އަދި މަސައްކަތ ގެ މ ޅި ޖ މްލަ އަގ  

މަސައްކަތާއި ގ ޅ ންހ ރި  އެގެންއނޮްނނަް ވާނެއެވެ. އަދި އެފަދަ ލިޔ މެއް ވާނވްާނީ މި އިޢ ލާނާއި ގ ޅިގެން ކ ރނަްޖެހޭ
 ލިޔ މަށެވެ. 10ލިޔ މަކަށެވެ. އަދި ގނިަވެގެން ބަލާނީ 

 
 ތަޖ ރިބާގެ ލިޔ ންތަކަށް ޕޮއިނޓްްދޭނީ އަނންަނިވި ގޮތަށެވެ. 

 
 )ފހަެއް( ޕޮއިނޓްް  5ހ ށަހަޅާފައިވާ ލިޔ ންތަކ ގެ އަދަދަށް 

 ( 5  × )ހ ށަހެޅި ފަރާތ ން ހ ށަހަޅާފައިވާ ލިޔ ންތަކ ގެ އަދަދ  /  އެންމެ ގިނައިން ހ ށަހަޅާފައިވާ ލިޔ ންތަކ ގެ އަދަދ  
 

 )ފހަެއް( ޕޮއިނޓްް  5ހ ށަހަޅާފައިވާ ލިޔ ންތަކ ގެ ޖ މްލަ އަގަށް 
 ( 5  × )ހ ށަހެޅި ފަރާތ ން ހ ށަހަޅާފައިވާ ލިޔ ންތަކ ގެ ޖ މްލަ އަގ  / އެންމެ ބޮޑ  އަގ   

 )ވިހި( ޕޮއނިްޓް:  20މ އްދތަަށް 
މަސައްކަތ ގެ މ އްދތަަށް ޕޮއިނޓްްދިނ މ ގައި ބެލޭނީ އނެްމެ ކ ރ  މ އދްަތެއް ހ ށަހަޅާ ފަރތާަކަށް ގިނަ ޕޮއިނޓްްލިބޭ  

 އ ޞލޫަކ ނންެވެ. 
  (20   × މ އްދަތ  )ހ ށަހެޅި އނެްމެ ކ ރ  މ އްދަތ  / ހ ށަހެޅ  ފަރާތ ގެ މ އްދަތ   

 

 

 



 
 

 

  9ރިސޯސަސް ، ޞަފ ހާ  އެންޑް އޯޝަން  ،އެގރްިކަލްޗރަމިނިސްޓރްީ އޮފް ފިޝރަީޒް                  ޞަފ ޙާ( 18) ޖ މްލަ  
 
 

 

` 

 

 ރިސޯސަސް    އނެޑްް އޝޯަން ،އެގރްިކަލްޗަރމިނިސޓްރްީ އޮފް ފޝިަރޒީް 

 މާލެ، ދވިހެރިާއްޖެ 

 ޗެކލްސިްޓް   ލޔި ންތަކ ގެހ ށހަަޅަންޖހެޭ  - 1ޖަދ ވަލް  

 

 ބީލަން ހ ށަހަޅާ ފަރާތ ން  ތަފްޞީލް  #

 

 ފަރާތ ން   މިނިސްޓްރީގެ 

 

   ހ ށަހަޅާ ފމޯ   އަނދްާސީހިސބާ  1

   ހމިަނައިގެން(ތީގެ ޖ މްލަ އަގ  )ޖއީެސްޓީ މަސައްކަތ ގެ ނ ވަތަ ތަކެ 2

   މަސައްކަތް ނިނމް މަށް ނ ވަތަ ތަކެތި ފރޯ ކޮށދްިނ މަށް ހ ށަހަޅާ މ އްދަތ .  3

   ވރޮަންޓީއއެް ދޭނޖްެހޭ އއެްޗއެްނަމަ ވޮރަންޓީގެ މ އްދަތ .  4

   ދ ވަހ ގެ ވެލިޑީޓީ މ އދްަތެއް އޮންނަންވާނެއެވެ.  60ހ ށަހޅެޭ ބިޑ ގައި މަދ ވެގެން  5

   ބީލަން ހ ށަހޅަާ ފަރާތ ގެ އެޑރްެސް، ގ ޅޭނެ ފޯނ  ނަންބރަ  އަދި އީމއެިލް އެޑްރެސް.  6
   ސެކއި ރިޓީ.  ރ ފިޔއާަށްވ ރެ ބޮޑ ވާނަމަ، ބިޑް 500,000.00ބިޑ ގެ ޖ މްލަ އަގ   7
   ވިޔަފރާީގެ ޕްރޮފައިލް  8
   ވިޔަފރާީގެ ރަޖިސްޓރްީގެ ކޮޕީ.  9
   އިކޮނމަިކް މިނިސްޓރްީއިން ދޫކޮށްފއަިވާ ވިޔަފރާި ޕްރޮފައިލް  10
   އެސް.އމެް.އީ އއެްނމަަ ރަޖިސްޓްރޭޝަންގެ ކޮޕީ. 11
ޖީ.އެސް.ޓީ ނ ވަތަ ބީޕީޓީ ރަޖިސްޓރްޭޝަން ސެޓްފިކެޓ ގެ ކޮޕީ.)ޖއީެސްޓއީަށް   12

 ރޖެިސްޓރްީ ކޮށްފއަިވާނަމަ(
  

ސަޕްލއަިކޮށްދޭ ތަކެތީގެ އޮތަރައިޒްޑް ޑިސްޓރްބިިއ ޓރަެއްނަމަ އެކމަ ގެ ލިޔ ން  13
 ހ ށަހޅަަން ޖެހޭނއެެވެ. 

  

   މަސައްކަތ ގެ ތަޖ ރިބާގެ ލިޔ ން  14
އމަިއްލަ ފަރާތްތަކ ން އަނދްާސީ ހިސާބ  ހ ށަހޅަާނމަަ ހ ށަހޅަާ ފަރާތ ގެ މ އްދަތ   15

 ހމަަނ ވާ އއަިޑީ ކާޑ ގެ ކޮޕީ 
  

   ސްޓޭޓމްެންޓް  ބޭންކް ދ ވަހ ގެ މަސް  6 ފަހ  އެންމެ  ފަރާތ ގެ ހ ށަހަޅާ ޑްބި 16
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c 

 
 

ރިސޯސަސް    އެންޑް އޝޯަން   ،އެގްރިކަލްޗަރ މިނިސްޓްރީ އޮފް ފިޝަރީޒް   
 މާލެ، 

 ދިވެހިރާއްޖެ 

 އަނދްާސީ ހިސާބ  ހ ށހަަޅާ ފމޯ    - 2ޖަދ ވަލް  

 

 

 އނަްދާސީ ހިސާބ  ހ ށަހަޅާ ފަރާތ ގެ މޢަ ލޫމާތ  
ރަޖިސްޓްރޝޭަން  ވިޔަފާރީގެ ނަން 

 ނަންބަރ  
ރަޖިސޓްްރީ  
 ކ ރިތާރީޚް 

ރަޖިސްޓްރީވެފައިވާ 
 އެޑްރެސް 

    
 

 އނަްދާސީ ހިސާބ  ހ ށަހަޅާ ފަރާތ ގެ އިޤ ރާރ  
 މި މަސައްކަތށަް ހ ށަހަޅާފައިވާ އނަްދާސީ ހިސާބ ގައިވާ މަޢލޫޫމާތަކީ ތެދ  މަޢ ލޫމާތެވެ. 

 
 ސޮއި:                                       ސޓްޭމްޕް  

 ނޯޓް:
 . އނަްދާސީ ހިސާބާއެކ  މި ފޯމ ގެ ހ ރިހާ ބައިތަކެއް ފ ރިހަމަ ކ ރ މަށފްަހ  ހ ށަހަޅނަްވާނެއެވެ (1

 

 

 އނަްދާސީ ހިސާބާބެހޭ މަޢ ލޫމާތ  
 ސަޕްލައިކ ރ ން.  ............،މަސައްކަތް/ ޕްރޮޖެކްޓްގެ ނަން: 

 އޢި ލާން ނަންބަރ :  
  : ހ ށަހަޅާ ޖ މްލަ އަގ 

 

 އިން ގ ޅަންވީ ފަރާތެއްގެ މޢަޫލޫމާތ  މިނިސްޓްރީ އނަްދާސީ ހިސާބާ ބެހޭގތޮ ން  
 ނަން:

 ދާއިމީ އެޑްރެސް: 
 މޮބައިލް ފޯން ނަންބަރ :

 އީމެއިލް އެޑްރެސް: 
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 ޓެކްނިކަލް ސްޕެސިފިކޭޝަން 
Facilities and Supporting Materials – Technical Parameters and Requirements 

I. Overall Technical Requirements 

1. All equipment, materials, accessories, and auxiliary materials shall be brand-new, compliant products that meet 

the technical requirements specified in the tender documents. 

2. The material, specifications, dimensions, performance parameters, surface treatment, and installation methods 

of all products shall comply with the requirements set forth in these Technical Parameters and shall be suitable 

for the on-site use, installation, and operation requirements of the project. 

3. The galvanizing treatment applied to the surfaces of steel components shall be uniform, complete, and secure; 

no significant quality defects that would affect serviceability—such as visible incomplete coating, peeling, 

flaking, corrosion, or deformation—shall be present. 

4. The equipment and materials shall possess stable quality, a robust structure, easy installation, and high 

reliability, while also meeting the durability requirements under normal operating conditions. 

5. Upon delivery of all equipment and materials, the purchaser shall be provided with the product qualification 

certificates, quality certification documents, user manuals, and all necessary testing records; the purchaser shall 

have the right to conduct random sampling inspections of the delivered materials. 

6. The primary materials, specifications, models, or performance parameters specified in these technical 

parameters shall not be altered without authorization. If products equivalent to or superior to the requirements set 

forth in these technical specifications are to be used, such use shall be clearly stated in writing in advance, and the 

relevant technical documentation shall be provided. 

 

II. Technical Specifications for Equipment and Materials 

 

No. Equipment/M

aterial Name 

Specificati

ons & 

Model 

Technical Specifications and 

Requirements 

Uni

t 

Total 

quant

ity 

Photograph 

1 
Steel Pipes 

(DN40) 
 

Use DN40 steel pipes, each with a 

length of 2 m and a wall thickness of no 

less than 2 mm; the surface shall be 

subjected to hot-dip galvanizing 

treatment, with a zinc coating thickness 

of no less than 25 μm; a matching 

sealing cover plate shall be installed at 

the top, ensuring secure and reliable 

installation. 

pcs 2680 

 

2 
Steel Pipes 

(DN40) 
 

Use DN40 steel pipes, each with a 

length of 6 m and a wall thickness of no 

less than 2 mm; the surface shall be 

subjected to hot-dip galvanizing 

treatment, with a zinc coating thickness 

of no less than 25 μm; appropriate 

sealing cover plates shall be fitted to the 

ends. 

pcs 1340 
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3 

Steel Pipes 

(DN40 - for 

lighting pole) 

 

DN40 steel pipe with a length of 4 m 

and a wall thickness of no less than 3 

mm; the surface shall be subjected to 

hot-dip galvanizing treatment, with a 

zinc coating thickness of no less than 25 

μm; matching sealing cover plates shall 

be fitted to the ends to meet the 

installation requirements for lighting 

equipment. 

pcs 40 

 

4 

Solar-powered 

integrated 

streetlight 

monitoring 

unit 

All-in-one 

machine 

Memory card configuration: [Video 

recording duration should be at least 3 

days for playback]; Resolution should be 

no less than 5 megapixels; Must comply 

with the Maldives' requirements for 

operating without fiber optics or using a 

removable SIM card; Automatically 

switches to active recording mode when 

battery level falls below 50%; Supports 

visitor alert, mobile tracking, real-time 

mobile phone message notification, and 

white light warning. 

Streetlight power: 90 W; Solar-powered 

lights default to turning on when 

someone is present and off when no one 

is around; this can be adjusted via the 

app to maintain continuous illumination. 

10 batteries, each with a capacity of 

20,000 mAh; under default settings, the 

battery life lasts approximately 3 days 

during continuous rainy weather; the 

device will automatically shut down 

when the battery is completely drained 

during rainfall; upon shutdown, the 

device will automatically restart if the 

battery level rises above 20%. 

Compatible expansion bolts and fixing 

clamps; 

pcs 40 

 

5 

Door 

accessories 

Main door 

frame 

Each door measures 1.5 m in height and 

1.45 m in width; the wall thickness shall 

not be less than 2 mm. 

pcs 20 

 

6 

Main gate 

connected 

to the pillar 

pivot 

Material: The main component shall be 

made of SUS304 stainless steel. 
pair 40 

 

7 Latch 
Material: The main component shall be 

made of SUS304 stainless steel. 
pcs 10 
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8 

DN40 – 

includes 

four right-

angle 

connectors 

Cold galvanizing or electro-galvanizing 

treatment shall be applied, with a zinc 

layer thickness of no less than 25 μm; 

connection dimensions shall be accurate, 

and installation shall be secure and 

reliable. 

pcs 80 

 

9 
Three-way 

connector 

DN40 

connector 

Cold galvanizing or electro-galvanizing 

treatment is applied, with a zinc layer 

thickness of no less than 25 μm; 

dimensional compatibility ensures 

secure and reliable connection. 

pcs 2720 

 

10 

Four-corner 

three-way 

connector 

DN40 

connector 

The component is subjected to cold 

galvanizing or electro-galvanizing 

treatment, with a zinc coating thickness 

of no less than 25 μm; it features a 

robust structure and reliable connections. 

pcs 60 

 

11 

Direct 

connection 

piece 

DN40 

Companion 

For right-angle connections of DN40 

pipes; shall be subjected to cold 

galvanizing or electro-galvanizing 

treatment, with a zinc coating thickness 

of no less than 25 μm; the connection 

shall be secure and shall not exhibit any 

noticeable loosening or deformation. 

pcs 50 

 

12 

Right-angle 

two-way 

connector 

DN40 

Companion 

For right-angle connections of DN40 

pipes; subjected to cold galvanizing or 

electro-galvanizing treatment, with a 

zinc layer thickness of no less than 25 

μm; the connection shall be secure and 

shall not exhibit any noticeable 

loosening or deformation. 

pcs 30 

 

13 Nylon Mesh 

90 mm 

diameter, 

aperture 10 

cm, height 

1.5 m 

Made of nylon material; rope diameter: 

90 mm; mesh size: 10 cm × 10 cm; mesh 

height: 1.5 m; uniform weaving with no 

obvious broken strands, loose knots, or 

damage; excellent tensile strength and 

weather resistance. 

Squ

are 

met

er 

12300 

 

14 
Nylon cable 

ties 

7.6mm×20

0mm 

Made of plastic; width: 7.6 mm; length: 

200 mm; features a sturdy and reliable 

locking mechanism with excellent 

tensile strength and aging resistance. 

Bu

ndl

es 

120 

 

15 Ground nail 

Diameter: 

10 mm × 

Length: 30 

cm 

Steel materials shall be used: reinforcing 

steel bars; diameter 10 mm, length 30 

cm; these bars shall possess sufficient 

strength and stiffness, and shall not be 

noticeably bent or fractured. 

Pie

ces 
8200 
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16 
Self-priming 

pump 
750W，

220V 

Two-phase motor; the main materials for 

the overcurrent components and pump 

body are cast iron; IP55 protection 

rating; clamp-on connection; rated 

voltage: 220 V; rated power: 750 W; 

rated flow rate: 15 m³/h; rated head: 20 

m; pipe diameter: 50.8 mm(2 inch). 

Pump motor rain shield. 

pcs 40 

 

17 
Prefab Storage 

Room 
 

Provided according to the drawings. 

Wall thickness shall not be less than 4 

mm.  

pcs 
10 

 

 

18 

Prefab 

Medicine 

Room 

 

Provided according to the drawings. 

Wall thickness shall not be less than 4 

mm. 

pcs 10 

 

19 Prefab Shade  
Provided according to the drawings. No 

walls and doors required.  
pcs 10 

 

20 

Timed 

Irrigation 

Controller 

 Water pump controller pcs 40 

 

21 
Anti corrosive 

paint 
 

For use after installation at all 

connection points. 

10 

kg 

per 

barr

el 

20 
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III. Tools List 

 

Order 

Number 

Name Description Unit Total 

Quantity 

Reference Photo 

1 Hoe  pcs 50  

2 

 

Spade Metal pcs 50  

3 Cotton 

gloves 

black colour pair 1000  

4 cutter big pcs 50  

5 Coredless 

drill set 

(Makita) 

Battery use set 10  

6 

Earth boring 

machine 

four-cycle engine 

Equipped with a four-stroke 

engine; drill bit length: 80 

cm; drill bit diameter: 20 cm 

or 25cm; features stable 

operation and user-friendly 

handling, meeting the 

requirements for on-site soil 

drilling operations. 

pcs 10 

 

7 Photovoltaic 

Energy 

Storage 

System 

Photovoltaic panels and 

mounting accessories, The 

installed capacity shall be no 

less than 3 kWp; the system 

shall be configured with two 

640-Wp photovoltaic 

modules, a photovoltaic 

mounting system, and 

photovoltaic cables. 

pcs 80 

 

8 

Battery, Energy storage 

battery with capacity of at 

least 4.5 kWh 

pcs 20 
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9 

Dc-to-ac converter, 6.2 kW 

Inverter 
pcs 10 

 

10 Chain 

Trencher / 

Chain -type 

Trenching 

machine 

Machine Type - Self-

propelled, walk-behind chain 

trencher 

Power Type- Diesel engine 

Trenching Width -10-15 cm, 

optional/configurable  

Trenching Depth -10–90 cm, 

adjustable 

Productivity -180 m/h 

Machine Weight -200 kg 

Overall Dimensions -210 × 

80 × 90 cm 

Chain Material - Carbon 

steel 

Cutting Teeth Material- 

Alloy 

pcs 10 
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 ޕްރީފެބް ޝޭޑ ގެ ކ ރެހ ންތައް 

 


