
        

 

 

 

 1އެނކެްސް  

 ސްޕެސފިިކޝޭނަްސް   ގައނުް   ބނޭުންވާ   ހޮސްޕޓިލަށަް   އެކުއޓެޯރިއލަް   އައްޑޫ 

 

 ޖުމލްަ ފަހނަް ޖހެޭ އދަދަު  ތަފްސލީް  ކލުަ  ނަން  #
  

1 

 –ޕޝޭނަޓްް ގައނުް އތަް ކުރު

 (ރެޕް ރައނުްޑް) ބޮޑު ސައިޒު 
 ގުރފާހެި

 އނިްޗި 28ބާމތަި:

 އނިްޗި 48ދިގު މނިް:

 އނިްޗި 13އތަުގެ ދިގުމނިް:
25 

2 

 –ޕޝޭނަޓްް ގައނުް އތަް ކުރު

 (ރެޕް ރައނުްޑް) މދެު ސައިޒު 

 

 ގުރފާހެި

 އނިްޗި 22ބާމތަި:

 އނިްޗި 48ދިގު މނިް:

 އނިްޗި 11އތަުގެ ދިގުމނިް:
25 

3 

 –ޕޝޭނަޓްް ގައނުް އތަް ކުރު

 (ރެޕް ރައނުްޑް) ކުޑަ ސއަިޒު 

 

 ގުރފާހެި

 އނިްޗި 18ބާމތަި:

 އނިްޗި 30ދިގު މނިް:

 އނިްޗި 9އތަުގެ ދިގުމނިް:
50 

4 

 ގދަަ މެރނޫް ސޓްފާް ގައނުް އތަް ދިގު

 އނިްޗި 20ބާމތަި:

 އނިްޗި 38ދިގު މނިް:

 އނިްޗި 9އތަުގެ ދިގުމނިް:
40 

5 

 ގދަަ މެރނޫް ސޓްފާް ގައނުް އތަް ކުރު

 އނިްޗި 32ބާމތަި:

 އނިްޗި 42ދިގު މނިް:

 އނިްޗި 15ދިގުމނިްއތަުގެ 
10 

6 

 ދނަބު ކލުަ  އތަް ކުރު -ވިޒޓިާރސް ގައނުް

 އނިްޗި 18ބާމތަި:

 އނިްޗި 38ދިގު މނިް:

 އނިްޗި 10އތަުގެ ދިގުމނިް

20 

 
 

  



        

 

 

 

 

Specifications 

Fabric: 100% cotton or 50/50 cotton polyester blend 
Number of threads: Warp 75, weft 75 (per 3cm) 
Metric count: Warp 28, weft 27 (per 3cm) 
  
Or 

  

Fabric: Cretonne, cotton 100% 
Weight: 180g/m² 
Number of threads: Warp 24, weft 24 (per cm) 
Metric count: Warp 28, weft 28 (per cm) 
  
Or 

  

Fabric: 50% polyester and 50% cotton fabric 
Weight: ±175gr/m² 
Number of threads: Warp 24, weft 22 
Metric count: Warp 28, weft 28 

  
  
Color and material quality must be able to withstand repeated washings and 
sterilizations. 
 
Reusable materials are typically composed of different tightly-woven textiles and/or knitted 
cotton, or other fabrics possibly blended with polyester and/or chemically treated. These 
products have to be durable and provide protection after many cycles of processing and 
treatment. 

 




