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Overview 
 
Street View App 
The Google Street View App (SV App) provides a mechanism for users to upload 360 
images to a Google-hosted collection of “user Street View”. Once published this imagery 
can be viewed by other SV App users, and appears on desktop Maps as part of the 
Street View layer. The images are owned by the users and remain under their control 
(e.g., deleting from their published profile will delete across all Google products). The 
App is available for free from Google Play. 
 
 
Ricoh Theta-S Camera 
The Ricoh Theta-S is a double fisheye lens camera 
which is able to capture 360 images and videos. Its 
firmware was built to follow the Open Spherical 
Camera (OSC) API specifications and as such is able 
to sync seamlessly with the Street View App.  

Images can therefore be captured using the SV App as 
a remote trigger. Images can also be captured by 
directly pressing a button on the camera (and then 
imported to the SV App), but this is not recommended 
as it leads to “big thumb” views. Not pretty. Nobody’s 
thumbs are pretty in close up. Trust us. 
 
The Ricoh Theta-S cameras (available in black) can be 
purchased for US $300-400 depending on retailer and 
country. This tutorial is also valid for the Theta-SC 
cameras (available in white, blue, beige and pink), 
which are slightly cheaper version of the same camera, 
but with reduced specifications. 
 

Note: This tutorial assumes that the Ricoh Theta-S camera will be mounted  
vertically on a tripod, selfie stick or other  stable surface. 

 
Camera Loans 
Google operates a 360 camera loaner program for users. Read about eligibility here and 
access the application form at g.co/StreetViewLoans 
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Application Downloads 
To use this tutorial you will require a Ricoh Theta-S (or SC) camera and an Android 
device with the following App installed from the Play Store: 
 

Google Street View 
 

Ricoh also provides several free mobile and desktop Apps for 360 image and video, 
capture, viewing and editing. A full list is available here. 
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1. Getting Started 
The Street View App (SV App) provides an interface for capturing, uploading and 
publishing 360 images. The easiest way of capturing these images is to connect a 360 
camera to the SV App. This user guide describes how to use the Ricoh Theta-S camera 
with the SV App. This section provides overviews of the Street View App interface and 
settings, and features on the Ricoh Theta-S camera. 
 
 
1.1. Getting Started → Street View App → Layout 

 
Fig 1.1  Street View App interface 

Search Bar 
 

Sidebar Menu 
 

View tabs 
 
 
Map with Image locations 

 
Global View 
Current Location 
 

 
 
 
 
 
 
Image Card 
 
Name and Number of  
images in a collection 

 
Map View 
When opening the Street View App, the view presented contains three elements; Search Bar, 
Map and Image Card. The map contains red dots that show where 360 images are located. At 
low zoom levels the dots for closely located images are coalesced into one larger red dot 
containing a white number indicating the number of images it represents. 
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Search 
Searching for a location in the search bar will change the map to that area and show the 
locations of image collections in that area. The two icons on the right side of the search bar will 
also change the map view: 

● Global View - Map View zooms out to the lowest zoom level to see a maximum amount 
of map coverage. 

● Current Location - Map View moves to the phone’s current physical location. 
 
 
View Tabs 
Below the search bar are four tabs that determine which images to view: 

● “FEATURED” - Google-collected galleries of Street View images. 

● “EXPLORE” - The best of user 360 images that have been made public on Google Maps. 

● “PROFILE” - Images that the current user has made public on Google Maps. 

● “PRIVATE” - Images captured by or uploaded to the Street View App but not made public 
(and therefore only viewable on that individual device). 

● “CONTRIBUTE” - Suggestions of locations on the Google basemap needing 360 images 
 
Image Cards 
These are information cards at the bottom of the screen which contain a thumbnail image. If the 
image card represents a collection the image card shown will be the first in the collection. Tap 
the thumbnail to access a vertical stack of single image cards. These single image cards show 
the photo’s name/location and attribution in the bottom left corner. Tapping on one of these 
image cards will take the user into the full 360 image view. 
 
Searching or zooming into the map will change image card stack to collections or photos 
located (on Google Maps) in that geographical area. Swipe up/down to increase/decrease the 
percentage of the screen covered by the image cards. 
 

Note: Swiping left/right moves between the View tabs. 
 
Sidebar Menu 
Tapping the three lines sidebar icon (in top left corner) presents options to see tips, view privacy 
and policy statements, provide feedback and access help documentation. There is also a option 
to access the SV App’s settings. 
 

Note: SV App works offline but only content local to the device (under the  
PRIVATE tab and any cached images) will be accessible. 
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1.2. Getting Started → Street View App → App Settings 

 
Sidebar Menu - Tap the three bar icon in the top left corner to view App options menu: 

 
Fig 1.2a  Street View App options menu 

 
 

 
 

Fig 1.2b  Street View App settings 

 
 
 
 
Tap “Settings” to access the App settings menu. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Trusted Professional for Hire 
 

Notifications  
 
Auto-Connect 
 

Geotag 
 
Wifi Publish 
 

Auto-Face Detect 
 
 
Satellite Mode 
 
 

 

When the slider is pushed right and turns blue the setting is “on”. When the slider is left and 
grey, the setting is turned “off”. There are currently seven settings that can be turned on/off: 
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● “Trusted Professional for Hire” - Once a user has published fifty 360 photos it will 
unlock designation as a Trusted Contributor (shown by a green circle with a white shield 
next to profile image). Local Guides are also designated (by an orange circle with a white 
star). 

Trusted Contributor Local Guide 

 

 

● “Notifications” - Notifications are sent to a user’s device when additions are made to 
Google’s Street View collections. 

● “Auto-connect” - When a user captures several images from the save geographic area 
public it is possible to manually link the images together to allow navigation between 
them. If auto-connect is turned on, these links might be created automatically. 
Note: Auto-connect is only available to Trusted Contributors 

● “Geotag” - Automatically adds geolocation to the metadata of 360 images captured 
using the Street View App. This assumes location settings are active on the device. 

● “Wifi publish” - Users can only “publish” 360 photos to Google Maps if connected to wifi. 
In the Street View App this moves an image from the “PRIVATE” to the “PROFILE” tab. 
Note: All published images are publicly visible 

● “Auto-Face Detect” - Automatically detects faces and adds blur boxes. These boxes can 
be removed before publishing (see 3.3). 

● Satellite Mode” - Changes the map view to satellite imagery. 
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1.3. Getting Started → Street View App → Camera Settings 

 
Camera Settings Menu - When the camera is connected a white gear icon appears on 
the right side of the blue bar. Tap to access camera settings: 
 

 
Fig 1.3  Camera settings in SV App 

 
Live Preview 
 
Video capture 

 
Auto-capture 

 
HDR 

 
Battery Level 
 
Disconnect 

When the slider is pushed right and turns blue the setting is “on”. When the slider is left and 
grey, the setting is turned “off”. Settings without on/off slider perform a function when tapped. 

● “Live Preview” - A streaming preview of the camera’s view is shown as one flattened 
image (see 2.2, step 8). 

● “Video Capture” - Camera is set to record video. Conversion of 360 videos requires 
downloading to desktop and the use of Ricoh’s desktop application. This will generate a 
360 video (MP4 format) that will be supported by YouTube. 

● “Auto-capture” - Camera is set to automatically captures an image every 8 seconds (see 
2.4) after manual triggering of the first image capture. 

● “HDR” - High dynamic range is technique used to reproduce a greater dynamic range of 
luminosity. It creates a composite of multiple shots taken in rapid succession and is 
therefore more sensitive to movement. 

● “Battery Level” - The percentage of charge left in the Ricoh Theta-S camera. 

● “Disconnect” - Break the connection between SV App and camera without physically 
turning off the camera. 
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1.4. Getting Started → Street View App → Viewing 

 
Tap on an image card to access the full 360 photo view of that image. 
 

 
Fig 1.4  Street View App viewing modes 

 
 
 
Compass Mode 
 
 
Cardboard Mode 

 
 

 
 
 
 

 
Navigation Chevron 

 
 
 

 
Name and Location Map  
of the 360 image shown 

 
Immersive Viewing 
In full screen view there are three different ways to explore the 360 photo: 

● In standard (default) mode the view can moved around the image by touching and 
dragging the screen. 

● In compass mode (activated by touching the icon) panning around the image is done by 
physically moving the device (and uses its internal gyroscope and accelerometer). 

● In cardboard mode the view is split into two and allows viewing using the Google 
Cardboard VR viewer. 
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Navigation 

● To move from one images to another within a “FEATURED” collection, whilst in the full 
sized view, swipe left/right on the information (map) card, which replaces the thumbnail 
image card at the bottom of the screen. 

● Although these collections highlight the best images, they are typically linked to 
geographically adjacent images. Move to these neighboring images by tapping on the 
white navigation chevrons. 

● Most images under the “EXPLORE” tab will not contain white arrows, as the majority of 
user uploads involve a single 360 image for a given location. In the instances where 
multiple images were uploaded and connected, white navigation chevrons will be seen. 
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1.5. Getting Started → Theta-S 360 camera → Camera Parts 

 
 

 
 

 

 
 

Fig 1.5  Ricoh Theta-S Camera 

 
 
Lens - when the camera is not in use and lying down always 
use the protective case to prevent scratches 
 
Camera status lamp - images can be captured when lit 
 

Shutter button - press the black circle to capture images 
 
Wifi enabled - wifi icon lights when wireless function on 
Photo or video enabled - icon indicates the current capture 
mode 
 

 
 
 

 
Microphone & Speaker 
 
 
 
 
 
Power button - power on/off. Lights blue when power on. 
Flashes when battery low. 
 

Wifi button - turns the wireless function on/off 
 

Capture mode button - switches between photo and video 
capture modes 
 
 
 
 
 
 
USB (micro B) and HDMI terminals 
Tripod mount hole (standard ¼ inch) 
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2.  Capturing and Viewing Images 
This section describes how to capture images with the Ricoh Theta-S camera using the 
Street View App to remotely trigger the camera. 
 
 
2.1. Capturing and Viewing Images → Connecting the Camera 

 
Fig 2.1a  Camera connected to SV App 

 
 

 
Fig 2.1b  Link external 360 camera 

 

(1) Power on the Theta-S camera. Ensure the 
camera is in photo capture mode and the 
wireless function is turned on (see 1.5). 

 
(2) Open Wifi settings on the device. 
 
(3) Connect to THETASxxxxxxxx.OSC (where 

xxxxxx is a 8-digit number. The first two 
digits are 00). The password is the same 8 
digits. This number is also printed on the 
bottom of the camera. 

 
(4) Once the device and camera are linked, the 

wifi settings will show “connected, no 
internet” (this is okay, don’t panic). 

 
(5) Open the Street View App. If properly 

connected. A blue circle with a camera icon 
will be shown in the bottom right-hand 
corner and the blue bar will say “Connected 
to RICOH THETA” (Figure 2.1a).  

 
(6) If the camera is not connected 

the icon will be orange, 
containing a white camera+ 
icon. 

 
(7) Tap on this icon, then the blue icon which 

appears in pop-up list (Figure 2.1b).  
 
(8) If the camera still wont connect ensure that 

it is powered on, that the wireless function is 
on, and check the connection in the device 
wifi settings (see above).  
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Note: If the device and camera have trouble staying 
connected it is possible the device is switching back 
to other options because of the lack of internet 
connection. Typically when the device links to the 
camera link for the first time it offer a confirmation 
box.  
 
Check the box and select “Yes”.  
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2.2. Capturing and Viewing Images → Manual Capture 

 
Fig 2.2a  Capturing an image 

 
 

 

 
Fig 2.2b  Images are added to the PRIVATE tab 
 
 
 

 
Fig 2.2c  Refreshing captured images 

 

(1) Once the camera is connected, tap on the 
blue circle with a camera icon (bottom 
right-hand corner). 

 
(2) After a ~1 second delay, the camera will 

make a chirping “shutter” sound as it 
captures an image. 

 
(3) The blue circle + white camera icon will turn 

into a blue circle + white checkmark, with an 
orange bar circulating around (Figure 2.2a). 

 
(4) Once the 360 image has been stitched and 

transferred to the device the orange bar and 
check mark will disappear and the white 
camera reappears. The tab view should 
switch to PRIVATE (Figure 2.2b). 

 
(5) If a thumbnail image does not appear under 

the PRIVATE tab, pull down on the blue 
“Connected to RICOH THETA S” bar to 
refresh the view (Figure 2.2c). 

 
(6) To enter a full screen view of the image tap 

on the thumbnail image.  
 
(7) If it is over or underexposed (or not wanted 

wanted for other reasons), tap the three 
white dots icon in the top right corner (Figure 
1.4) to view options. Tap Delete: 

 
 
(8) The exposure can be adjusted in the “Live 

Preview Mode” view. Tap the white gear icon 
to the right of “Connected to RICOH 
THETA-S” (Figure 2.2c). 

14 



 

 
Fig 2.2d Live Preview Mode 

 
(9) Tap “Live Preview” at the top of the camera 

options panel that appears (Figure 1.3). 
 
(10) A “Live Preview Mode” will appear showing 

a streaming preview of the camera’s view 
as one flattened image (Figure 2.2d). In this 
type of view some straight edges will 
appear curved. 

 
(11) Exposure can be adjusted using the slider 

on the dark blue bar: 
 

slide left = decreases exposure 
slide right = increases exposure 

 
(12) The Live Preview Mode is helpful when 

capturing using a selfie stick held above 
your head. It is often hard to judge if you are 
holding the stick vertically or if its is leaning. 

 
(13) To close Live Preview Mode tap the white X 

in the top right corner 
 
 

 

Note: While in Live Preview Mode, if you tap blue circle with a white camera icon (to capture an 
image), the preview image will freeze for a few seconds until that image has been captured by the 

device. The SV App will then return to a working live preview. 
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2.3. Capturing and Viewing Images → Timer Capture 

 

 
Fig 2.3a  Camera in self-timer mode 

 

 
Fig 2.3b  Import dialog box 

 

 
Fig 2.3c  Import progress 

 

 

(1) To place the camera into self-timer mode 
hold the wifi while pressing the power button 
to turn on the camera (see 1.5). 

 
(2) The camera status lamp will turn green. 
 
(3) When the shutter button is pressed the green 

light will begin flashing, and the camera will 
emit a beeping noise. 

 
(4) The beeping and flashing will increase in 

frequency and a photo will be taken after five 
seconds. 

 
(5) To import images from the camera to device, 

turn off the camera. Power on the camera 
and connect to the device (see 2.1).  

 
(6) A dialog box (Figure 2.3b) will automatically 

appear with the option to import new photos. 
Select OK. 

 
(7) The tab will switch to PRIVATE and progress 

will be shown near the bottom of the page 
(Figure 2.3c). 

 
Note: If the camera was used connected to another device or used unconnected, previous to the 
last connection to your device, the import option might include all of these photos. To avoid 
adding all these images first download images from the camera to desktop, upload to the device 
and use the import mode (see 3.1). 
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2.4. Capturing and Viewing Images → Auto-Capture 

 

 
Fig 2.4a  Auto-capture active 

 
 

 
Fig 2.4b  Auto-capture active 

 

(1) Auto-capture is activated under the Street 
View App’s camera settings (Figure 1.3). 
These are viewed by tapping on the white 
gear icon (Figure 2.4a). 

 
(2) The blue bar will indicate when Auto-capture 

is active (Figure 2.4a). Press the blue circle 
with a camera icon to start collecting 
images. 

 
(3) In Auto-capture mode the camera will take a 

photo every 8 seconds. After a few seconds 
delay these images will automatically start 
to appear under the PRIVATE tab as a group 
(Figure 2.4b).  

 
(4) If the device knows its location, the group 

will be assigned a location name. Otherwise 
it will appear under a date. 

 
(5) After stopping collection, tap on the group 

thumbnail image to expand the view to show 
all image thumbnails for that group. 

 

 
Note: If auto-connect is active (see 1.2) and the goal is for the auto-capture images to be 
automatically connected you must account for the fact that this only occurs when photos are 
spaced within the following parameters: 
 

Indoors - 1m (3 ft) ~ two small steps  
Outdoors - 3m (10 ft) ~ five steps 

 

To get the spacing right, you shouldn't run, bike, drive, or attach camera to cats. Especially 
those of the large African variety. That never ends well. 
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3. Importing, Locating and Blurring Images 
This section describes how to import images (that were not collected with the camera 
connected to the SV App, or collected by other 360 camera), how to geolocate images 
and add blurs to images. These actions all occur local to the device. Blurring is “baked 
in” after publishing. 
 
 
3.1. Importing, Locating and Blurring Images → Import Images 

 
Fig 3.1a  Import 360 photos 

 

 
Fig 3.1b  Locations to import images from 

 

(1) Its is possible to import images without 
connecting the camera to the SV App. This 
can include 360 images captured by other 
cameras. 

 
(2) Open the SV App and tap the orange circle 

and white camera+ icon to expand options 
(Figure 3.1a). 

 
(3) Tap on the yellow circle with white arrow 

icon. This will open to page listing images 
files and/or folders.  

 
(4) Select a folder on the device containing 360 

images to upload or tap the sidebar icon 
(three horizontal lines in top left corner) to 
show more images (Figure 3.1b).  

 
(5) Tap on a source to access and then tap on a 

image to import. It will be added under the 
PRIVATE tab in the same way as images are 
imported to the SV App from the camera 
(Figure 2.3c). 
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3.2. Importing, Locating and Blurring Images → Geolocate Images  

 
Fig 3.2a  Image without a location 

 
 

 
Fig 3.2b  Search for an image location 

 
 

 
Fig 3.2c  Map vs. Satellite View 

 

(1) If the device knows where it is, images will 
be automatically geotagged (if this option is 
turned on in the settings, see 1.2). This 
location can be edited or added if missing. 

 
(2) Connect the device to the internet. 
 
(3) Under PRIVATE, tap a photo to view it in full 

screen view. To add or edit the location, tap 
“SET LOCATION” on the orange bar (Figure 
3.2a). 

 
(4) The Set location 

option is also 
available in the 
menu opened by 
tapping on the three 
dots icon in the top right corner. 

 
(5) A view will switch to a full screen map with a 

search bar at the top. Search for a location 
to be the Maps listing for this image (Figure 
3.2b). It can be detailed, e.g., Cloud Gate or 
wider in scope, e.g., Chicago, IL. 

 
(6) A red dot will be added. Tap on the map to 

move the red dot.  
 
(7) Tap the white circle containing a grey icon in 

the bottom right corner to switch between 
satellite and map views to better locate the 
dot (Figure 3.2c). 

 

Currently in Map View; tap to change to 
Satellite view. 
 

Currently in Satellite View; tap to 
change to Map view. 
 

(8) Tap the checkmark at the top when location 
is correct. 
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3.3. Importing, Locating and Blurring Images → Blur Features 

 
Fig 3.3a  Adding and removing blurs 

 

 
Fig 3.3b  Blurring options 

 
Note: All blurs can be removed, even after 
they have been “applied” whilst the image 
remains unpublished. However, it becomes 

“baked in” once published. 

 

(1) Under the PRIVATE tab, tap a photo to view 
it. 

 
(2) To add blurs to a face or other feature on the 

image, tap and hold until a translucent 
rectangle appears. Tap the checkmark  on 
the blue bar to confirm. Repeat to blur other 
areas. 

 
(3) Faces can be automatically detected and 

blurring rectangles will automatically appear 
if this feature is turned on in the SV App 
Settings (see 1.2). 

 
(4) Detection of faces can also be triggered in 

the image. Tap on 
the three dots icon 
in the top right 
corner to open the 
image options 
menu. 
 

 

(5) Tap on “Detect faces and blur”. This will 
create translucent rectangles over detected 
features. 

 
(6) To remove suggested and/or manually 

added blurs. Hold a finger down on the 
blurring rectangle. It will become more see 
through. Tap the trash can icon on the blue 
bar to remove (Figure 3.3a). 
 

(7) To applying all blurring rectangles to the 
image. Tap on the three dots icon in the top 
right corner to open the image options menu 
(Figure 3.3b). Tap “Apply blurring”. 

 
(8) To remove all blurring tap “Remove blurring”. 
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4. Publishing to Street View 
This section provides workflows for publishing 360 images as user Street View, editing 
the location of those images and connecting together closely located images. It also 
describes how to view and share images on mobile and desktop, and the Views (of 
user’s images) statistics available. 
 
 
4.1. Publishing to Street View → Publish Online 

 
Fig 4.1a  Ready to publish to Google Maps 

 
 
 
 
 

 
Fig 4.1b  Publishing to Google Maps 

 

 

(1) For a 360 image to be published, it must be 
geolocated (see 3.2). Once a location is 
added, when viewing the image in full-screen 
mode (see 1.4), the information card at the 
bottom will show a thumbnail map below the 
name of the location.  

 
(2) Above the name will be an orange bar with a 

white arrow + text “Publish to Google Maps” 
(Figure 4.1a). Tap on this text. 

 
(3) A warning dialog box will appear:  

 
Tap PUBLISH. 
 

(4) The white arrow and text will change to the 
word “Publishing…”. A thin red line below the 
orange bar will show progress (Figure 4.1b). 

 
(5) Once the red line reaches the right-hand side, 

publishing is complete and a dialog box 
appears asking if you want to delete the 
copy in the “panoramas” folder. Tap Yes or 
No (see note at end of section 4.1). 
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Fig 4.1c  Photo is now published 

(6) The orange bar turns white and your account 
image and name appear, indicating you are 
the owner of this 360 photo (Figure 4.1c). 

 
(7) The thumbnail image is now no longer listed 

under PRIVATE but instead will appear in the 
PROFILE list. 

 

Note: There is no “unpublishing”, i.e., moving the image back to PRIVATE because some face 
blurs were missed. It would have to be deleted from PROFILE, then imported again. Good practice 
(to limit use of your device’s memory) is to delete the panorama folder copy when publishing, but 
don’t delete anything from the camera via the App. Periodically connect the camera to a 
laptop/desktop using a standard (A-male to micro B) USB cable and copy a backup of the camera 
contents. This is also the best option for bulk deleting images on the camera that have already 
been added to the SV App. 
 
For Mac: Use Image Capture, a free application included in the standard application. DO NOT use 
iPhoto or Photos. They mess with the metadata. 
 
For PC: Windows Explorer should recognize the Ricoh Theta-S camera as an external drive. It 
might need to install drivers first. 
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4.2. Publishing to Street View → Viewing and Deleting 

 
Fig 4.2a  Published 360 images listed  

under PROFILE 
 
 

 
Fig 4.2b  Selecting images 

 

 

(1) Published 360 photos are listed under 
PROFILE. 

 
(2) Scroll down to see thumbnail image cards of 

the all the 360 photos that you have 
published. 

 
(3) Tap on a thumbnail image to open the 

fullscreen view. See 1.4 to learn how to 
navigate around this 360 image. 

 
(4) The map shows the locations of all 

published images with red dots.  
 
(5) At zoom levels where images are located too 

close together to appear separate, all images 
are represented by one larger red dot. The 
white number on this dot indicates how 
many photos it represents (Figure 4.2a). 

 
(6) Zooming into an region on the map will filter 

the thumbnail image cards to only those 
located in that geographical area. 

 
(7) To delete an image (across all Google 

products) tap select, and tap on the image to 
be deleted. 

 
(8) When selected, an image will slightly darken 

and white checkmark will appear in the 
center of the thumbnail (Figure 4.2b). 

 
(9) Tap the white 

three dots icon on 
the right side of 
the blue bar to 
show image 
options: 

 
(10) Tap delete. 
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4.3. Publishing to Street View → Updating Geolocation 

 
Fig 4.3a  Editing image location 

 

 
Fig 4.3b  Satellite View 

 

(1) The geolocation and orientation of 360 
images can be adjusted after publishing. 
View the image in full-screen mode, and tap 
on the white three dots icon in the top right 
corner to open image options: 

 

 
 
(2) Tap on “Set location”. 
 
(3) A Map View appears showing the current 

location of the photo by a red and white 
circle (Figure 4.3a). 

 
(4) Change the geolocation of the image by 

dragging the circle to a new location. Usually 
this easier to do with a Satellite View 
background image. To change the Map View 
to Satellite View, tap the white circle 
containing a grey icon in the top right corner: 

 
Currently in Map View; tap to 
change to satellite view. 
 
Currently in Satellite View; tap to 
change to Map View. 

 
(5) The red fan indicates the field of view shown 

in the thumbnail panorama image at the 
bottom of the screen (Figure 4.3b).  

 
(6) The thumbnail panorama, along with the 

compass bar below it, can be used to change 
the orientation of the 360 image.  
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Note: Use common features in the satellite 
and ground level views to correct this 
orientation, e.g., In Figure 4.3b the cross 
-walks provide guides for location and 
orientation. 

(7) Swipe left or right on the panorama to look 
around. Swipe left or right on the compass 
bar to change its alignment to the image. 

 
(8) Tap the checkmark in the white bar at the 

top to save changes, or use the arrow on the 
left side to discard changes (a warning to 
dialog box will appear, tap OK to confirm). 
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4.4. Publishing to Street View → Connecting Images 

 
Fig 4.4a  Images listed under PROFILE 

 
 
 
 

 
Fig 4.4b  Select photos 

 

 

(1) The PROFILE list of images show thumbnail 
images of the 360 photos that have been 
published (Figure 4.4a). 
 

(2) Tap select and a blue bar will appear with “X” 
and “Select photos” in white text, and a 
white, three dots icon on the right side 
(Figure 4.4b). 

 
(3) There are now three options: 

 
  (i) Tap X to close the selection process. 
 
  (ii) Scroll down and individually tap 
   thumbnails to select those images. 
 
  (iii) Tap the three dots icon on the right side 
   of the blue bar and then tap “Select all”. 

 
(4) Images which are already geographically 

grouped cannot be selected. To select these 
images, first tap on the name to expand the 
group, then follow the options in (3). 

 
(5) When selected an image will slightly darken 

and a white checkmark will appear in the 
center of the thumbnail (Figure 4.4c). 

 
(6) Tap the three dots icon to show image 

options, and then tap “Connect 360 photos” 
(Figure 4.4c). 

 
(7) A view will open with a map containing 

numbered grey circles, and one red and 
white circle (with a red number). Some of the 
circles might be linked by grey lines (Figure 
4.4d). 
 
The bottom of the screen will a flat preview 
panorama image and compass directions. In 
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Fig 4.4c  Image options 

 

 
Fig 4.4d  Connecting images 

the left corner of the preview image will be a 
grey text box with “Image” and a number. 
The number will correspond to the red/white 
circle number. This is the location of the 
“active” image shown in the preview 
panorama (Figure 4.4d). 

 
(8) To change the selected image/location tap 

on any of the grey numbered circles. 
 
(9) The locations, orientations and links 

between images can all be edited but this is 
easier to do with a Satellite View image 
background. To change the Map View to 
Satellite View, tap the white circle containing 
a grey icon in the top right corner. 

 
Currently in Map View; tap to change 
to satellite view. 

 
Currently in Satellite View; tap to 
change to Map View 

 
(10) Locations: The locations of any of the 

circles (grey or red/white) can be changed 
at any time by dragging the circle to a new 
location on the screen. 

 
(11) Connections: The red and white circle will 

be connected to a number of the grey 
circles by faint grey lines. These are 
possible links. To activate, tap the line to 
make it solid. Tap a solid line to remove a 
link. Once saved these will create linking 
navigation chevrons between images (see 
1.4). 

 
(12) Orientations: The active circle will also have 

a red “field of view” fan attached. This 
corresponds to the section of the image 
previewed below. Swiping left or right on 
this image, will rotate the view. However, 
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Fig 4.4e  Multi-select 

 

 
Fig 4.4f  Moving a multiple edit  

swiping left or right on the compass 
direction bar will reorientate the image 
relative to the other images. 
 
The goal is make sure images are 
orientated correctly to the surrounding 
landscape (see 4.3) and relative to the other 
360 images. Numbered grey circles appear 
in the preview image to assist with this 
(Figure 4.4d). 
 

(13) If there is a persistent location error for all 
points (but relative locations and 
orientations are valid) there is an option to 
multi-select points and move en masse. 
Tap the white three dots icon in the top right 
corner, and select “Edit multiple”. 
 
The active circle will now turn orange, and 
tapping other grey circles will turn them 
orange (tap again to unselect). All orange 
circles are part of the multi-select (Figure 
4.4e), and can be dragged to a different 
location as one object (Figure 4.4f).  
 
To leave multi-select mode tap the arrow on 
the left side of the blue bar at the top. 

 
(14) At this point all edits are temporary. If you 

make a mistake re-edit or discard and start 
again. To discard all changes, including 
those made in multi-select mode, tap the 
arrow on the left side of white bar at the 
top. A warning dialog box will confirm if you 
want to discard changes (select OK). 
 

(15) To save and apply all changes, tap the 
checkmark on the white bar at the top (to 
the right of “Connect 360 photos”). This can 
also be done from multi-select mode by 
selecting the checkmark at the same 
location on the blue bar. 
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4.5. Publishing to Street View → Sharing 

 
Fig 4.5a  Share your contributions 

 
 
 

 
Fig 4.5b  User 360 photo contributions shown 

on Google Mobile Maps 

 

(1) The PROFILE tab has a “Share” icon (Figure 
4.5a). Tap this icon to open a list of different 
Apps that your device can use to share a link 
to your contributions (i.e., published 360 
photos). This share list will vary depending in 
what applications an individual device has 
installed. 

 
(2) All of these sharing options will generate a 

short line of text which will include a 
“Contributions URL” similar to: 
https://www.google.com/maps/contrib/ 
116121051397167560668/photos 

 
(3) The number in the URL (highlighted in red) is 

a unique identifier for a given user’s 
contributions. 

 
(4) If opened on a mobile device the 

contributions URL will open Google Mobile 
Maps and show a list of that user’s published 
360 photos (Figure 4.5b). On desktop it will 
open Google Maps in a browser. 

 
(5) To access your own contributions via 

desktop Maps, login into your Google 
account in a browser window. Open 
“maps.google.com” and click on the three 
bar icon in the top left corner. This will open 
a sidebar menu. 

 
(6) Click on “Your contributions” followed by 

“PHOTOS”. The listed thumbnail images will 
match up with those under PROFILE in the 
SV App (and look similar to Figure 4.5b). 
The stem of the desktop webpage’s URL will 
be similar to that shown in (2)*.  
 
*Note: The number will be different to the 
above example and unique to YOU. 
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4.6. Publishing to Street View → Statistics 

 
Fig 4.6a  Views numbers of 360 photos 

 

 
Fig 4.6b Views stats in info/map cards 

 

(1) The Street View App records and displays 
the number views of each published 360 
photo. Cumulative views are shown below 
your name under PROFILE: 

 
 
(2) Tap “Stats” to show an overview of your 

Maps-approved and most viewed 360 
photos: 

 

 
 
(3) Scrolling down PROFILE, the thumbnails 

images show the number of views for each 
360 image (Figure 4.6a). 

 
(4) These values are also shown in the info/map 

card in full sized view (Figure 4.6b). 

 
Note: The views shown in the Street View App will not match the views numbers shown  

under contributions on desktop Google Maps. Such is life. 
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