
Approved Gas Types Natural Gas or Propane

Efficiency 0.96 UEF

Ratings not certified 
by AHRI

98% Thermal Efficiency

First Hour Rating 317 GPH
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Hybrid Hot Series by Noritz®

Product Number
NHH199100-1-NG  

NHH199100-1-LP

Installation Location Indoor

Working Pressure Water 15 - 150 psi

Gas NG: 3.5 - 10.5”
LP: 8.0 - 14.0”

Connection Size Cold Water NPT 1-1/2”

Hot Water NPT 1-1/2”

Return (Recirc) NPT 3/4”

Gas NPT 3/4”

Vent Type DV / SV

Size 2” / 3”

Max Length 2”: 65’ / 3”: 150’

Common Vent Yes (Up to 6 Units)

Dimensions H: 67 3/4”

W: 28”
D: 43 1/4”

Weight 544 lbs.

Power Supply 120 VAC (60Hz)

Tank Capacity 119 Gallons (Cement Lined)

Tankless Capacity 18,000 - 199,900 BTUh

Temperature Setting 100 - 185ºF (37 - 85º C)

Product 
Number

Approx. 
Tank 
Capacity

Max 
Input
(Btu/hr)

GPH vs Temperature Rise

30ºF 40ºF 50ºF 60ºF 70ºF 80ºF 90ºF 100ºF 110ºF 120ºF 130ºF 140ºF

NHH199100 119 Gal 199,900 780 585 468 390 334 292 260 234 213 195 180 167
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