008 NORITZ

EZ SERIES

PR

The Top Tankless™

Meet the new EZ Series Pro — same trusted performance,
smarter control. A new full function display streamlines
installation and gives you greater visibility and control over your
system. Paired with an unmatched 25 year warranty, ultra-high
efficiency, and Bluetooth® connectivity, the EZ Series Pro line
continues to set the standard for fast, reliable hot water delivery.
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The EZ Series Pro adapts to any installation

Your Way
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Direct Vent Flex Vent No Roof Single Vent
(Indoor) (Indoor) Kit (Indoor)
PVC-2CT (2” PVC EZ2FVK-1 . _CK-2-
PVC-3CT gs" PVC; EZ2FVK-2-1 NRK-1 SV-CK-2-1

- i 2" Conversion Kit
Direct vent utilizing 25/ 35’ Flex Vent No-Roof Kit
2o0r3"PVC Conversion Kit

scenario with a full range of venting options for
both indoor and outdoor applications.
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Outdoor

VC-6-1

Outdoor Vent Cap

New for 2026

Upgraded Display Panel

The EZ Series Pro now features an upgraded

full function display for maximum visibility of
operating status and additional heater functions.

The BEST
Tankless Warranty

Nori PR
oritz offers a 25 year warranty 42 .’
exclusively for our EZ Series Pro,
leading the market with the best
tankless warranty available.
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Greater Efficiency

Our EZ Series Pro line offers an industry-
leading 0.98 UEF RATING, making it even more
efficient than previous models by generating
less harmful emissions.

Available in

One Gas Type

Natural Gas (NG) is the default gas type on our EZ
Series Pro but if liquid propane (LP) is preferred,
all units come with a gas conversion kit that helps
to easily update your unit’'s gas type.

Latch
Cover Design

The new latch cover design now provides quick and
easy access to internal parts and components.
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Model Number EZ71DV Pro EZ98DV Pro EZ111DV Pro
GQ Reference Number GQ-C2661WX-FF-1US | GQ-C2861WX-FF-1US | GQ-C3261WX-FF-1US
Top Mounted
Min / Max BTU 12,800 - 160,000 12,800 - 180,000 12,800 - 199,900 Water Connections
Top mounted connections allow for previous
Min. / Max. Flow Rate 0.4-7.1GPM 0.4-9.8 GPM 0.4-11.1 GPM water lines to be reconnected faster.
UEF 0.98 UEF Bluetooth®
Connectivity
H 0 H . 0 H . o H .
Max. Hot Water Capacity 30° Rise: 9.0 GPM 30° Rise: 9.8 GPM 30° Rise: 11.1 GPM All EZ Series Pro models come equipped with

Bluetooth® connectivity, providing more control
Dimensions 18.1" (w) x 26.1” (h) x 11.8” (d) of heater functions including temperature
settings, timers, and more.

Weight 62 pounds .
Dual High Grade
Water Inlet NPT 3/4” Stainless Steel
| bt NPT 3/47 Heat Exchangers
Connection | Outlet
Sizes i Featuring greater resistance to corrosion
Gas Inlet NPT 3/4 and buildup, keeping your system running
cOn-densate NPT 1/2" for years to come.
Drain
n H
F° Mode 100 - 140° F (In 5° Intervals) (9 options) 1/2" Gas Line
Temperature Compatlble
Settings C° Mode 37 -48°C (In 1°intervals), ) ) ) ) )
50-60° C (In 5o intervals) (15 options) Compatlble with most installations, the 3/4
fitting is found underneath the unit for a
Freeze Protection Indoor: -30°F / Outdoor: -4°F more convenient install.

25 year heat exchanger warranty /
Warranty 5 year warranty on parts / Hyd rogen Ready

1 year reasonable labor The EZ Series Pro is our first tankless to

Bluetooth® Compatible Yes offer Hydrogen compatibility, which further
reduces harmful emissions.

Venting Lengths 2”7 PVC (75 feet), 3" PVC (150 feet), 4” PVC (65 feet)
Steady BTU Mode
Hydrogen Compatible Yes SBTU mode eliminates issues with high
Installation Indoor / Outdoor (with VC-6-1 vent cap) |ncom|ng water temperature In the summer
by reducing effective BTU output to less
Pump Kit Compatible Yes than 5 P_(BTU, p_reventin‘g water temperature
fluctuations while keeping your tankless
Bundle Options running efficiently.

Bundle Available N/A Yes (EZTR50) Yes (EZTR75)

Upgraded Control Panel

Noritz is excited to introduce our upgraded EZ Series Pro line for 2026, which include enhanced monitoring
capabilities thanks to our newly upgraded display panel. This update allows users to track system performance
directly at the unit or remotely via Bluetooth® connectivity and provide greater operational visibility while
maintaining the high-performance standards of our EZ Series Pro.

Fast And Easy Maintenance Easy Recirculation View Status
Setup Process Reminders Scheduling And Error History
Get your EZ Series Stay on top of your Pairing your EZ Pro with Owners can now view
Pro up and running annual required our recirculation pump kit real-time status and
quickly thanks to our maintenance by setting (RPK-EXT-P) and setting past errors of their unit
streamlined setup using reminders directly run times has never been directly through the

our upgraded display. through the control panel. easier thanks to our full control panel settings.

function display.

To learn more, visit us at EZSERIES.NORITZ.COM




