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TECHNICAL DATASHEET 

ref. 52687 

UNIVERSAL RADIATOR PRESSURE TESTER 

KIT 

Function 

This tool is designed to check the coolant level and top 
it up if necessary, and to check the cooling system for 
leaks and tightness.  

Advantages 

✓ Contains 19 specific radiator tester head gasket 
and 1 universal radiator tester head gasket 

 
Technical specifications 

Weight 5,72kg 

Test range 0-2,5bar 

 

Contains 

1: Pressure pump with discharge valve 

2A: Connector 1: Coupling for No.3 (R123) 
and No.4 (R124) 

2B: connector 2: coupling for the headsNo. 
3(R123) y No. 5(R125) 

3: Mercedes (W123, W126, W124, W201), 
GM(Buick), Jeep  4: Peugeot, Subaru, 
Chrysler, Acura, GM (Nova, Spectrum, 
Sprint), Mitsubishi, Nissan, Mazda, Toyota, 
Infiniti, GEO, Suzuki, Isuzu, Mercedes 

5: Honda, Toyota, Suzuki, Mitsubishi, 
Chrysler, Acura 6: Meredes Benz (ML, 
W163, W164), GM (Achiva, Skylark, Grand 
Am 1992~2002) 

7: Volvo, Saab, Sterling, Citroen, Renault, 
Fiat, Alfa, Jeep 

8: VW(Vento, T4, Passat-1996, Golf, 
Beetle, Sharan) 

9: Audi(A4, A5, A6), BMW 345, 
VW(Passat-1997~2002), 
Porsche(Cayenne) 

10: BMW (E46, E36, E34, E39, E38, E32, 
E90) 

11: Audi, VW 

12: International, Land Rover, Jaguar 

13: Mercedes (C, E, S, W140, W220, 
W124, W210, W211, W215, W216, W221, 
R230) 

14: Ford Focus 

15: Mazda(M3) 

16: Mercedes class A (W168) 

17: BMW E60, E63, E64, E65 

18: VW SHARAN 1.8T 2.8 

19: TOYOTA-RAV4, PREVIA Universal 
rubber adapter for drain and fill radiators 

20: SAAB 

21: LAND ROVER 


