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KIK@EHERRAMIENTAS PARA MONTAJE Y DESMONTAJE DE VALVULAS TRMS
KIT@EMONTAGE/SERRABE VALVES TPMS

TRMSENENTIL DE- UND MONTAGE WERKZEUG SATZ

KIT@EMTENSILI PER MONTARE E SMONTARE LE VALVOLE TRMS
KIT@EFERRAMENTAS PARA MONTAGEM E REMOGAD DA VALVULA TRMS
TRMEWALVES TOOL ASSORTMENT

KIT@ESCLLE PENTRU MONTAT SI DEMONTAT VALVE

® 214 Nm

(® 05-35Nm
®2xO N, 1Zmm
®3x3TI0, TI5, T20
() 150 mm

() 2mm

@ 0.25Nm

0,45 Nm

-

@ Carraca de 2-14 Nm (1112 mm)

@ Cliguet de 2-4 Nm (11,12 mm)

@B Schaltknarre, 2-14 Nm (1112 mm)

@ Cricchetto 2-14 Nm (1112 mm)

@D Roguete 2-14 Nm (1112 mm)

@) 2-14 Nm torque wrench and 1f and 12 mm sockets
@9 Clichet de 2-14 Nm (11,12 mm)

® Herramienta para la mSErniﬂn de obuses:
valvulas de pléstico (0.23Nm), vélvulas de metal (0.45Nm)

Tire valves:
® valve plastique (0.20Nm), valve métal (0.49Nm)

Werkzeug fir Ventileinsatz Einfigun
@ Kunststn?fventll (0.25Nm), Metal? Ve%ml (0.45Nm)

@ Strumento per installare obici:
valvola di pﬁistica (0,25Nm), valvola metallica (0.45Nm)

@ Ferramenta para insercéo de nicleo da valvula;
vélvula de plastico (0.25Nm), valvula de metal (0.45Nm)

Tool for nserting val
@ (e v (175N el valves (0.45N)

Dlspusmv pentru montarea supapei valva:
® supapa din plastic (0,25Nm), supapa din metal (0.45Nm)

‘i‘g‘\

@ Herramienta para desmontar la valvula
@ (Outil pour démonter la valve

@B Werkzeug fiir ventil zerlegen

@ Strumento per desmontare la valvola
@ Ferramenta para desmontar a vélvula
@ Tool for disassemble steem valve

@9 Dispositiv pentru demontat supape valve

@ Herramienta para atornillar la valvula (0.5-3,5Nm/TI0,15.720)
@ Outil insertion de valves 0.5-3.5Nm/TI0.T15.120)

@B Werkzeug fiir Ventil Verschraubung (0.5-3.5Nm/TI0.115.120)
@ Strumenta per awitamento valvola (0.5-3,5Nm/T10.T15.720)
@D Ferramenta para aparafusar valvula (0.5-3,5Nm/TI0 T15.720)
@Y Tool for valve screwing (0.5-3,5Nm/TI0.T15,720)

@9 Dispositiv pentru insurubat supapa valva (0,5-3.5Nm/TI0,T15,720)
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KIKGEHERRAMIENTAS PARA MONTAJE Y DESMONTALE DE VALVLILAS TPMS
KIT@EMONTAGE/SERRAGE VALVES TPMS

TRMSENENTIL DE- UND MONTAGE WERKZELG SATZ

KIT@EMTENSIL| PER MONTARE E SMONTARE LE VALVOLE TPMS
KIT@EFERRAMENTAS PARA MONTAGEM E REMOGAD DA VALVULA TPMS
TPREWALVES TOOL ASSORTMENT

KIT@ESCLULE PENTRU MONTAT S| DEMONTAT VALVE

@ 2-14 Nm

@ 0,5-3,5Nm
®2xO N, 1Zmm

(® 3xL3TI0, TI5, T20
() 150 mm

(&) 2mm

@ 0,25Nm

0,45 Nm

@ Carraca de 2-14 Nm (11,12 mm)

@® Cliquet de 2-14 Nm (1112 mm)

@B Schaltknarre, 2-14 Nm (112 mm)

@ Cricchetto 2-14 Nm (11,12 mm)

@D Ruguete 2-14 Nm (1112 mm)

@Y 2-14 Nm torque wrench and Il and 12 mm sockets
@9 Clichet de 2-14 Nm (1112 mm)

® Herramienta para la insercidn de obuses:

valvulas de plastico (0, SZENE ). vélvulas de metal (0.45Nm)

Tire valves:
® valve plastique (0.25Nm), valve métal (0.45Nm)

Werkzeug fir Ventileinsatz Einfilgun
@ Kunststu?fventll (0.25Nm), MetaIFVEgntlI (0.45Nm)

@ Strumento per installare obici:
valvala di pﬁistina (0,25Nm), valvola metallica (0,45Nm)

@ Ferramenta para insercdo de niicleo da vélvula;
vélvula de pléstico (0,20Nm). vélvula de metal (0.45Nm)

Too| for inserting val
@ e v (025N ot vl (0 45N

Dispositiy pentru montarea supapei valva:
® supapa din plastic (0,25Nm). supapa din metal (0,45Nm)

my

-~
(@& Herramienta para desmantar la valvula

@® Outil pour démonter la valve

@B Werkzeug fir ventil zerlegen

@@ Strumento per desmontare |a valvola

@D Ferramenta para desmontar a valvula

@D Tool for disassemble steem valve
@9 Dispositiv pentru demontat supape valve

(& Herramienta para atornillar la vélvula (0,5-3,5Nm/TI0TI5,T20)
@® Outil insertion de valves 0.5-3.5Nm/TI0,T15.120)

@B Werkzeug firr Ventil Verschraubung (0.5-3.5Nm/TI0,T15.720)
@ Strumento per awitamenta valvola (0.5-3.5Nm/TI0.T15.720)
@D Ferramenta para aparafusar valvula (0,9-3,5Nm/Ti0,T15.720)
@Y Tool for valve screwing (0.5-3,5Nm/TI0.T15.720)

@9 Dispositiv pentru insurubat supapa valva (0,5-3,5Nm/T10.T15,720)
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(& KIT DE HERRAMIENTAS PARA MONTAJE Y DESMONTAJE DE VALVULAS TPMS

@® KIT DE MONTAGE/SERRAGE VALVES TPMS \ N
@D TPMS VENTIL DE- UND MONTAGE WERKZELIG SATZ , QL
@ KIT DI LITENSILI PER MONTARE E SMONTARE LE VALVOLE TPMS

@ KIT DE FERRAMENTAS PARA MONTAGEM E REMOGAD DA VALVULA TPMS / 4

@D TPMS VALVES TOOL ASSORTMENT

@D KIT DE SCULE PENTRL MONTAT SI DEMONTAT VALVE

@ Carraca de 2-4 Nm (1112 mm) (& Herramienta para desmontar la vélvula
@® Cliquet de 2-14 Nm (1112 mm) @® [util pour démonter la valve

@D Schaltknarre, 2-14 Nm (11,12 mm) @B Werkzeug fir ventil zerlegen

@D Cricchetto 2-14 Nm (1112 mm) @D Strumento per desmontare la valvola
@D Roquete 2-14 Nm (1112 mm) @D Ferramenta para desmontar a vlvula
@Y 2-14 Nm torque wrench and Il and 12 mm sockets @Y Tool for disassemble steem valve

@9 Clichet de 2-14 Nm (1112 mm) @9 Dispositiv pentru demontat supape valve

() 2-14 Nm

(2 0,5-3,5Nm _ .

@ 2x O, 12mm @ e S oL, et (045N : gi;ﬁ?:;::;if;fvztlx:'gag';;;::j';éﬁfﬁ;;m/ﬂnnmm

(® 3x L3 TI0, TI5, T20 @ [T 025, valve métal (045Nm) @ Werkzeug for Vet Verschraubung (05-35Nm/11015.120)

O v © oD L D
Kunststoffventil (0.25Nm), Metal VEnt|I (0.45Nm) para ap .dmd. o,

@Y Tool for valve screwing (0.5-3,5Nm/TI0,T15.720)

() 2mm

a Strumento Far installare obici:

@ 0.25 Nm valvola di plastica (0.25Nm), valvola metallica (0.45Nm) ~ @9 Dispusitiv pentru insurubat supapa valva (0.5-3,aNm/TI0.T15.720)
' Ferramenta para insercdo de niiclen da valvula;
[],45 Nm @ vélvula de plgstn:u D?%Nm vélvula de metal (0.45Nm)
Tool for inserting valve core:
@ rubber valves Uq?ENm) metal valves (0.45Nm)

Dispositiv pentru montarea supapei valva:
) sup[;pa d|npp |astic (0.25Nm). sﬂpgpa din metal (0,45Nm) REF. 52818
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@ KIT DE HERRAMIENTAS PARA MONTAJE Y DESMONTAJE DE VALVLILAS TPMS
@ KIT DE MONTAGE/SERRAGE VALVES TPMS

@D TPMS VENTIL DE- LND MONTAGE WERKZELIG SATZ

@ KIT DI LTENSILI PER MONTARE E SMONTARE LE VALVOLE TPMS

@D KIT DE FERRAMENTAS PARA MONTAGEM E REMOGAD DA VALVLLA TPMS
@D TPMS VALVES TODL ASSORTMENT

@ KIT DE SCULE PENTRL MONTAT SI DEMONTAT VALVE

@ Carraca de 2-4 Nm (11,12 mm)

@ Cliquet de 2-14 Nm (1112 mm)

. Schaltknarre, 2-14 Nm (11,12 mm)

@ Cricchetto 2-4 Nm (1112 mm)

@D Roguete 2-14 Nm (1112 mm)

@Y 2-14 Nm torque wrench and Il and 12 mm sockets
@9 Clichet de 2-14 Nm (11.12 mm)

() 2-14 Nm

() 05-35Nm
Herramienta para la insercidn de obuses:

@ 2 x O ", 12mm ® valvulas de plgsticn (0.25Nm), vélvulas de metal (0.45Nm)
Qutil pour l'insertion de obusiers

@ 3x g T"]' TIE' 120 ® valvepplastiquﬂ (0.25Nm), valve métal (0.45Nm)

@ 150 mm CB) Werkzeug fiir Ventileinsatz Einfilgung:
Kunststatfventl(0.231m). Netal-Venti (0 45Nm)

@ Zmm @ Strumento per installare obici:

@ 0.25 Nm valvola di prastina (0.25Nm). valvola metallica (0.45Nm)

' Ferramenta para insergéo de ncleo da valvula:
|],1|.5 Nm @ valvula de plagsticu ([I.Z%Nm). vélvula de metal (0.45Nm)

Tool for inserting valve core:
rubber valves (0.20Nm), metal valves (0.43Nm)

Dispositiv pentru montarea supapei valva:
supapa din plastic (0,25Nm), supapa din metal (0.45Nm)

Y

(& Herramienta para desmontar la vélvula
@® [Dutil pour démonter la valve

@©® Werkzeug fiir ventil zerlegen

@D Strumento per desmontare a valvola
@D Ferramenta para desmontar a vlvula
@Y Tool for disassemble steem valve

@9 Dispositiv pentru demontat supape valve

(& Herramienta para atornillar la valvula (0,5-3,5Nm/TI0,TI5.120)
@® Outil pour vissage la valve 0,5-3,5Nm/TI0,T15,120)

@B Werkzeug fir Ventil Verschraubung (0.5-3,5Nm/TI0.T15.720)
@D Strumento per avvitamenta valvola (0.5-3.5Nm/TI0T15,720)
@D Ferramenta para aparafusar valvula (0.5-3,5Nm/T10.T15,720)
@Y Tool for valve screwing (0.5-3,5Nm/TI0,T15,720)

@9 Dispositiv pentru insurubat supapa valva (0.5-3,5Nm/T10.115.720)
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