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Function 

Drive in screws and tighten nuts quickly, 

especially when working with long fasteners and 

tough materials. 

Advantages 

✓ Brushless. 

✓ Works with a portable lithium-ion battery. 

✓ Built-in LED work light for an improved 

accuracy. 

 

 

 

✓ Keyless chuck for a fast bit’s insertion and 

removal 

✓ Belt hook. 

✓ Variable speed switch. 

✓ Rotation direction selector button, which 

allows to lock the trigger and avoid an 

accidental starting. 

✓ Soft grip handle. 

 

Technical specifications 

Voltage DC-20V 

No-load speed 0-2800 rpm 

Maximum torque 200 Nm 

Chuck type 1/4” hex quick change 

Weight 1.18 kg 

 

Compatible products 

Compatible with the following batteries and 

chargers (not included in the product): 

60012 - 2.0 Ah LI-ION BATTERY 

60013 - 4.0 Ah LI-ION BATTERY 

60015 - 6.0Ah LI-ION SAMSUNG BATTERY 

60016 - 20V CHARGER 

60017 - 20V FAST CHARGER 

 

Quality standards 

European Directives 2014/30/EU 

(Electromagnetic Compatibility) and 

2006/42/EC (Machinery) and the following 

standards: 

EN 55014-1:2017 

EN 55014-2: 2015 

EN 62841-1:2015 

EN 62841-2-2: 2014 

 


